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Abstract— A high-quality estimate of wind fields can poten-
tially improve the safety and performance of Unmanned Aerial
Vehicles (UAVs) operating in dense urban areas. Computational
Fluid Dynamics (CFD) simulations can help provide a wind
field estimate, but their accuracy depends on the knowledge of
the distribution of the inlet boundary conditions. This paper
provides a real-time methodology using a Particle Filter (PF)
that utilizes wind measurements from a UAV to solve the inverse
problem of predicting the inlet conditions as the UAV traverses
the flow field. A Gaussian Process Regression (GPR) approach
is used as a surrogate function to maintain the real-time nature
of the proposed methodology. Real-world experiments with a
UAV at an urban test-site prove the efficacy of the proposed
method. The flight test shows that the 95% confidence interval
for the difference between the mean estimated inlet conditions
and mean ground truth measurements closely bound zero, with
the difference in mean angles being between —3.7° and 1.3°
and the difference in mean magnitudes being between —0.2
m/s and 0.020 m/s.

Video : https://youtu.be/U4XdYgSJRZM

I. INTRODUCTION

Enabling autonomous unmanned aerial vehicles (UAVs) to
estimate wind patterns is crucial if they are to realize their
potential in goods mobility, monitoring, and surveillance
tasks in dense urban landscapes. Owing to their small size,
low speeds, and close proximity to obstacles, the safety
and operational performance of UAVs flying within cities is
significantly affected by the prevailing wind conditions [1],
[2]. An estimate of the wind field can provide planning and
decision algorithms with necessary information to compute
safer [3] and energy efficient paths [4].

UAVs are uniquely positioned to act as a source of in-situ
wind measurements. This paper explores the possibility of
using these local wind estimates to predict a global wind
field. Wind flow estimation to enable autonomous dynamic
soaring [5] has predominantly focused on estimating high
altitude, clutter-free wind fields. Methods using Gaussian
Process Regression [5], polynomial parameterization of the
wind field [6], and Weibull probability density function with
Prandtl’s power law relationship [7] have been presented.
Low altitude urban wind fields by comparison are more
complicated and difficult to predict.

Computational Fluid Dynamics (CFD) has been presented
as a promising solution to calculate the low altitude urban
wind flow patterns. Techniques using Reynolds-Averaged
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Fig. 1: (a) A CFD wind field using the estimated inlet
boundary condition at the test location, along with the path
of the UAV (green), and the corrected wind measurements
(magenta) from the onboard anemometer. (b) The test UAV
with the wind sensor.

Navier—Stokes (RANS) solvers have gained prominence over
others, mainly due to their computational advantage. Using
CFD results for UAV path planning has been explored in
some works [1], [8], but they lack a comprehensive analysis
on how close the simulation models match the real world
conditions. One notable effort is made by Ware et al.
[4] who validated the CFD simulation results using in-situ
measurements from ground stations. The work however uses
historical data for estimating the boundary conditions which
may not lead to sufficiently accurate wind field predictions.
Another notable effort uses high resolution wind models to
provide inlet conditions to predict CNN-based wind-fields
[9].

Improving the predictive accuracies of CFD simulations is


https://youtu.be/U4XdYgSJRZM

an active field of research [10]. Previous work on Uncertainty
Quantification (UQ) [11] has proven that uncertainties in
inlet conditions have a higher effect on the accuracy of
CFD results than other parameters such as aerodynamic
roughness. Other works [12] that compared CFD results with
real world data have argued that even for minor changes
in the inlet wind direction the simulated flow patterns can
change considerably, to the extent that planning decisions
might be influenced. It is thus important to have a reliable
estimate of the inlet conditions. One obvious solution is to
use wind sensors at the periphery of the urban area or a
tall structure within the city. However, measurements from
these sources can introduce considerable error as often times
it is difficult to determine the errors between the incoming
wind at the boundary and measured wind conditions. Jorge
Sousa et al. [13] have addressed this problem of predicting
the distribution of the boundary conditions (inlet speed and
angle) by solving a inverse problem of estimating inlet con-
ditions using an ensemble Kalman filter (EnKF) and given
in-situ measurements from static sensors. Their subsequent
work provides real world validation [14] of the methods.

This paper explores the possibility of using UAV-based
sequential measurements using an onboard anemometer to
solve the inverse problem of estimating the inlet boundary
conditions using a particle filter (PF) based approac A PF
is known to provide a better estimate of the posterior belief
for low dimensional problems as it samples directly from the
distribution as opposed to an EnKF which has a tendency to
provide approximations to the posterior that are too close
to a Gaussian distribution [17]. UAVs have an ability to
fly in the roughness layer [8] that is just above the Urban
Canopy Layer (UCL) and thus can potentially give a much
better estimate of the inlet conditions affecting the UCL.
Our setup also avoids the need of setting up a static wind
measurement network, which may prove prohibitive because
of cost and maintenance hurdles. As wind enters the city,
it flows between structures and form a distinctive pattern.
The core idea of our approach is to identify this pattern
using the onboard measurements and then solve the inverse
problem to estimate the inlet conditions. If the estimated
boundary conditions are used as an input for running the
CFD simulation, the resulting field should most closely
resemble the actual wind field. The contributions of this
paper are three fold:

1) We present a particle filter approach to solve the
inverse problem of estimating the boundary conditions
given sequential in-situ wind measurements from a
UAV.

2) We present a domain specific treatment to circumvent
the problem of running multiple forward simulations
using Gaussian process regression to maintain the real-
time onboard nature of the methodology.

3) We present real world test results that prove the effi-

The choice of anemometer is for ease of prototyping but any method
that provides accurate local wind measurements from onboard sensors can
be used [15], [16]

cacy of the presented methodology.

The paper is organized as follows: Section [[I] provides
details on the proposed methodology along with the mathe-
matical formulations. Section [[II] provides details on the field
trials and the results. Section [[V] presents the discussions and
conclusions.

II. METHODOLOGY

This section details the methodology to estimate the
boundary conditions given measurements from the UAV.
Care was taken that the onboard algorithms are computa-
tionally tractable for any onboard computer with modest
specifications. We assume the UAV to be operating at a
constant altitude and consider a 2D wind field. An extension
to 3D will be covered in subsequent works. The goal is to
find the distribution on the wind inlet angle  and wind inlet
magnitude U. For the case under consideration, the local
wind angle and the local reduced velocity ur = {; are
only a function of the inlet wind angle. The methodology is
summarized in Figure

A. Mathematical Formulations

Mathematically, the problem can be stated as: Given a set
of measurements z; = f j;u;g for i 2 [0; N] from the UAV
such that j represents the local wind angle, and U; represents
the local wind magnitude at the i'"" data-point, find the belief
bel( o:i;Uo:i) = P( o:i;Uo:i j 21:i) for i 2 [0; N] where
is the wind inlet boundary angle and Uj is the wind inlet
magnitude after i measurements. To solve for this belief, we
will perform a domain specific derivation of a particle filter
approach [18].

Using the Bayes Rule we can write:

bel( o:i; Uo:i) = P( o:is Uoii J Z1:i)

= pzij oi;Voi;zzi 1)PC oi; Yoijzei 1)
(D

Using the Markov property for conditional independence:

bel(" o:i;Uo:i) = P@iJ #:U)P( ois VorijZaii 1)

= pzij »U)dp( o 1:Voi 1jZei 1)

P( i:Uij oi 1:Uoi 1Z1i 1)

= pzij ;U)dp( o:i 1:Voi 1jZei 1)

pC ;Uij i 1;Ui 1)

)

Thus, for the mth particle, the weight can be calculated as
Wm = p(zij ;Ui 3)

This probability distribution can be represented as a multi-
variate normal distribution:
exp 3(zi zi))' '@z zi)

@) ]

p(zij Ui =

Where
z; =T1( i;Ui; Xj) )
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Fig. 2: Wind measurements from an onboard anemometer are corrected for motion and bias. These measurements are then
used in a Particle Filter framework to provide a posterior distribution on the inlet conditions by comparing with estimates

from a Gaussian Process based forward propagation model.

where X; = fX;j;Vig are the coordinates of the UAV when
the measurement z; was taken. This function is the forward
model and requires running the CFD solver, but given that it
is a computationally expensive operation, we instead use a
computationally cheaper but less accurate surrogate function.
The details are further discussed in Section [IEC]

B. Particle Filter

The particle filter implementation is detailed in Algorithm
[ M particles are initialized from a uniform distribution
between minimum and maximum values. Each particle is
a tuple of inlet angle and magnitude. The algorithm has
three major components. The propagation step is the first
step (Line 3), which in this case only involves adding zero
mean Gaussian noise to the particles. This helps to avoid
premature convergence. The next step (Line 5) involves
calculating the weight of each particle based on how likely
the particle represents the actual value of the inlet conditions.
This weight is calculated for each particle using Equations [3]
& [} Finally based on the calculated weights, a re-sampling
algorithm chooses particles for the next iteration based on
the weighted probability distribution. The resampling process
accounts for the difference of the target and the proposal
distribution. To improve performance, we use a low-variance
resampling strategy [18] to sample the distribution, as it
helps preserve the diversity if samples have same importance
factors and is a more systematic way for re-sampling than
the independent random sampler. The sampler operates by
choosing a random number between [0;M '] and then
repeatedly adds M ! to the random number while selecting
particles that correspond to the resulting summation. For the
sake of brevity, the complete algorithm is not presented,
and the reader is directed to Table 4.4 [18] for a detailed
explanation.

Algorithm 1: Particle Filter
Input: z1.n, [fX15y1G 00 F XN YN D]

1 B By UniSample([0.Umax],[0.2 1.M)
2 for n 1to N do

3 Wl M= Uit St +N© )
4 form 1toMdo

5 Wm = p(znjUR; )

6 end

7| (U Ga)  ReSample(UTY,, Ty, Wom)
3 end

C. Surrogate function

Calculating Equation [5] can prove to be a computationally
expensive process, as it involves running a forward pass of
the CFD simulation for the particular inlet condition and
probing the location for the wind angle and magnitude. One
way to avoid this issue, is to use a surrogate function to
approximate these values. Jorge Sousa et al. [13] use a set of
CFD simulations to construct polynomial chaos expansions
(PCE) for the quantities of interest. For our use case, the
PCE method gave a less accurate result, as the function
variables also include the location along with the inlet angle.
We decided to use a Gaussian Process Regression (GPR) to
model the surrogate functions, as they have been shown to
better represent spatial data. Two GPR models are trained:
one for the local wind angles f and one for local wind
reduced velocity 'Ié\ur. Both are functions of the inlet angle
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Fig. 3: Data points (locations and inlet angles) for GPR
training.

(b)

Fig. 4: (a) Image of the eld validation test site. (b) 3D model
U = f"ur ( 11X of test site. Yellow star represents the location of the ground
L= XD (6)  truth weather station on the top of the building.
| [ 1

The datapoints used to train the GPR models were obtained

by running multiple CFD simulations with regularly spacedactor was hand tuned using historical data of similar setups
inlet angles and recording data on an equally spaced gri0] and nil wind observations.

The data-points are visually represented in Figure 3. T

and probe location. Thus Equatiph 5 is replaced by:

performance of the GPR models is discussed in Seftion Il Summary

B The methodology assumes that an accurate 3D model of
the environment is available, and the UAV has a sensor

D. Wind Measurements and Correction suite capable of reliably measuring the local wind angle and

Wind measurements are obtained from an uItrasonfE'agn'tUde' The steps are as follows:

anemometer onboard the UAV. The anemometer records thel) Given the 3D model, run multiple forward RANS CFD
wind angle and magnitude with respect to the moving drone. ~ Simulations to collect data points (Fig. 3) for training
Previous works that have used anemometers for onboard the surrogate GPR models represented in Equgion 6.
wind measurements [19]-[21] have reported that while the 2) AS the UAV is ying in the ow eld, collect the raw
wind angle measurements were found to be accurate for ~Wind measurements and correct them using Equation
all ight conditions, the magnitude measurements show a -

bias that reports a higher wind magnitude than expected.3) Use the of ine trained surrogate models and the cor-
We found that the effect is more pronounced at lower UAV rected wind measurements to estimate the inlet condi-

speeds. Thus, in order to record reliable wind measurements  tions using Algorithn{ L. o
we need to remove the magnitude bias in addition to cor- 4) Use the inlet conditions (and the distribution) to select

recting for the UAV motion. The correction is given by: the correct wind- eld estimate precomputed from a
external high- delity CFD solver.
= (WLQaW] )COS(W[raW]) W 1. FIELD VALIDATION
we = (w2l ysinew™ ) ve . o .
- (7) This section gives details on the test setup and the hard-
wieorreeted T = w2 4 w2 ware used for eld validation of the algorithm. Discussion

on the experiments and results follows. Field trials involve

autonomously ying a predetermined sequence of waypoints
whereVy and Ve represent the inertial speed of the UAVand estimating the inlet conditions. For validation, the esti-

in North and East directions, andy andwg represent the mated inlet conditions are compared to a static wind sensor
corrected wind components in North and East directions. mounted on a rooftop nearby. The static wind sensor is
is the bias correction factor. The value of the bias correctiomeasuring the free-stream wind magnitude and direction.

wieerreeed T — arctan( we ; wy )
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