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Abstract

Manipulation of deformable objects challenges common assumptions in robotic
manipulation, such as low-dimension state representation, known dynamics, and
minimal occlusion. Deformable objects have high intrinsic state representation,
complex dynamics with high degrees of freedom, and severe self-occlusion. These
properties make them difficult for state estimation and planning. In this thesis,
we introduce benchmarks and methods for solving various deformable object
manipulation tasks, hoping to relax the commonly made assumptions and build
a more robust manipulation system.

We take the approach of learning the dynamics model from data for planning.
Compared to analytical models, the learned models are more flexible. We can
train them to model the dynamics at different levels of detail. More specifically,
we learn structured world models with spatial and temporal abstraction. At a
very granular level, we can represent the physical world as atoms and predict
their movement at infinitesimal time steps. Such a dynamics model is general,
accurate, and without any abstraction but also expensive to compute and
difficult for state estimation. With spatial abstraction, we can reason at a higher
level, such as representing the world as objects and their interactions with each
other. Spatial abstraction enables efficient learning, planning, and compositional
generalization. With temporal abstraction, we model the dynamics to predict
the future state at longer time steps or even over the span of low-level skills.
We can then plan with them to solve long-horizon tasks.

In this thesis, we first introduce the first benchmark on deformable object
manipulation, including manipulation of fluid, cloth, and ropes. Second, we
present methods that learn dynamics models for cloth manipulation, representing
the cloth as a graph for spatial abstraction. Third, we propose a framework
for learning the skill dynamics model and using it for planning long-horizon
sequences. We then apply the framework to manipulate elastoplastic objects
with multiple tools. Finally, we show how to combine spatial and temporal
abstraction to achieve long-horizon planning with compositional generalization
for deformable object manipulation.
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Chapter 1

Introduction

Robotic manipulation often assumes that the objects being manipulated are rigid. With

the rigidity assumption, most approaches also assume that:

1. A low-dimension state representation is known, such as the poses of the objects.

2. The dynamics is known.

3. There is minimal occlusion.

These assumptions enable e�cient planning and control. However, while these assumptions

are sometimes true for rigid objects, they are almost always wrong for deformable objects.

Deformable objects like 
uid, fabrics, or elasto-plastic objects have almost in�nite degrees

of freedoms and lack a low-dimension representation. As a result, it is di�cult to perform

state estimation and dynamics modeling for deformable objects. Finally, deformable objects

often present large self-occlusion. This thesis aims to address these challenges emerged from

deformable object manipulation by developing algorithms for learning the complex dynamics

of deformable objects for planning. The challenges in modeling deformable objects force us

to abandon the aforementioned assumptions and build a more general manipulation systems.

Progress made in deformable object manipulation can in turn help with manipulating novel

objects where a low-dimension object pose is not de�ned, and objects under occlusion.

To plan for manipulation, a dynamics model is needed to predict the future conditioned

on the action. In this thesis, we parameterize the dynamics models with neural networks and

learn these models from data. Such data-driven models have a few advantages compared

to analytical models. First, the learned dynamics models are more 
exible to the input

1



representation, allowing us to learn dynamics models at di�erent levels of abstraction (Chap-

ter 3, 4, 5), with di�erent trade-o� between accuracy and computation. Because of this,

we are able to perform long-horizon planning with a learned dynamics model (Chapter 5).

They are also 
exible to predict dynamics from partial observation (Chapter 3). Second,

neural networks are naturally di�erentiable and thus these di�erentiable dynamics models

can better support system identi�cation or become modules in a larger end-to-end sys-

tem (Chapter 4, 5). Finally, an accurate analytical model is not always available, especially

for deformable objects which have complex dynamics. Data-driven models allow us to

learn complex dynamics of deformable objects from real world data, although we have not

exploited this advantage in this thesis.

At what levels of details should we model the dynamics? In a very granular level, any

physical systems can be modeled by a lot of atoms and their interactions with each other.

They can also be modeled in a more abstract level, such as in the space of objects and

their interactions. With a more abstract representation, the dynamics model is easier to

learn and compute, as we do not need to estimate and predict the state of each atom, but

is also less accurate. The choice of this spatial abstraction depends on the requirement of

speci�c manipulation tasks. While for rigid objects, their 6D poses are often used as the

level of spatial abstraction, a 6D pose is unde�ned for deformable objects. On the other

hand, the data-driven models are 
exible in a way that allow us to represent and abstract

deformable objects in di�erent ways to balance accuracy, computation and generalization

of the learned dynamics models.

Orthogonal to spatial abstraction, we can model dynamics in di�erent temporal abstrac-

tion. We can model how the atoms move at each in�nitesimal time step, or at a longer

time span. The latter allows us to predict the state of a physical system further into the

future and thus make longer horizon plans. While typical physical simulators rely on small

time steps to be numerically stable during integration, data-driven models can be trained

to predict at di�erent granularity in time. This thesis will introduce methods that allow

long-horizon planning over skills with learned, temporally extended dynamics models. We

term our learned dynamics modelsStructured World Model , as they incorporate spatial

and temporal abstraction into data-driven dynamics models to enable a robot to learn

about the physical world at di�erent levels of details.



1.1 Thesis Organization

This thesis is organized as follows:

ˆ Benchmarking Deformable Object Manipulation [Chapter 2] Prior works on

deformable object manipulation often evaluate on di�erent tasks, robot setups or

simulators, making it di�cult to compare di�erent methods. This chapter introduces

SoftGym, which is the �rst benchmark for various deforamble object manipulation

tasks. Through benchmarking, we reveal the challenges for learning policies or

dynamics models for manipulating deformable objects, which inspire our following

works.

ˆ Plan with Spatial Abstraction [Chapter 3] We start by considering the state

representation for cloth manipulation tasks. Instead of modeling the cloth as a single

latent vector or just the RGB pixels from the camera, we model cloth as a set of

particles connected by a graph that representing di�erent interactions among the

particles. We show the bene�t of this graph abstraction in learning a dynamics model

that generalizes to di�erent clothes of di�erent shapes.

ˆ Plan with Temporal Abstraction [Chapter 4] To e�ectively plan long-horizon

manipulation sequences, we need to model the dynamics at a higher level temporally.

In this chapter, we introduce a framework for planning over skills in a latent space.

We learn skill abstraction modules that model the high-level skill dynamics, allowing

us to solve a set of complex tasks of manipulating elasto-plastic objects with multiple

tool-use skills.

ˆ Plan with Spatial-temporal Abstraction [Chapter 5] Finally, in the last chapter,

we combine both spatial and temporal abstraction to plan over skills for solving novel,

multi-stage tasks of manipulating elasto-plastic objects involving complex tool-use

skills. To support learning skill dynamics while maintaining a level of abstraction

at the object level for compositional generalization, we use an object-level latent

representation that �rst decompose the scene into entities and then separately encode

each entity into a set of latent vectors. We can then perform long-horizon planning

with this latent set representation.





Chapter 2

SoftGym: A Benchmark for

Deformable Object Manipulation

2.1 Introduction

Robotic manipulation of deformable objects has wide application both in our daily lives,

such as folding laundry and making food, and in industrial applications, such as packaging

or handling cables. However, programming a robot to perform these tasks has long been

a challenge in robotics due to the high dimensional state representation and complex

dynamics (Maitin-Shepard et al., 2010; Miller et al., 2011; 2012).

One potential approach to enable a robot to perform these manipulation tasks is

with deep reinforcement learning (RL), which has achieved many successes in recent

years (Mnih et al., 2015; Vinyals et al., 2019; Schrittwieser et al., 2019; Hwangbo et al.,

2019; Andrychowicz et al., 2020). Some recent works have used learning-based methods to

explore the challenges of deformable object manipulation (Li et al., 2019a; Matas et al.,

2018; Agrawal et al., 2016; Sermanet et al., 2018); however, these works often each evaluate

on a di�erent task variant with di�erent simulators or robot setups, making it challenging

to directly compare these approaches. There is currently no benchmark for evaluating and

comparing di�erent approaches for deformable object manipulation.

In contrast, there are a number of popular benchmarks for reinforcement learning with

rigid or articulated objects (Brockman et al., 2016; Tassa et al., 2018; Fan et al., 2018).
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Many of these benchmarks assume that the agent directly observes a low dimension state

representation that fully describes the underlying dynamics of the environment, such as the

joint angles and velocities of the robot (Brockman et al., 2016; Duan et al., 2016) or object

state (Andrychowicz et al., 2020; Johannink et al., 2019). However, such low-dimensional

su�cient state representations are di�cult to perceive (or sometimes even de�ne) for many

deformable object tasks, such as laundry folding or dough manipulation. For deformable

object manipulation, the robot must operate directly on its observations, which can include

camera images and other sensors.

In this chapter, we present SoftGym, a set of open-source simulated benchmarks for

manipulating deformable objects, with a standard OpenAI Gym API and Python interface

for creating new environments. Currently, SoftGym includes 10 challenging environments

involving manipulation of rope, cloth and 
uid of variable properties, with di�erent options

for the state and action spaces. These environments highlight the di�culty in performing

robot manipulation tasks in environments that have complex visual observations with

partial observability and an inherently high dimensional underlying state representation for

the dynamics. SoftGym provides a standardized set of environments that can be used to

develop and compare new algorithms for deformable object manipulation, thus enabling

fair comparisons and thereby faster progress in this domain.

We benchmark a range of algorithms on these environments assuming di�erent ob-

servation spaces for the policy, including full knowledge of the ground-truth state of the

deformable object, a low-dimension state representation, and only visual observations.

Our results show that learning with visual observations leads to much worse performance

compared to learning with ground-truth state observations in many deformable object

manipulation tasks. The poor performance of image-based methods on these environments

motivates the need for future algorithmic development in this area. We also provide an

analysis to give some insight into why current methods that use visual observations might

have suboptimal performance; this analysis can hopefully point the way towards better

methods for deformable object manipulation. Videos and links to code can be found on our

project website1.

1https://sites.google.com/view/softgym



2.2 Related Works

Robotic manipulation of deformable objects has a rich history across various �elds, such

as folding laundry (Maitin-Shepard et al., 2010), preparing food (Bollini et al., 2013), or

assistive dressing and feeding (Chen et al., 2013; Erickson et al., 2018). Early works used

traditional vision algorithms to detect key features such as edges and corners (Maitin-

Shepard et al., 2010; Willimon et al., 2011; Triantafyllou and Aspragathos, 2011). Motion

planning is then adopted along with analytical models of the deformable objects (Saha

and Isto, 2007; Rodriguez et al., 2006). However, these planning approaches often su�er

from the large con�guration space induced by the high degree of freedom of the deformable

objects (Essahbi et al., 2012). We refer to (Sanchez et al., 2018; Khalil and Payeur, 2010)

for a more detailed survey on prior methods for robot manipulation of deformable objects.

Recently, the success of deep learning has garnered increased interest in learning to

solve perception and manipulation tasks in an end-to-end framework (Agrawal et al., 2016;

Sermanet et al., 2018; Ebert et al., 2018; Pathak et al., 2018; Yan et al., 2020). In cloth

manipulation, recent work uses demonstrations to learn an image-based policy for cloth

folding and draping (Matas et al., 2018). Other works learn a pick-and-place policy to

spread a towel (Seita et al., 2019; Wu et al., 2020). Due to the large number of samples

required by reinforcement learning, as well as the di�culty in specifying a reward function,

all these works start by training the policy in simulation and then transfer the policy to a

real robot through domain randomization and dynamics randomization. However, these

papers do not systematically compare di�erent methods on a range of tasks.

Standard environments with benchmarks have played an important role in the RL

community, such as the Arcade Learning environments (Bellemare et al., 2013) and the

MuJoCo environments (Duan et al., 2016). A variety of new environments have been created

recently to benchmark reinforcement learning algorithms (Fan et al., 2018; Osband et al.,

2019; Yu et al., 2019; James et al., 2020; Lee et al., 2019). However, none of these benchmark

environments incorporate deformable objects, and usually the full state of the system can

be represented by a low-dimensional vector. Other recent environments built on top of the

Nvidia PhysX simulator also have the ability to simulate of deformable objects (Xiang et al.,

2020; Gan et al., 2021) but do not include any tasks or assets for manipulating deformable

objects. As such, we believe that SoftGym would be a unique and valuable contribution

to the reinforcement learning and robotics communities, by enabling new methods to be



quickly evaluated and compared to previous approaches in a standardized and reproducible

set of simulated environments.

Figure 2.1: Visualizations of all tasks in SoftGym. These tasks can be used to evaluate
how well an algorithm works on a variety of deformable object manipulation tasks.

2.3 Background

SoftGym builds on top of the Nvidia FleX physics simulator. Nvidia's FleX simulator

models deformable objects in a particle and position based dynamical system (M•uller

et al., 2007; Macklin et al., 2014). Each object is represented by a set of particles and the

internal constraints among these particles. Each particlepi has at least three attributes:

position x i , velocity vi , and inverse masswi . Di�erent physical properties of the objects are

characterized by the constraints. A constraint is represented in the form ofC(x1; :::; xn ) � 0

or C(x1; :::; xn ) = 0, where C(x) is a function of all the positions of the relevant particles.

Given the current particle positionspi and velocitiesvi , FleX �rst computes a predicted

position p̂i = pi + � tv i by integrating the velocity. The predicted positions are then

projected onto the feasible set given all the constraints to obtain the new positions of the

particles in the next step.

Fluids can naturally be modeled in a particle system, as detailed in Macklin and M•uller

(2013); speci�cally, a constant density constraint is applied to each particle to enforce the



incompressibility of the 
uid. For each particle, the constant density constraint is based on

the position of that particle, as well as the positions of its neighboring particles.

Rope is modeled as a sequence of particles, where each pair of neighbouring particles are

connected by a spring. Cloth is modeled as a grid of particles. Each particle is connected to

its eight neighbors by a spring, i.e. a stretching constraint. Additionally, for particles that

are two-steps away from each other, a bending constraint is used to model the resistance

against bending deformation. Additional constraints for modeling self-collision are applied.

We refer the readers to M•uller et al. (2007) for more details.

2.4 SoftGym

To advance research in reinforcement learning in complex environments with an inherently

high dimensional state, we propose SoftGym. SoftGym includes a set of tasks related

to manipulating deformable objects including rope, cloth, and 
uids. As a result, the

underlying state representation for the dynamics has a dimension ranging from hundreds to

thousands, depending on the number of particles that are used.

SoftGym consists of three parts: SoftGym-Medium, SoftGym-Hard and SoftGym-Robot,

visualized in Figure 2.1. SoftGym-Medium includes six tasks where we provide extensive

benchmarking results. Four more challenging tasks are included in SoftGym-Hard. SoftGym-

Medium and SoftGym-Hard using an abstract action space while SoftGym-Robot includes

tasks with a Sawyer or Franka robot as the action space.2 We describe the details of the

action space below.

2.4.1 Action Space

We aim to decouple the challenges in learning low-level grasping skills from high-level

planning. As such, we employ abstract action spaces for tasks in SoftGym-Medium and

SoftGym-Hard. For rope and cloth manipulation, we use pickers, which are simpli�cations

of a robot gripper and are modeled as spheres which can move freely in the space. A picker

can be activated, in which case if it is close to any object, the particle on the object that is

the closest to the picker will be attached to the picker and moves with it. More speci�cally,

2Unfortunately, we are not able to release SoftGym-Robot to the public due to license issue. However,
we hope similar functions can be implemented in the new Nvidia Omniverse Kit.



the action of the agent is a vector of length 4n, wheren is the number of the pickers. For

each picker, the agent outputs (dx ; dy; dz; p), where dx ; dy; dz determine the movement of

the picker and p determines whether the picker is activated (picking cloth,p � 0:5) or

deactivated (not picking cloth, p < 0:5). For 
uid related tasks, we directly actuate the cup

holding the 
uid. This action space is designed to enable the user to focus on the challenges

of high-level planning and to abstract away the low-level manipulation.

Still, in order to re
ect the challenges of robotic manipulation, we also provide SoftGym-

Robot, where either a Sawyer robot or a Franka robot is used to manipulate objects in the

environment (Figure 2.1, bottom-right). Cartesian control of the end-e�ector is used.

2.4.2 Tasks

SoftGym-Medium includes six tasks (see Appendix for more details):

TransportWater Move a cup of water to a target position as fast as possible without

spilling out the water. The movement of the cup is restricted in a straight line; thus the

action of the agent is just a scalara = dx that speci�es the displacement of the cup. The

reward of this task is the negative distance to the target position, with a penalty on the

fraction of water that is spilled out.

PourWater Pour a cup of water into a target cup. The agent directly controls the

position and rotation of the cup at hand. Speci�cally, the action space of the agent is

a vector a = ( dx ; dy; d� ), representing the displacement of the cup in thex; y dimension

and its rotation around its geometric center. The reward is the fraction of water that is

successfully poured into the target cup.

StraightenRope Straighten a rope starting from a random con�guration. The agent

controls two pickers. The reward is the negative absolute di�erence between the current

distance of the two endpoints of the rope, and the rope length when it is straightened.

SpreadCloth Spread a crumpled cloth on the 
oor. The agent controls two pickers to

spread the cloth. The reward for this task is the area covered by the cloth when viewed

top-down.

FoldCloth Fold a piece of 
attened cloth in half. The agent controls two pickers. The

reward for this task is the distance of the corresponding particles between the two halves of

the cloth; we also add a penalty based on the displacement of the cloth from its original

position, i.e., we do not want to agent to drag the cloth too far away while folding it.



DropCloth This task begins with the agent holding two corners of a piece of cloth

with two pickers in the air, and the goal is to lay the cloth 
at on the 
oor. The action

space of the agent is the same as that in SpreadCloth, with the additional constraint that

the pickers cannot move too close to the 
oor (i.e. below a given height threshold). As

such, a swinging and dropping motion is required to perform the task; dropping the cloth

without swinging will result in the cloth being crumpled. The reward of this task is the

mean particle-wiseL2 distance between the current cloth and a target cloth con�guration


attened on the 
oor. SoftGym-Hard contains four more tasks:

PourWaterAmount This task is similar to PourWater but requires a speci�c amount

of water poured into the target cup, indicated either in the state representation and marked

by a red line in the visual observation.

FoldCrumpledCloth This task is similar to FoldCloth but the cloth is initially

crumpled. Thus, the agent may need to spread and fold the cloth at the same time.

DropFoldCloth This task has the same initial state as DropCloth but requires the

agent to fold the cloth instead of just laying it on the ground.

RopeCon�guration This task is similar to StraightenCloth but the agent needs to

manipulate the rope into a speci�c con�guration from di�erent starting locations. Di�erent

goal con�gurations in the shape of letters of the alphabet can be speci�ed. The reward is

computed by �nding the minimum bipartite matching distance between the current particle

positions and the goal particle positions (West et al., 1996).

FleX uses a GPU for accelerating simulation. On a Nvidia 2080Ti GPU, all SoftGym

tasks run about 4x faster than real time, with rendering. One million simulation steps takes

6 hours (wall-clock time) and corresponds to at least 35 hours for a real robot to collect.

More details on the environments, including the variations for each task, can be found in

the Appendix.

2.5 Experiments

In this section, we perform experiments with an aim to answer the following questions:

ˆ Are SoftGym tasks challenging for current reinforcement learning algorithms?

ˆ Is learning with state as sample e�cient as learning from high-dimensional observations

on SoftGym tasks?



ˆ Are the environments realistic enough to re
ect the di�culty of learning on a real

deformable object dynamical system?

2.5.1 Methods Evaluated

We benchmark a few representative policy search algorithms on the tasks in SoftGym.

We group these algorithms into categories which make di�erent assumptions regarding

knowledge about the underlying dynamics or position of particles in the environments. These

algorithms allow us to analyze di�erent aspects of the challenges in learning to manipulate

deformable objects. We use the ground-truth reward function for all the baselines, although

such rewards are not readily available outside of the simulation environment; computing

rewards from high-dimensional observations is an additional challenge that is outside the

scope of this section. We refer to Nair et al. (2018); Srinivas et al. (2018); Florensa et al.

(2019); Lin et al. (2019b) for recent works towards this challenge.

2.5.1.1 Dynamics Oracle

The Dynamics Oracle has access to the ground-truth positions and velocities of all particles

in the deformable objects, as well as access to the ground-truth dynamics model. This

information is only accessible in simulation. Given this information, we can use gradient

free optimization to maximize the return. In this category we benchmark the cross entropy

method (CEM) (Rubinstein, 1999) as a representative random shooting algorithm. CEM

optimizes over action sequences to �nd the trajectory with the highest return, given the

action sequence and the ground-truth dynamics model. Because the ground-truth dynamics

model is used, no training is required (i.e. no parameters are learned) for this method. We

use model predictive control (MPC) for executing the planned trajectories. This baseline

shows what can be achieved from a trajectory optimization approach given ground-truth

particle positions, velocities, and dynamics; we would expect that methods that only have

access to visual observations would have worse performance. However, the performance

of the Dynamics Oracle may still be limited due to the exploration strategy employed by

CEM.



2.5.1.2 State Oracle

Many robotic systems follow the paradigm of �rst performing state estimation and then

using the estimated state as input to a policy. Deformable objects present a unique challenge

for manipulation where the dynamical system has a high dimensional state representation,

i.e. the position of all particles in the deformable objects. For such high dimensional systems,

state estimation becomes harder; furthermore, even assuming perfect state estimation, the

high dimensional state space is challenging for any reinforcement learning agent. We explore

two state-based methods to explore these challenges.

Full State Oracle This method has access to the ground-truth positions of all of the

particles in the target object as well as any proprioception information of the robot or the

picker, but it does not have access to the ground-truth dynamics. We use these positions as

input to a policy trained using SAC (Haarnoja et al., 2018); we use the standard multi-layer

perceptron (MLP) as the architecture for the agent. As the observational dimension can

vary, e.g. cloths with di�erent sizes can have di�erent numbers of particles, we take the

maximum number of particles as the �xed input dimension and pad the observation with 0

when it has fewer dimensions. Generally, we expect this baseline to perform poorly, since

concatenating the positions of all particles in a single vector as input forces the network to

learn the geometric structure of the particles, which adds signi�cantly to the complexity of

the learning problem. Given additional task-speci�c information about the connectivity

among the particles, alternative architectures such as graph neural networks may be better

at capturing the structure of the particles (Li et al., 2019b).

Reduced State Oracle To avoid the challenges of RL from high-dimensional state

spaces, this method uses a hand-de�ned reduced set of the full state as input to the policy.

This baseline uses the same SAC algorithm as the Full State Oracle to train the policy.

Estimating this reduced state from a high-dimensional observation of a deformable object,

such as from an image of crumpled cloth, may be challenging; for this oracle baseline,

we assume that such a reduced state is perfectly estimated. Thus, this baseline provides

an upper bound on the performance of a real system, assuming that the reduced state

captures all of the relevant information needed for the task. Unlike the Dynamics Oracle,

this baseline does not assume access to the ground-truth system dynamics.

For all of the cloth related environments, the reduced state is the positions of the

four corners of the cloth. For the StraightenRope environment, we pick 10 evenly-spaced



keypoints on the rope, including the two end points, and use the positions of these key

points as the reduced state representation. For TransportWater, the reduced state is the

size (width, length, height) of the cup, the target cup position, and the initial height of the

water in the cup. For PourWater, the reduced state is the sizes of both cups, the position

of the target cup, the position and rotation of the controlled cup, and the initial height

of the water in the cup. For any environment with pickers, the positions of the pickers

are also included as part of the reduced state. We note that the set of reduced state we

picked may not be su�cient for performing all of the manipulation tasks. For example,

knowing the positions of the four corners of a crumpled cloth is not su�cient to infer the full

con�guration of the cloth, so some information is lost in this reduced state representation.

2.5.1.3 Image Based Observations

We also evaluate state-of-the-art RL algorithms that directly operate on high dimensional

observations. It is important to evaluate methods that use high dimensional observations

as input, since it cannot be assumed that a low dimensional state representation (such as

that used by the Reduced State Oracle) can always be accurately inferred.

Recent works (Laskin et al., 2020b; Kostrikov et al., 2020; Laskin et al., 2020a) show

evidence that the gap between image-based RL and state-based RL can be closed on a range

of tasks with the data augmentation in reinforcement learning. Among these, we benchmark

CURL-SAC (Laskin et al., 2020b), which uses a model-free approach with a contrastive

loss among randomly cropped images, and DrQ (Kostrikov et al., 2020), which applies data

augmentation and regularization to standard RL. We also evaluate PlaNet (Hafner et al.,

2019), which learns a latent state space dynamics model for planning. For SpreadCloth

and FoldCloth, we additionally benchmark Wu et al. (2020), which learns a pick-and-place

policy with model-free RL. For this method, we use only one picker and 20 pick-and-place

during evaluation.

2.5.2 Benchmarking Results

Experimental Setup For each task, we compute a lower bound and upper bound on

performance so that we can more easily analyze the performance of each method (see

Appendix for details). The lower bound is obtained from a policy that always does nothing.

Using these bounds, the performance of each method can then be normalized into [0; 1],



Figure 2.2: Normalized performance at the last time step of the episode of all the algorithms
on the evaluation set. The x-axis shows the number of training time steps.

although the performance of a policy that performs worse than doing nothing can drop

below 0. We run each algorithm for 5 random seeds and plot the median of the normalized

performance. Any shaded area in the plots denotes the 25 and 75 percentile. In each

task, we pre-sample 1000 variations of the environment. We then separate these task

variations into a set of training tasks with 800 variations and a set of evaluation tasks of

200 variations. For CEM, no parameters are trained, so we modify this procedure: instead,

we randomly sample 10 task variations from the evaluation set and compute the average

performance across the variations. All methods are trained for 106 time steps. Please refer

to the Appendix for more details of the algorithms and training procedure. Most of the

experiments are run on an Nvidia 2080Ti GPU, with 4 virtual CPUs and 40G RAM.

2.5.2.1 Benchmarking results on SoftGym-Medium

A summary of the �nal normalized performance of all baselines on the evaluation set is

shown in Figure 2.2. As expected, the Dynamics Oracle performs the best and is able

to solve most of the tasks. As the dynamics and ground-truth position of all particles

are usually unknown in the real world, this method serves as an upper bound on the

performance.

The Reduced State Oracle performs well on tasks where the reduced state captures



the task relevant information, such as StraightenRope, TransportWater, FoldCloth, and

performs poorly on the tasks which may require more information beyond the reduced state,

such as in SpreadCloth, where the positions of the four cloth corners are not su�cient to

reason about the con�guration of the cloth. We note that the reduced states can be hard

to obtain in the real world, such as in TransportWater, where the reduced state includes

the amount of the water in the cup.

More interestingly, we also examine the performance of methods that assume that the

agent only has access to image observations. A robot in the real world will not have access

to ground-truth state information and must use these high dimensional observations as

inputs to its policy. We observe that the performance of image-based reinforcement learning

(PlaNet, SAC-CURL, or SAC-DrQ) is far below the optimal performance on many tasks.

This is especially true for StraightenRope, SpreadCloth, and FoldCloth, and the learning

curves for these tasks seem to imply that even with more training time, performance would

still not improve. These methods also have a performance far below the upper bound

of 1 on the other tasks (TransportWater, PourWater, DropCloth). Thus, this evaluation

points to a clear need for new methods development for image-based robot manipulation

of deformable objects. Compared to the reduced state oracle, image based methods have

much worse performance in certain tasks such as FoldCloth or StraightenRope, indicating

that there is still a gap between learning from high dimensional observation and learning

from state representation.

The Full State Oracle, which uses the position of all particles in the object as input to

a policy, performs poorly on all tasks. This further demonstrates the challenges for current

RL methods in learning to manipulate deformable objects which have a variable size and

high dimensional state representation.

For the SpreadCloth task, we additionally compare to previous work (Wu et al., 2020)

that learns a model-free agent for spreading the cloth from image observation. A pick-and-

place action space is used here. During training, for collecting data, a random location

on the cloth is selected based on a segmentation map and the agent learns to select a

place location. The picker will then move to the pick location above the cloth, pick up

the cloth, move to the place location and then drop the cloth. In Figure 2.2, we show the

�nal performance of this method with 20 pick-and-place steps for each episode. While

it outperforms the rest of the baselines due to the use of the segmentation map and a

better action space for exploration, the result shows that there still exists a large room for



improvement. On the other hand, this method does not perform very well on the FoldCloth

task.

2.5.2.2 Di�cult Future Prediction

Why is learning with deformable objects challenging? Since PlaNet (Hafner et al., 2019)

learns an autoencoder and a dynamics model, we can visualize the future predicted observa-

tions of a trained PlaNet model. We input to the trained model the current frame and the

planned action sequence and visualize the open-loop prediction of the future observation.

Figure 2.3 shows that PlaNet fails to predict the spilled water or the shape of the cloth in

deformable manipulation tasks. This provides evidence that since deformable objects have

complex visual observations and dynamics, learning their dynamics is di�cult.

Figure 2.3: Bottom row: Open-loop prediction of PlaNet. Given an initial set of �ve frames,
PlaNet predicts the following 30 frames. Here we show the last observed frame in the �rst
column and four evenly spaced key frames out of the 30 predicted frames in the last four
columns. Top row: Ground-truth future observations.

2.5.2.3 Reality Gap

Do SoftGym environments re
ect the challenges in real world manipulation of deformable

objects? Here we take the cloth environments as an example and show that both our cloth

modeling and the picker abstraction can be transferred to the real world. We set up a real

world cloth manipulation environment with a Sawyer robot with a Weiss gripper, as shown

in Figure 2.4. We perform a series of pick and place actions both in simulation and on

the real robot. We can see that the simulated cloth shows similar behaviour to the real

one. This demonstration suggests that the simulation environment can re
ect the complex

dynamics in the real world and that algorithmic improvements of methods developed in



Figure 2.4: Two pick-and-place rollouts both in simulation and in the real world for a cloth
manipulation task. For each rollout, the left column shows the simulation; the right shows
the real world.

SoftGym are likely to correspond to improvements for methods trained in the real world;

however, direct sim2real transfer of learned policies is still expected to present a challenge.

2.6 Conclusion

In this chapter, we present SoftGym, a set of benchmark environments for deformable object

manipulation. We show that manipulating deformable objects presents great challenges

in learning from high dimensional observations and complex dynamics. We believe that

our benchmark presents challenges to current reinforcement learning algorithms; further,

our benchmark should help to ease the comparison of di�erent approaches for deformable

object manipulation, which should assist with algorithmic development in this area. We are

excited to see a series of amazing works in deformable object manipulation building on top

of SoftGym shortly after its release (Ha and Song, 2021; Xu et al., 2022; Ma et al., 2022).

In the next chapter, we will also use SoftGym for learning cloth manipulation skills.



Chapter 3

Planning with Spatial Abstraction for

Cloth Smoothing

3.1 Introduction

Robotic manipulation of cloth has wide applications across both industrial and domestic

tasks such as laundry folding and bed making. However, cloth manipulation remains

challenging for robotics due to the complex cloth dynamics. Further, like most deformable

objects, cloth cannot be easily described by low-dimensional state representations when

placed in arbitrary con�gurations. Self-occlusions make state estimation especially di�cult

when the cloth is crumpled.

One approach to cloth manipulation explored by previous work, which we also adopt,

is to learn a cloth dynamics model and then use the model for planning to determine

the robot actions. However, given that a crumpled cloth has many self-occlusions and

complex dynamics, it is unclear how to choose the appropriate state representation. One

possible state representation is to use a mesh model of the entire cloth (Jim�enez and Torras,

2020). However, �tting a full mesh model to an arbitrary crumpled cloth con�guration

is di�cult. Recent work have approached fabric manipulation by either compressing the

cloth representation into a �xed-size latent vector (Yan et al., 2020; Wu et al., 2020; Matas

et al., 2018) or directly learning a visual dynamics model in pixel space (Hoque et al.,

2020). However, these representations do not enforce any inductive bias of the cloth physics,
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Figure 3.1: Cloth smoothing by planning using a dynamics model with a visible connectivity
graph.

leading to suboptimal performance and generalization.

In contrast to a pixel-based or latent dynamics model, particle-based models have

recently been shown to be able to learn dynamics for 
uid and plastics (Li et al., 2019a;

Sanchez-Gonzalez et al., 2020; Pfa� et al., 2021). A particle-based dynamics representation

has the following bene�ts: �rst, it captures the inductive bias of the underlying physics,

since real-world objects are composed of underlying atoms that can be modeled on the

micro-level by particles. Second, we can incorporate inductive bias by directly applying the

e�ect of the robot gripper on the particle being grasped (though the e�ect on the other

particles must still be inferred). Last, particle-based models are invariant to visual features

such as object colors or patterns. As such, in this section we aim to learn a particle-based

dynamics model for cloth. However, the challenges in applying the particle-based model

to cloth are that we cannot directly observe the underlying particles composing the cloth

nor their mesh connections. The problem is made even more challenging due to the partial

observability of the cloth from self-occlusions when it is in a crumpled con�guration.

Our insight into this problem is that, rather than �tting a mesh model to the observation,

we should learn thevisible connectivity dynamics (VCD):a dynamics model based on the

connectivity structure of the visible portion of the cloth. To do so, we �rst learn to estimate

the visible connectivity graph: we estimate which points in the point cloud observation

are connected in the underlying cloth mesh. Estimating the mesh connectivity of the

observation is a simpli�cation of the problem of �tting a single full mesh model of the entire

cloth to the observation; however, it is signi�cantly easier to learn, since we do not need to

�nd a globally consistent explanation of the observation which requires reasoning about

occlusion; to estimate the mesh connectivity of the observation, we only need to consider

the visible local cloth structure.

The downside of inferring the visible connectivity graph is that it cannot be used with



a physics simulator during the execution of the task, since it does not capture the occluded

part of the object. We overcome this limitation by learning a dynamics model directly on

the inferred visible connectivity graph (see Figure 3.1). Unlike a physics simulator, the

learned dynamics model can be trained to be robust to the partial observability of the cloth.

In this chapter, we focus on the task of smoothing a piece of cloth from a crumpled

con�guration. We propose a method that infers the observable particles and their connections

from the point cloud, learns a visible connectivity dynamics model for the observable portion

of the cloth, and uses it for planning to smooth the cloth. We show that for smoothing,

planning with a visible connectivity dynamics model greatly outperforms state-of-the-art

model-based and model-free reinforcement learning methods that use a �xed-size latent

vector representation or learn a pixel-based visual dynamics model. Furthermore, we

demonstrate zero-shot sim-to-real transfer where we deploy the model trained in simulation

on a Franka arm and show that the learned model can successfully smooth cloths of di�erent

materials, geometries, and colors from crumpled con�gurations. Videos and links to code

can be found on our project website1.

3.2 Related Work

Vision-based Cloth Manipulation: Some papers on cloth manipulation assume that

the cloth is already lying 
at on the table (Miller et al., 2011; Stria et al., 2014a;b). If the

cloth starts in an unknown con�guration, then one approach is to perform a sequence of

actions that are designed to move the cloth into a set of known con�gurations from which

perception can be performed more easily (Cusumano-Towner et al., 2011; Maitin-Shepard

et al., 2010; Triantafyllou and Aspragathos, 2011). For example, the robot might �rst grasp

the cloth by an arbitrary point and raise it into the air; it can then detect the lowest point,

either while the cloth is held in the air (Cusumano-Towner et al., 2011; Osawa et al., 2007;

Kita and Kita, 2002; Kita et al., 2004; 2009; Mariolis et al., 2015) or after throwing the

cloth on the table (Triantafyllou and Aspragathos, 2011). By constraining the cloth to this

con�guration set, the task of perceiving the cloth or �tting a mesh model (Jim�enez and

Torras, 2020) is greatly simpli�ed. However, these funneling actions are usually scripted

and are not generalizable to di�erent cloth shapes or con�gurations. In contrast, our work

1https://sites.google.com/view/vcd-cloth



aims to enable a robot to interact with cloth from arbitrary con�gurations and shapes.

Other early works designed vision systems for detecting cloth features that can be

used for downstream tasks, such as a Harris Corner Detector (Willimon et al., 2011) or

a wrinkle-detector (Sun et al., 2013). More examples of such approaches are described

in (Jim�enez and Torras, 2020). However, these approaches require a task-speci�c manual

design of vision features and are typically not robust to di�erent variations of the cloth

con�guration.

Policy Learning for Cloth Manipulation: Recently, there have been a number of

learning based approaches to cloth folding and smoothing. One approach is to learn a

policy to achieve a given manipulation task. Some papers approach this using learning from

demonstration. The demonstrations can be obtained using a heuristic expert (Seita et al.,

2020) or a scripted sequence of actions based on cloth descriptors (Ganapathi et al., 2021).

Another approach to policy learning is model-free reinforcement learning (RL), which has

been applied to cloth manipulation (Matas et al., 2018; Wu et al., 2020; Lee et al., 2020b).

However, policy learning approaches often lack the ability to generalize to novel situations;

this is especially problematic for cloth manipulation in which the cloth can be in a wide

variety of crumpled con�gurations. We compare our method to a state-of-the-art policy

learning approach (Wu et al., 2020) and show greatly improved performance.

Model-based RL for Cloth Manipulation: Model-based RL methods learn a dynamics

model and then use it for planning. Model-based reinforcement learning methods have

many bene�ts such as sample e�ciency, interpretability, and generalizability to multiple

tasks. Previous works have tried to learn a pixel-based dynamics model that directly

predict the future cloth images after an action is applied (Ebert et al., 2018; Hoque et al.,

2020). However, learning a visual model for image prediction is di�cult and the predicted

images are usually blurry, unable to capture the details of the cloth. Another approach

is to represent the cloth with a �xed-size latent vector representation (Yan et al., 2020)

and to plan in that latent space. However, cloth has an intrinsic high dimension state

representation; thus, such compressed representations typically lose the �ne-grained details

of their environment and are unsuitable for capturing the low-level details of the cloth's

shape, such as folds or wrinkles, which can be important for folding or other manipulation

tasks. Our method also falls into the model-based RL category; unlike previous works, we

learn a particle based dynamics model (Li et al., 2019a; Sanchez-Gonzalez et al., 2020),

which can better capture the cloth dynamics due to the inductive bias of the particle



representation. Additionally, the particle representation is invariant to visual features and

enables easier sim-to-real transfer.

Figure 3.2: (a) Overview of our visible connectivity dynamics model. It takes in the
voxelized point cloud, constructs the mesh and predicts the dynamics for the point cloud.
(b) Architecture for the edge prediction GNN which takes in the point cloud connected
by the collision edges and predicts for each collision edge whether it is a mesh edge. (c)
Architecture for the dynamics GNN which takes in the point cloud connected by both the
collision edges and the mesh edges and predict the acceleration of each point in the point
cloud.

3.3 Method

An overview of our method, VCD (Visible Connectivity Dynamics), can be found in

Figure 3.2. We represent the cloth using a Visible Connectivity Graph, in which we infer

the collision and mesh edges between points of a partial point cloud. Next, we learn a

dynamics model over this graph, and �nally we use this dynamics model for planning robot

actions.



3.3.1 Graph Representation of Cloth Dynamics

We represent the state of a cloth with a graphhV; Ei . The nodesV = f vi gi =1 :::N represent

the particles that compose the cloth, wherevi = ( x i ; _x i ) denotes the particle's current

position and velocity, respectively. There are two types of edgesE in the graph, representing

two types of interactions between the particles: mesh edges and collision edges. The mesh

edges,E M , represent the connections among the particles on the underlying cloth mesh.

The mesh connectivity is determined by the structure of the cloth and does not change

throughout time. Each edgeeij = ( vi ; vj ) 2 E M connects nodesvi to vj and models the

mesh connection between them. The other type of edges are collision edges,E C , which

model the collision dynamics among two particles that are nearby in space. These can be

di�erent from the mesh edges due to the folded con�guration of the cloth, which can bring

two particles close to each other even if they are not connected by a mesh edge. Unlike the

mesh edges which stay the same throughout time, these collision edges are dynamically

constructed at each time step based on the following criteria:

E C
t =

�
eij

�
� jj x i;t � x j;t jj2 < R

	
; (3.1)

whereR is a distance threshold andx i;t ; x j;t are the positions of particlesi; j at time step

t. Throughout this section, we use the subscriptt to denotes the state of a variable at

time step t if the variable changes with time. Additionally, we assume thatE M � E C ,

since a mesh edge connects nodes that are close to each other and hence should also satisfy

Eqn. 3.1.

3.3.2 Inferring Visible Connectivity from a Partial Point Cloud

In the real world, we observe the cloth in the form of a partial point cloud. In this

case, we represent the nodes of the graph using the partial point cloud and infer the

connectivity among these observed points. We denote the raw point cloud observation as

Praw = f x i gi =1 ::N raw , wherex i is the position of each point andNraw is the number of points.

We �rst pre-process the point cloud by �ltering it with a voxel grid �lter: we overlay a 3d

voxel grid over the observed point cloud and then take the centroid of the points inside

each voxel to obtain a voxelized point cloudP = f x i gi =1 ;:::;N p . This preprocessing step is

done both in simulation training and in the real world, which makes our method agnostic

to the density of the observed point cloud and more robust during sim2real transfer.



We create a graph nodevi for each pointx i in the voxelized point cloudP. The collision

edges are then inferred by applying the criterion from Eqn. 3.1. However, inferring the

mesh edges is less straightforward, since in the real world we cannot directly perceive the

underlying cloth mesh connectivity. To overcome this challenge, we use a graph neural

network (GNN) (Battaglia et al., 2018) to infer the mesh edges from the voxelized point

cloud. Given the positions of the points inP, we �rst construct a graph hP; EC i with

only the collision edges based on Eqn. 3.1. As we assumeE M � E C , we then train a

classi�er, which is a GNN, to estimate whether each collision edgee 2 E C is also a mesh

edge. We denote this edge GNN asGedge. The edge GNN takes as input the graphhP; EC i ,

propagates information along the graph edges in a latent vector space, and �nally decodes

the latent vectors into a binary prediction for each edgee 2 E C (predicting whether the

edge is also a mesh edge). For the edge GNN, we use the network architecture in previous

work (Sanchez-Gonzalez et al., 2020) (referred to as GNS). See Appendix A.1 for the

detailed architecture. The edge GNN is trained in simulation, where we obtain labels for

the mesh edges based on the ground-truth mesh of the simulated cloth. After training, it

can then be deployed in the real world to infer the mesh edges from the point cloud. We

defer the description of how we obtain the ground-truth mesh labels in Sec. 3.3.5.

3.3.3 Modeling Visible Connectivity Dynamics with a GNN

In order to predict the e�ect of a robot's action on the cloth, we must model the cloth

dynamics. While there exists various physics simulators that support simulation of cloth

dynamics (Coumans and Bai, 2016{2019; Lin et al., 2020; Narain et al., 2012), applying

these simulators for a real cloth is still challenging due to two di�culties: �rst, only a

partial point cloud of a crumpled cloth is observed in the real world, usually with many

self-occlusions. Second, the estimated mesh edges from Sec. 3.3.2 may not all be accurate.

To handle these challenges, we learn a dynamics model based on the voxelized partial point

cloud and its inferred visible connectivity (Sec. 3.3.2). Formally, given the cloth graph

Gt = hV; Ei , a dynamics GNNGdyn predicts the particle accelerations in the next time

step, which can then be integrated to update the particle positions and velocities. Here,

V refers to the voxelized point cloud, andE refers to inferred visible connectivity that

includes both the predicted mesh edgesE M as well as the collision edges. Our dynamics

GNN Gdyn uses the similar GNS architecture as theGedge. It takes a cloth mesh as input



with state information on each node, propagates the information along the graph edges in

a latent vector space, and �nally decodes the latent vectors into the predicted acceleration

on each node. See Appendix A.1 for the detailed architecture of the GNN.

3.3.4 Planning with Pick-and-place Actions

We plan in a high-level, pick-and-place action space over the VCD model. For each action

a = f xpick ; xplaceg, the gripper grasps the cloth atxpick , moves toxplace, and then drops the

cloth. As the GNN dynamics model is only trained to predict the changes of the particle

states in small time intervals in order to accurately model the interactions among particles,

we decompose each high-level action into a sequence of low-level movements, where each

low-level movement is a small delta movement of the gripper and can be achieved in a short

time. Speci�cally, we generate a sequence of small delta movements �x1; :::; � xH from the

high-level action, wherexpick +
P H

i =1 � x i = xplace. Each delta movement � x i moves the

gripper a small distance along the pick-and-place direction and the motion can be predicted

by the dynamics GNN in a single step. When the gripper is grasping the cloth, we denote

the picked point asu. We assume that the picked point is rigidly attached to the gripper;

thus, when considering the e�ect of thet th low-level movement of the robot gripper, we

modify the graph by directly setting the picked pointu's position xu;t = xpick +
P t

i =1 � x i

and velocity _xu;t = � x i =� t; where � t is the time for one low-level movement step. The

dynamics GNN will then propagate the e�ect of the action along the graph when predicting

future states. For the initial steps where the historic velocities are not available, we pad

them with zeros for input to the dynamics GNN. If no point is picked, e.g., after the gripper

releases the picked point, then the dynamics model is rolled out without manually setting

any particle state.

Our goal is to smooth a piece of cloth from a crumpled con�guration. To compute

the reward r based on either the observed or the predicted point cloud, we treat each

point in the point cloud as a sphere with radiusR and compute the covered area of these

spheres when projected onto the ground plane. Due to computational limitations, we

greedily optimize this reward over the predicted states of the point cloud after a one-step

high-level pick-and-place action rather than optimizing over a sequence of pick-and-place

actions. Given the current voxelized point cloud of a crumpled clothP, we �rst estimate

the mesh edges using the edge predictorE M = Gedge(hP; EC i ). We keep the mesh edges



�xed throughout the rollout of a pick-and-place trajectory since the structure of the cloth is

�xed. In theory, it could be helpful to update the mesh edges based on the newly observed

point cloud at each low-level step, but this is challenging due to the heavy occlusion from

the robot's arm during the execution of a pick-and-place action. After the execution of

each pick-and-place action, new particles may be revealed and we update the mesh edges

when re-planning the next action. The pseudocode of the planning procedure can be found

in the appendix.

3.3.5 Training in Simulation

The simulator we use for training is Nvidia Flex, a particle-based simulator with position-

based dynamics (M•uller et al., 2007; Macklin et al., 2014), wrapped in SoftGym (Lin et al.,

2020). In Flex, a cloth is modeled as a grid of particles, with spring connections between

particles to model the bending and stretching constraints.

One challenge that we must address is that the points in the observed partial point cloud

do not directly correspond to the underlying grid of particles in the cloth simulator. This

presents a challenge for obtaining the ground-truth labels used for training the dynamics

GNN and the edge GNN, including the acceleration for each point in the observed point

cloud and the mesh edges among them. To address this issue, we perform bipartite graph

matching to match each point in the voxelized point cloud to a simulated particle by

minimizing the Euclidean distance between the matched pairs. Details about the matching

can be found in the appendix. After we get the mapping from the points to the simulator

particles, the ground-truth acceleration of each point is simply assigned to be the acceleration

of its mapped particle, which is used for training the dynamics GNN. For training the edge

GNN, a collision edge is assumed to be a mesh edge if the mapped simulation particles of

the edge's both end points are connected by a spring in the simulator.

3.3.6 Shape Speci�c Training

When a shape prior of the cloth is known, we further introduce two techniques to leverage

such information to improve the performance. The �rst is graph-based privileged imitation

learning, which transfers features from a teacher model trained on the full cloth to a student

model trained on the partial cloth observation, to better allow our model to reason about

occlusions. This idea is related to other recent work which trains a student with partial



observations to imitate a teacher with full-state information (Chen et al., 2020; Lee et al.,

2020a; Warrington et al., 2020). Speci�cally, we �rst train a privileged teacher dynamics

model with ground-truth information of the particle state of the full cloth, i.e., it takes as

input all particles (including the occluded particles). Next, we train the student model,

which takes a partial point cloud as input. The student is trained to imitate the features of

the corresponding nodes in the teacher (Lee et al., 2020a). Graph imitation o�ers direct

supervision on the intermediate features and enables the student model to implicitly reason

about the occluded part of the cloth, by imitating the features from the teacher which

has full state information. This approach is shape-speci�c, since the occluded parts of the

cloth can only be inferred if the cloth shape is known. The second shape-speci�c approach

that we introduce is adding an auxiliary task of reward prediction (Jaderberg et al., 2016),

where the reward is the covered area of the cloth after taking the current action. Details on

our shape speci�c training methods can be found in the appendix. Since both methods

are shape-speci�c, we only use them when we train and test on the same (or similar) cloth

shape; on the other hand, we remove them when we want to train on one shape (e.g. square

cloth) and test on a very di�erent shape (e.g. T-shirt).

3.4 Experiments

3.4.1 Experimental Setup

Simulation Setup As mentioned, we use the Nvidia Flex simulator wrapped in Soft-

Gym (Lin et al., 2020) for training. The robot gripper is modeled as a spherical picker that

can move freely in 3D space and can be activated so the nearest particle will be attached

to it. For training, we generate random pick-and-place trajectories on a square cloth. The

side length of the cloth varies from 25 to 28 cm. For evaluation, we consider three di�erent

shapes: 1) the same type of square cloth as used in training; 2) Rectangular cloth, with its

length and width sampled from [19; 21]� [31; 34] cm. 3) Two layered T-shirt (the square

cloth used for training was single-layered). For each shape, the experiment was run 40

times, each time with a di�erent initial con�guration of the fabric. We report the 25%, 50%

and 75% (Q25; Q50; Q75) percentiles of the performance. For all our quantitative results,

numbers after� denotes max(jQ50 � Q25j; jQ75; � Q50j).

Our goal for cloth smoothing is to maximize the covered area of the cloth in the



top-down view. We report two performance metrics: Normalized improvement (NI) and

normalized coverage (NC). NI computes the increased covered area normalized by the

maximum possible improvementNI = s� s0
smax � s0

, wheres0; s; smax are the initial, achieved,

and maximum possible covered area of the cloth. Similarly,NC = s
smax

computes the

achieved covered area normalized by the maximum possible covered area. We report NI in

this section and NC in the appendix.

We evaluates two variants of our method: Visible Connectivity Dynamics (VCD) and

VCD with shape-speci�c training. We compare with previous state-of-the art methods

for cloth smoothing: VisuoSpatial Foresight (VSF) (Hoque et al., 2020), which learns a

visual dynamics model using RGBD data; Contrastive forward model (CFM) (Yan et al.,

2020), which learns a latent dynamics model via contrastive learning; Maximal Value under

Placing (MVP) (Wu et al., 2020), which uses model-free reinforcement learning with a

specially designed action space. More implementation details can be found in the appendix.

Real World Setup We use our dynamics model trained in simulation to smooth cloth

in the real world with a Franka Emika Panda robot arm and a standard panda gripper. We

obtain RGBD images from a side view Azure Kinect camera. We use color thresholding for

segmenting the cloth and obtain the cloth point cloud. We evaluate on three pieces of cloth:

Two square towels made of cotton and silk respectively, and one t-shirt made of cotton.

We use our dynamics model trained in simulation without any �ne-tuning. More details

are in the appendix.

3.4.2 Simulation Results

For each method, we report the NI after di�erent numbers of pick-and-place actions. A

smoothing trajectory ends early when NI> 0.95. We note that the edge GNN can achieve a

high prediction accuracy of 0:91 on the validation dataset. See appendix for visualizations

of the edge GNN prediction.

We �rst test all methods on the same type of square cloth used in training. The

results are shown in Figure 3.3 (left). Under any given number of pick-and-place actions,

VCD greatly outperforms all of the baselines. The shape-speci�c training approaches

described in Section 3.3.6 further improves the performance. To test the generalization of

these methods to novel cloth shapes that are not seen during training, we further evaluate

on a rectangular cloth and a t-shirt. For this experiment we only compare VCD to VSF,



Figure 3.3: Normalized improvement on square cloth (left), rectangular cloth (middle), and
t-shirt (right) for varying number of pick-and-place actions. The height of the bars show
the median while the error bars show the 25 and 75 percentile. For detailed numbers, see
the appendix.

since VSF achieves the best performance on the square cloth among all the baselines. The

results are summarized in Figure 3.3 (middle and right). VCD shows a larger improvement

over VSF on the rectangular cloth. T-shirt is more di�erent from the training square cloth

and VSF completely fails, while VCD still shows good generalization. The shape speci�c

training still leads to marginal improvement and better stability on rectangular since it

has a similar shape to the square cloth. However, as the t-shirt has very di�erent shape

compared to the square cloth, VCD-shape-speci�c cannot generalize to it.

Since VCD learns a particle-based dynamics model, it incorporates the inductive bias of

the cloth structure, which leads to better performance and stronger generalization across

cloth shapes, compared to RGB based method like VSF. Please see the appendix for

examples of some planned pick-and-place action sequences of our method on all cloth shapes

as well as visualizations of the predictions of our model.

Material

# of pick-and-place
actions 5 10 20 Best

Cotton Square Cloth 0:342 � 0:265 0:725 � 0:445 0:941 � 0:360 0:941 � 0:153
Silk Square Cloth 0:456 � 0:197 0:643 � 0:391 0:952 � 0:229 0:952 � 0:095

Cotton T-Shirt 0:265 � 0:119 0:356 � 0:096 0:502 � 0:135 0:619 � 0:155

Table 3.1: Normalized improvement of VCD in the real world.



Figure 3.4: Smoothing cloths of di�erent colors, materials and shapes with our method on a
Franka robot: square cotton (top), square silk (middle), cotton t-shirt (bottom). Each row
shows one trajectory. Frame 0 shows the initial con�guration of the cloth, and each frame
after shows the observation after some number of pick-and-place actions, with the number
labeled on the frame. The green arrow shows the 2D projection of the pick-and-place action
executed.

3.4.3 Real-world Results

We also evaluate our method for smoothing in the real world. We only evaluate VCD

(i.e., without shape speci�c training) since it works well on all cloth shapes in simulation.

Unfortunately, we were not able to evaluate the baselines in the real world due to the

di�culties of transferring their RGB-based policies from simulation. All of the baselines

use RGB data as direct input to the dynamics model or the learned policy, making them

sensitive to the camera view and visual features. In contrast, our method uses a point cloud

as input, which makes it robust to the camera position as well as variation in visual features

such as the cloth color or patterns. The point cloud representation allows our method to

easily transfer to the real world.

We evaluate 12 trajectories for each cloth. The quantitative results are in Table 3.1

and a visualization of smoothing sequences is shown in Figure 3.4. Despite the drastic

di�erences of the cotton and silk cloths in visual appearances, shapes, as well as the di�erent

dynamics, our model is able to smooth the cotton and silk cloths and generalize well to

t-shirt. We also report the performance if our method is able to terminate optimally in

hindsight and choose the frame with the highest performance in each trajectory; the result

is shown in the last column of Table 3.1. Videos of complete trajectories and the model

predicted rollouts can be found on our project website.



3.4.4 Ablation Studies

Table 3.2: Normalized improvement of all ablations in simulation after 10 pick-and-place
actions.

Algorithm Normalized Improvement
VCD (Our method) 0:770 � 0:206

Replace GNN with Flex 0:371 � 0:144
Use only collision edges 0:605 � 0:183

Use only mesh edges 0:405 � 0:252
Remove edge GNN at test time 0:189 � 0:102

We perform the following ablations to study the contribution of each component of

our method. The �rst ablation replaces the learned GNN dynamics model with the Flex

simulator to test whether a learned dynamics model performs better for our task than the

physical simulator. In more detail, after we use the edge GNN to infer the mesh edges on

the point cloud, we create a cloth using Flex where a particle is created at each location of

the voxelized points and a spring connection is added for each inferred mesh edge. The

results is shown in Table 3.2, row 2. We see that using the Flex simulator instead of the

dynamics GNN produces signi�cantly worse performance. The main reason is that the cloth

created from the partial point cloud with the inferred mesh edges deviates from the common

cloth mesh structure used in Flex; thus, using the Flex simulator under this condition does

not create realistic dynamics. On the other hand, the dynamics GNN is trained directly on

the partial point cloud; therefore it can learn to compensate for the partial observability

when predicting the cloth dynamics. This ablation validates the importance of using a

dynamics GNN to learn the dynamics of the partially observable point cloud.

The next set of ablations aims to test whether using an edge GNN to infer the mesh

edges as described in Section 3.3.1 is necessary for learning a good dynamics model. First,

we train a dynamics GNN without using the edge GNN, where the edges are constructed

solely based on distance by Eqn.(3.1). Since this ablation does not use an edge GNN, it

cannot have two di�erent edge types (collision vs mesh edges). Thus at test time, all edges

can either be kept �xed throughout the trajectory (similar to the mesh edges in our model),

or dynamically reconstructed using Eqn.(3.1) at each time step (similar to the collision

edges in our model). The results of these two ablations are shown in Table 3.2, rows 3 and

4. As can be seen, the performance is worse without the edge GNN.

Additionally, we perform another ablation where we train with both collision and mesh



edges, but at test time, we do not use an edge GNN to infer the edge type; instead we

consider the edges that satisfy the criteria of Eqn.(3.1) in the �rst time step as the mesh

edges. The result of this ablation is shown in Table 3.2, row 5. The performance is again

much worse. All these ablations validate the importance of using an edge GNN to infer the

mesh edges.

3.5 Conclusion

In this section, we propose the visible connectivity dynamics (VCD) model, that infers

a visibility connectivity graph from the partial point cloud and learns a particle-based

dynamics model over the graph for planning to perform cloth smoothing. VCD has the

advantage of posing strong inductive bias that �ts the underlying cloth physics, being

invariant to visual features, and being interpretable. We show that VCD greatly outperforms

previous state-of-the-art methods for cloth smoothing, and achieves zero-shot sim-to-real

transfer on a Franka arm for smoothing various types of cloth.

Our work demonstrates the importance of the choice of state representation for e�cient

and generalizable manipulation, as well as the bene�ts of a graph-based representation.

While there may not be a universal representation suitable for all objects, we believe that

a graph representation can be an important alternative to raw images or latent vectors,

especially for deformable objects such as cloth. In the future, we hope VCD can also be

applied to di�erent types of object manipulation tasks, such as manipulation of cables,

bags, and food.

Additionally, while VCD only models the points on the visible surface of the graph, in a

follow-up work Huang et al. (2022), we show that it can be further improved by training an

additional module to estimate the full mesh of a cloth from crumpled con�guration.





Chapter 4

Planning with Temporal Abstraction

for Dough Manipulation

4.1 Introduction

Robot manipulation of deformable objects is a fundamental research problem in the �eld

of robotics and AI and has many real-world applications such as laundry making (Maitin-

Shepard et al., 2010), cooking (Bollini et al., 2013), and caregiving (Park et al., 2020). The

recent development of di�erentiable physics simulators for deformable objects has shown

promising results for solving soft-body control problems (Hu et al., 2019b; Heiden et al.,

2021; Huang et al., 2021). These di�erentiable simulators have facilitated gradient-based

trajectory optimizers to �nd a motion trajectory with much fewer samples, compared with

black box optimizers such as CEM or reinforcement learning algorithms (Huang et al., 2021;

Heiden et al., 2021; Geilinger et al., 2020).

However, the usage of these simulators is often limited in two ways. First, most

di�erentiable physics simulators are only applied to solve short-horizon, single-skill tasks,

such as cutting (Heiden et al., 2021), ball throwing (Geilinger et al., 2020), or locomotion (Hu

et al., 2019b). This is partly because the gradient only provides local information, and thus,

gradient-based optimizers often get stuck in local optima, preventing them from solving

long horizon tasks. For example, consider a two-stage task of �rst gathering scattered

dough on a table and then put it on the cutting board using a spatula (Figure 4.1). If
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Figure 4.1: Humans use various tools to manipulate deformable objects much more e�ectively
than state-of-the-art robotic systems. This work aims to narrow the gap and develop a
method named Di�Skill that learns to use tools like a rolling pin, spatula, knife, etc., to
accomplish complicated dough manipulation tasks. Our method learns skill abstraction
using a di�erentiable physics simulator, composes the skills for long-horizon manipulation of
the dough, and evalulated in three challenging sequential deformable object manipulations
tasks: LiftSpread, GatherTransport, and CutRearrange.

the objective function is to minimize the distance between all the dough and the cutting

board, a gradient-based trajectory optimizer would directly use the spatula to put a small

amount of dough on the cutting board without ever using the gathering operation. Second,

the agent needs to know the full simulation state and relevant physical parameters in

order to perform gradient-based trajectory optimization, which is a great limiting factor

for real-world generalization, as reliable full state estimation of deformable objects from

sensory data like RGB-D images can often be challenging and sometimes impossible due to

ambiguities caused by self-occlusions.

Planning over the temporal abstraction of skills is a powerful approach to tackle the �rst

issue of solving long horizon tasks. However, �nding a suitable set of skills is challenging.

For example, while standard skills such as grasping an object or moving the robot arm from

one pose to another may be manually speci�ed (Toussaint et al., 2018), more complex skills

such as cutting or gathering can be di�cult to de�ne manually. Therefore, it is desirable to

learn these skills automatically.

In this chapter, we aim to solve a novel set of sequential dough manipulation tasks that

involve operating various tools and multiple stages of actions (Figure 4.1), including lifting



and spreading, gathering and transporting, cutting and rearranging the dough. To extend

the use of di�erentiable physics models to these long-horizon tasks and enable the agent to

directly consume visual observations, we propose Di�Skill: a novel framework where the

agent learns skill abstraction using the di�erentiable physics model and composes them

to accomplish complicated manipulation tasks. Our method consists of three components,

(1) a trajectory optimizer that acts as an expert that applies gradient-based optimization

on the di�erentiable simulator to obtain demonstration trajectories, (2) a neural skill

abstractor that is instantiated as a goal-conditioned policy, taking visual observations

as input and imitating the demonstration trajectories, and (3) a planner that learns to

assemble the abstracted skills to solve the long horizon task. Experiments show that our

method, operating on the high-dimensional RGB-D images, can successfully accomplish a

set of the dough manipulation tasks, which greatly outperforms the model-free RL baselines

and the standalone gradient-based trajectory optimizer.

4.2 Related Work

Motion Planning with Di�erentiable Physics. Di�erentiable physics models provide

the gradients of the future states with respect to the initial state and the input actions.

Compared with black-box dynamics models, planning with di�erentiable physics models

can often make more accurate updates on the action sequences and deliver better sample

e�ciency (Huang et al., 2021). Over the past few years, researchers have built di�erentiable

physics models from �rst principles rooted in our understanding of physics for various

physical systems, ranging from multi-body systems (Degrave et al., 2019; Tedrake and

the Drake Development Team, 2019; de Avila Belbute-Peres et al., 2018; Geilinger et al.,

2020), articulated bodies (Werling et al., 2021; Qiao et al., 2021), cloth (Qiao et al., 2020;

Liang et al., 2019), 
uid (Schenck and Fox, 2018), plasticine (Huang et al., 2021), to soft

robots (Hu et al., 2019b;a; Du et al., 2021). They have shown impressive performance

in using the gradient to solve inverse problems like parameter identi�cation and control

synthesis. A complement thread of methods tried to relax the assumption that we have to

know the full state and the physics equations; instead, they employ deep neural networks

to learn the dynamics models directly from observation data and use the gradients from

the learned models to aid motion planning or policy learning (Battaglia et al., 2016; Chang

et al., 2016; Mrowca et al., 2018; Ummenhofer et al., 2019; Sanchez-Gonzalez et al., 2020;



Pfa� et al., 2021; Sanchez-Gonzalez et al., 2018; Li et al., 2019b;a). Our method di�ers from

prior works in that we use the di�erentiable physics model for skill abstract and compose

the learned skills for long-horizon manipulation of deformable objects.

Deformable Object Manipulation. Deformable objects have more degrees of freedom

and are typically more challenging to manipulate than rigid objects. Extensive work has been

done in this area, focusing on di�erent types of deformable objects, including plasticine (Li

et al., 2019a; Huang et al., 2021), 
uid (Li et al., 2022), cloth (Maitin-Shepard et al.,

2010; Lin et al., 2021; Weng et al., 2021; Ha and Song, 2021; Wu et al., 2020; Yan et al.,

2020; Ganapathi et al., 2020), rope (Nair et al., 2017; Sundaresan et al., 2020), and object

piles (Suh and Tedrake, 2020). People have also come up with standard benchmarks to

establish a fairer comparison between various algorithms (Lin et al., 2020). Our method aims

to manipulate dough using tools similar to how humans would do in a kitchen environment

(Figure 5.1). There are also a series of works on tool-using for object manipulation (Toussaint

et al., 2018; Qin et al., 2020; Fang et al., 2020a; Xie et al., 2019), but most of them focus

on rigid objects, whereas we take a step further and tackle deformable objects.

Solving Long Horizon Tasks. Our work aims to solve long-horizon manipulation

tasks; thus, it is also closely related to task and motion planning (TAMP) that contains

elements of discrete task planning and continuous motion planning. Typical solutions to

TAMP involve formulating the problem as mixed-integer programming (MIP) over state or

belief space and solving the program using branch-and-bound techniques (Gravot et al.,

2005; Kaelbling and Lozano-P�erez, 2010; 2013; Srivastava et al., 2014; Toussaint, 2015;

Toussaint et al., 2018; Driess et al., 2020; Garrett et al., 2020b). Please refer to Garrett

et al. (2021) for a detailed and comprehensive survey of the related works. Di�ers from prior

works, our method directly operates on the pixel space and generates motion trajectories

and skill abstractions by applying gradient-based trajectory optimization techniques using

the di�erentiable physics model. The abstracted skills are then composed sequentially to

accomplish long-horizon manipulation tasks according to a higher-level task planner.

On the other hand, hierarchical reinforcement learning provides a general framework

for learning both the low-level policy and a high-level controller at the same time through

exploration (Dietterich, 2000; Bacon et al., 2017; Levy et al., 2017), where the two-level

controllers make decisions at a di�erent temporal scale. However, learning the temporal

structure proves di�cult, especially from high-dimension visual observation. Compared

to hierarchical RL, our method takes advantage of the skills learned with di�erentiable



physics and greatly reduces the di�culty of learning a high-level controller or planner.

4.3 Method

Our goal is to learn a policy to perform sequential deformable object manipulation using tools

from sensory observations. We assume that we are learning these skills in a di�erentiable

physics simulator. Since it is not feasible to directly use a standalone di�erentiable physics

solver to �nd an optimal solution for long-horizontal tasks, we propose to �rst learn to

abstract primitive skills from this di�erentiable physics simulator; we then plan on top of

these skills to solve long-horizon tasks. An overview of our framework is shown in Figure 4.2.

4.3.1 Problem formulation

We consider a Markov Decision Process (MDP) de�ned by a set of statess 2 S, actions

a 2 A and a deterministic, di�erentiable transition dynamicsst+1 = p(st ; at ); with t indexing

the discrete time. At each timestep, the agent only has access to an observationo 2 O

(such as an image) instead of directly observing the state. For any goal statesg 2 G, a

distance function from the states is given asD(s; sg). The objective is to �nd a policy

at = � (o; og) that minimizes the �nal distance to the goal D(sT ; sg); whereT is the length

of an episode.

4.3.2 Demonstration Trajectories from Di�erentiable Physics

Previous work has shown that di�erentiable physics solvers can acquire short-horizon skills

for deformable object manipulation in tens of iterations (Huang et al., 2021). Inspired

by this work, we �rst collect demonstration trajectories of using each tool to achieve a

short-term goal. Concretely, given an initial states0, a goal statesg and the transition

dynamicsp of a di�erentiable simulator, we use gradient-based trajectory optimization to

solve for an open-loop action sequence (Kelley, 1960). Speci�cally, we solve

arg min
a0 ;:::aT � 1

L(a0; : : : aT � 1) = arg min
a0 ;:::aT � 1

TX

t=1

D(st ; sg) + �
TX

t=1

E(m(st ); d(st )) ; (4.1)



Figure 4.2: (a) Collecting demonstration trajectories by running a gradient-based trajectory
optimizer in a di�erentiable simulator. (b) Neural abstraction by imitating the expert
demonstration, which consist of a goal-conditioned policy, a feasibility predictor and a
reward predictor. (c) Planning for both skill combination and the intermediate goals to
solve long-horizon tasks.



where st+1 = p(st ; at ). In the case of deformable object manipulation, we represent the

current and target shape of the deformable object as two sets of particles. We use the

Earth Mover Distance (EMD) between the two particle sets as the distance metricD(st ; sg),

which we approximate with the Sinkhorn Divergence (S�ejourn�e et al., 2019) . To encourage

the manipulator to approach the deformable object, we additionally add into the objective

the Euclidean distance between the manipulator and the deformable objectE(m(st ); d(st )),

with a weight � , where m(st ) and d(st ) are the positions of the center of mass of the

manipulator and deformable object at timet, respectively. We solve Equation 4.1 by

updating the action sequence usingr at L; t = 0 : : : T; with an Adam optimizer (Kingma

and Ba, 2014), initialized using an action sequence of all zeros.

In this paper, we de�ne a \skill" as using a single tool to achieve a short-horizon goal

sg, starting from an initial state s0. Assuming that we haveK tools, the action space

over all tools can be written as [A (1) ; : : : A (K ) ], whereA (k) is the action space of thekth

tool. During demonstration collection, for each short-horizon goalsg, we run the trajectory

optimizer for each tool separately, by masking the actions for other tools to be zero at each

timestep.

4.3.3 Neural Skill Abstraction

Although the trajectory optimizer is able to provide solutions for short-horizon tasks, it is

unable to solve long-horizon tasks due to local optima. Furthermore, running the trajectory

optimizer requires knowing the full state of the environment, including particle positions and

mass distributions of the deformable objects and the physical parameters of these objects.

This information is di�cult to obtain during real-world deployment, where the observations

available to a robot are from sensory information such as RGB-D images. Additionally, the

trajectory optimizer takes minutes to run, which is too slow during evaluation for real-time

applications.

As such, we propose to learn a neural skill abstractor that learns skills from the

demonstration videos of a trajectory optimizer; we will then leverage these skills for solving

long horizon tasks. Our neural skill abstraction consists of a goal-conditioned policy that

takes a sensory observation (RGB-D images in our case) as input, a feasibility and reward

predictor, as well as a variational auto-encoder (VAE).

Goal conditioned policy: For each tool, we learn a goal-conditioned neural policy



at = � k(ot ; og) 2 A (k) , using behavior cloning from the corresponding demonstration

trajectories collected for thekth tool. Given the demonstration trajectory (s0; a0; : : : ; sT )

and the corresponding RGB-D sensory observations (o0; : : : oT ), as well as an observation of

the goal og, we train a policy using the MSE lossLpolicy = jj � (ot ; og) � at jj 2
2. Furthermore,

to make the policy more robust to goal observations outside of the training goal images,

we adopt hindsight relabeling (Andrychowicz et al., 2017). When sampling from the

demonstration bu�er, with a probability phind , we will relabel the original goalog with a

hindsight goal �oi ; where �oi � Uniformf ot+1 ; : : : oT g. The intuition is that, for any goal that

will be achieved by the current action sequence, the policy should imitate the action at the

current step.

Feasibility Predictor: For each skill, we also learn a feasibility predictorf k(ot ; og) 2 R

to determine the feasibility of reaching fromot to og using the trajectory optimizer. For

training the feasibility predictor, we obtain positive pairs by sampling (ot1 ; ot2 ) from the

same demonstration trajectory and negative pairs by sampling pairs of observations from

di�erent trajectories. We assign a label of 1 for positive pairs and a label of 0 for negative

pairs. We use an MSE lossL fea for model training, which was shown empirically to work

slightly better than a cross-entropy loss. While there may be false negative pairs, we �nd the

feasibility predictor to perform reasonably well, as di�erent trajectories have di�erent initial

and goal con�gurations and it is less likely that the state of a di�erent con�guration (e.g.

mass of the dough) can be achieved from the current state within one skill. This intuition

was similarly used for goal relabeling in previous work by Lin et al. (2019b).

Reward Predictor: We further train a reward predictor r (ot ; og) 2 R that predicts

the negative of the Sinkhorn divergence between the corresponding states� D(st ; sg) using

an MSE lossL r . The reward predictor does not depend on any speci�c skill or tool.

Variational Auto-Encoder: As explained in Section 4.3.4, we will plan to compose

skills in a latent space instead of optimizing directly in the image space. To learn the latent

space, we train a generative model of the observation space, speci�cally a VAE. The VAE

includes an encoderz = Q(o) that encodes an observation into a �xed length latent vector,

and a decodero = G(z) that decodes back into the observation space. The VAE is trained

such that G(z); z � N (0; I ) reproduces the observation distribution. The feasibility and

reward predictor shares the encoder with the VAE. Thus, we can also write the feasibility



and reward predictor as

f k(ot ; og) = �f k(Q(ot ); Q(og)) = �f k(zt ; zg); r (ot ; og) = �r (Q(ot ); Q(og)) = �r (zt ; zg):

As such, the feasibility and reward predictor can be used with only latent vectors from the

VAE encoder as input.

Training We jointly optimize the loss function L skill = Lpolicy + � fea L fea + � r L r

+ � vaeL vae, where L vae is the standard ELBO objective for VAE and � fea ; � r ; � vae are

hyperparameters.

4.3.4 Long-horizon Planning with Skill Abstraction

To apply the skill abstraction learned above sequentially, we need to determine 1) which

skill to use at each stage; 2) what intermediate goal to specify for each skill. Giveno0; og

the initial and goal observations, we plan overH steps. By using the feasibility and score

predictor, we formulate our problem as a hybrid discrete and continuous optimization

problem:

arg min
k1 ;z1 ;:::;k H ;zH

C(k; z) =
H � 1Y

i =0

�f k i (zi ; zi +1 )�r (zH ; zg); s.t. jj zi jj 2
2 � M; 8i: (4.2)

Here, ki is the index of the tool used at stepi , �f ; �r are the feasibility and reward predictors

that take latent vectors as input, andz0; zg are the VAE encoded latent vectors of the

initial and goal observations (RGB-D image)o0; og. Here, the optimization variables include

the discrete variablesk = k1; : : : ; kH , representing the index of the skills to use at each

step and the continuous variablesz = z1; : : : ; zH that are latent vectors that represent the

intermediate goals. The termjjzi jj 2
2 in the constraint is proportional to the log likelihood of

the latent vectors under a unit normal distribution andM is a threshold to ensure that the

latent vectors correspond to actual intermediate goals in the observation space.

To optimize for both the discrete and continuous variables in Eqn. 4.2, we use exhaustive

search over all possible combinations of the discrete variables. For the continuous variables,

we start with N initial solutions f z1; : : : zH gj ; j = 1; : : : ; N and use Adam with projected

gradient on the loss for all the initial solutions in parallel, since the constraint is convex.

Speci�cally, after each gradient update step of Adam, we project the currentzi to the



Algorithm 1 Solve long-horizon planning with Di�Skill

Input: Trajectory optimizer, skill horizon T, planning horizonH
Initialize modules for neural skill abstraction� k ; f k ; r; G; Q
GenerateN demonstration trajectories in di�erentiable physics� = f (oi ; ai ; r i ; og)g
Train neural skill abstraction � k ; f k ; r; G; Q using lossL skill until convergence
for k = 0 to K H do

Initialize z = [ z1; : : : zH ] � N (0; I )
Optimize z1; : : : zH according to Eqn. 4.2 to obtain costC(k; z)

Choosek; z that minimizes C(k; z)
for i = 0 to H do

Reset tools to initial poses
Decode intermediate goal images:og;i  G(zi )
Execute policy� k i (�, og;i ) in the environment for T steps

constraint set by settingzi = zi

max( jj zi jj 2=
p

M );1)
. Once we have solved fork1; z1; : : : ; kH ; zH ,

we can decode the latent vectors back to imageso1; : : : ; oH = G(z1); : : : ; G(zH ), and call the

corresponding goal-conditioned policies sequentially:� k1 (o0; o1); : : : ; � kH (�; oH ): To simplify

the execution, we move each tool to its initial pose at the beginning of executing each skill.

We also present the psedocode of our method in Algorithm 1.

4.4 Experiments

In this section, we will discuss our experimental setup, implementation details, baselines,

and comparison results.

4.4.1 Experimental setup

Tasks and environments We experiment with a set of sequential deformable object

manipulation tasks with dough. We build our simulation environments on top of Plas-

ticineLab (Huang et al., 2021), a di�erentiable physics benchmark using the Di�Taichi

system (Hu et al., 2019a) that could simulate plasticine-like objects based on the MLS-MPM

algorithm (Hu et al., 2018). Inspired by the dumpling making process, we design three

novel tasks that require long-horizon planning and usage of multiple tools:
ˆ LiftSpread : The agent needs to �rst use a spatula (modeled as a thin surface) to lift

a dough onto the cutting board and then adopt a rolling pin to roll over the dough to




atten it. The rolling pin is simulated as a 3-Dof capsule that can rotate along the long

axis and the vertical axis and translate along the vertical axis to press the dough.
ˆ GatherTransport : Initially, residual of dough is scattered over the table. First, the

agent needs to gather the dough with an extended parallel gripper and place it on top

of a spatula. Then the agent needs to use the spatula to transport the dough onto the

cutting board. The spatula can translate and rotate along the vertical plane. The gripper

can translate along the horizontal plane, rotate around its center and open or close the

gripper.
ˆ CutRearrange : This is a three-step task. Given an initial pile of dough, the agent

needs to �rst cut the dough in half using a knife. Inspired by the recent cutting

simulation (Heiden et al., 2021), we model the knife using a thin surface as the body and

a prism as the blade. Next, the agent needs to use the gripper to transport each piece of

the cut dough to target locations. The knife can translate in 3D.

A visualization of these tasks can be found in Figure 5.1. For all the taks, the agent

receives RGBD image resized to 64x64 from a camera and return velocity control commands

directly on the tools.

Evaluation metric We report the normalize decrease in Sinkhorn diverge computed

as s(t) = s0 � st
s0

; wheres0; st are the initial and current Sinkhorn divergence. In this way,

a normalized performance of 0 representing a policy that does nothing and a normalized

performance of 1 representing an upper bound of a policy that perfectly match the two

distributions. Note that the normalized performance can be negative if the policy makes

the Sinkhorn divergence larger compared to the initial state. The maximum normalized

performance of 1 may not always be possible. For example, due to the incompressibility

of the dough, certain target shape may be too small for a large dough to �t into. As

such, we additionally set a threshold on the Sinkhorn divergence for each task such that

the task is assume to be completed successfully when EMD is below the threshold. This

threshold is manually picked by observing the performance gap between successful and

failed trajectories. For each task, 5 initial and target con�gurations are given for evaluation,

which all require multi-stage manipulation of the dough. We report both the normalized

performance metric and the success rate for comparisons.



4.4.2 Implementation Details

For each task, we �rst generate 1000 di�erent initial and goal con�gurations, varying

the initial and target shape of the dough as well as poses of the manipulators. For each

con�guration, we run the optimizer for each tool separately to generate trajectories of

length 50. The Adam optimizer starts with a initial action sequence of all zero and is then

run for 200 iterations to optimize each trajectory.

We then jointly train our VAE, policy, feasibility and score predictors over this demon-

stration video dataset. These modules share the same encoder architecture: 4 convolutional

layers with a kernel size of 4 and a stride of 2 and a channel size of (32; 64; 128; 256), followed

by an MLP that maps the feature into a �xed 16 dimension vector. The VAE, feasibility

and the score predictor also share the same weights for the encoder.

After training, we �nd the feasibility and score predictor to perform well over the held

out trajectories, achieving a L2 error of less than 0.05 for the score predictor and an accuracy

of over 0.95 for the feasibility trajectory, across di�erent environments. We found behavior

cloning to be su�cient for learning short-horizon skills from the demonstration dataset. In

Table 4.3, we can see that the learned skills (labeled as Behavior Cloning) approach the

normalized performance of the trajectory optimization (Trajectory Opt) on single-tool use,

even though they are unable to solve the long-horizon tasks.

Given the skill abstraction, Di�Skill iterates through all skill combination. For each

skill combination, we randomly sample 400 initial solutions for the latent vectorsz1; : : : ; zH ,

and then perform 1500 iterations of Adam optimization for each of them. Since we are

optimizing in the latent space, and with the help of parallel computation of GPU, this

optimization can be done e�ciently in around 10 seconds for each skill combination on a

single NVIDIA 2080Ti GPU.

4.4.3 Baselines

We compare with there strong baselines:

Model-free Reinforcement Learning (RL) We compare with TD3 (Fujimoto et al.,

2018), a state-of-the-art actor-critic RL method with a deterministic policy. The RL method

uses the same encoder architecture as Di�Skill. The RL agent receives the negative of

the cost function used for the trajectory optimizer as the reward function. We train the

RL agent with either a single tool, or with both tools where the agent controls them



simultaneously.

Behavior Cloning We compare with another baseline that directly trains a goal-

conditioned policy with Behavior Cloning (BC) using all tools. The agent is trained with

the same dataset and jointly controls all tools.

Trajectory Opt (Oracle) We compare with the trajectory optimizer used to generate

the demonstration, with the same parameters. Note that this method requires full state of

the simulation and multiple forward and backward passes through the simulator during

evaluation time.

For all baselines that sequentially apply multiple skills (BC, Di�Skill), we move any

used tools to its initial pose after executing each skill with a manual policy.

4.4.4 Results

We show that Di�Skill is able to solve the challenging long-horizon, tool-use tasks from

the sensory observation (RGBD) while the baselines cannot. The quantitative results can

be found in Table 4.3. Tool A refers to the spatula for LiftSpread, the parallel gripper for

GatherTransport and Knife for the CutRearrange environment, while tool B refers to the

rolling pin, the spatula and the gripper for each task respectively.

First, we can compare the rows for single-tool use. Trajectory Opt is able to solve

one-stage of the task, achieving a reasonable performance, if the correct tool is used (e.g.

tool A for LiftSpread and GatherTransport), although for cutting, the performance is still

close to zero with cutting only, since cutting itself does not reduce the distance between

the current dough and the desired dough locations. BC can well approach the performance

of the corresponding trajectory optimizer despite being a policy that only receives RGBD

input. On the other hand, RL performs poorly on tasks, showing that it is di�cult to learn

A good policy directly from visual input.

Second, with multiple tools, we can see that Di�Skill signi�cantly outperforms the

single-skill policy. Remarkably, Di�Skill even outperforms the trajectory optimizer that

controls both tools at the same time, which uses the full simulation state during evaluation

time. This indicates that high-level planning over skills is necessary for achieving these

sequential manipulation tasks. Furthermore, we show visualization of the found solutions of

Di�Skill in Figure 4.3. We can see that Di�Skill is able to �nd reasonable intermediate goal

state such as �rst putting the dough on the cutting board, or gather dough onto the spatula.



CutRearrange is shown to be a harder task, with all method performing poorly. This is

because it requires three stages of manipulation and both the cutting and transporting

dough without deforming the dough too much are non-trivial skills. Still, Di�Skill is able

to achieve higher normalized improvement.

Method
Task (H)

LiftSpread (2) GatherTransport (2) CutRearrange (3)

Tool A only
Trajectory Opt 0.307 / 0% 0.544 / 0% 0.030 / 0%

Behavior Cloning 0.291 / 0% 0.540 / 0% 0.018 / 0%
Model-free RL -0.423 / 0% -0.081 / 0% -0.010 / 0%

Tool B only
Trajectory Opt 0.029 / 0% 0.495 / 20% 0.264 / 20%

Behavior Cloning 0.038 / 0% 0.438 / 0 % 0.203 / 20%
Model-free RL -0.423 / 0% -0.008 / 0% -0.471 / 0%

Multi-tool
Trajectory Opt 0.343 / 0% 0.385/ 20% 0.312 / 20%
Model-free RL -1.769/ 0% 0.231 / 0% -2.434 / 0%
Di�Skill (Ours) 0.45 / 100% 0.663 / 60% 0.367 / 20%

Table 4.1: Normalized improvement of all methods and the success rate on di�erent tasks.
Each entry shows the normalized improvement / success rate. The top bar showsH , the
planning horizon for each environment. Note that the normalized improvemnet metric can
be negative if the method makes the Sinkhorn divergence larger compared to the initial
state.

4.4.5 Ablation Analysis

We perform two ablations on Di�Skill. First, we try removing the planning over the discrete

variables that decides which tool to use at each step. Instead, we train a tool-independent

policy as well as the feasibility and score predictor, where the action space is the joint-tool

action space. Then during planning, we only need to optimize for the intermediate goals.

This ablation is labeled asNo Discrete Planning.

Second, we try to remove the planning over the continuous variables, i.e. the intermediate

goals. Without the intermediate goals, we directly use the �nal target image as the goal for

sequentially executing each skill. This ablation is labeled as Direct Execution. Since we do

not have the intermediate goals anymore, we try two di�erent ways of choosing the skills to

execute at each stage: Randomly pick one skill and an oracle that execute each combination

of skills in the simulator and choose the best one in hindsight. The results are shown

in Figure 4.2. Without discrete planning, the policy performs poorly. This is probably



Figure 4.3: Visualization of the plan and the execution. The top plan generated by
Di�Skill is shown in the left, where the �rst and the last image are the given initial and
goal observation and in between are the decoded intermediate goals from the solution with
the smallest loss during planning. The right shows sampled frames during the execution of
the generated plan using the corresponding goal conditioned policy. The numbers on the
bottom right shows the achieved normalized improvement metric at that time.

because during training, a single policy and feasibility predictor is used for learning two

modes of skills that are very di�erent and the policy is unable to di�erentiable for di�erent

modes or decide when to switch modes. On the other hand, if we do not optimize for the

intermediate goals, we also cannot determine which tools to use at evaluation time, since

both the feasibility predictor requires intermediate goals as input. In this case, we can see

that using random skills at each stage results in poor performance. Even if the oracle skill

order is used, there is still a drop in performance as the policy may not work well given

only a future goal instead of an immediate goal.

Table 4.2: Normalized improvement and success rate of ablation methods.

Method
Task

LiftSpread GatherTransport CutRearrange

No Discrete Planning 0.329 / 20% 0.421 / 0% 0.034 / 0%
Direct Execution (Random) 0.263 / 15% 0.419 / 20% 0.037 / 0%
Direct Execution (Oracle) 0.395 / 60% 0.633 / 60% 0.238 / 20%

Di�Skill (Ours) 0.45 / 100% 0.663 / 60% 0.367 / 20%



4.5 Conclusions

In this section, we propose Di�Skill, a novel framework for learning skill abstraction

from di�erentiable physics and compose them to solve long-horizontal deformable object

manipulations tasks from sensory observation. We evaluate our model on a series of

challenging tasks for sequential dough manipulation using di�erent tools and demonstrate

that it outperforms both reinforcement learning and standalone di�erentiable physics solver.

We hope our work will be a �rst step towards more common application of di�erentiable

simulators beyond solving short-horizon tasks. We are looking forward to combining the

learned skills to solve more complex tasks which requires further investigation on the

planning method.

In some cases, we can �nd simple methods to sidestep the local optima in a gradient-

based trajectory optimizer by designing a di�erentiable reset module that resets the tool to

a new pose (Qi et al., 2022). In this work, we further transfer a point cloud policy learned

in the same simulator to the real world.

In Chapter 5, you will see how we combine the Di�SKill framework with spatial

abstraction and use a 3D latent set representation to plan for more complex tasks and

transfer it to the real world.



Chapter 5

Planning with Spatial-Temporal

Abstraction for Dough Manipulation

Figure 5.1: Long-horizon dough manipulation with diverse tools. Our framework is
able to solve long-horizon, multi-tool, deformable object manipulation tasks that the agent
has not seen during training. The illustrated task here is to cut a piece of dough into two
with a cutter, transport the pieces to the spreading area on the left (with a high-friction
surface) using a pusher, and then 
atten both pieces with a roller.
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