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Abstract
Consider the simple acts of typing on a keyboard, hammering a nail, or using
chopsticks. Our hands combine strength, dexterity, and sensitivity, enabling
precise fingertip forces and more than 70 distinct grasping strategies. These
capabilities shape how we interact with the world and are deeply tied to the
human brain. In fact, some of the development of human intelligence has often
been linked to the demands of manipulating the physical world [157, 392].

In robotics, a long-standing goal is to build humanoid robots that can perform
everyday household tasks as naturally as humans. Yet robotic manipulation
today remains largely limited to simple grippers or suction cups in structured
pick-and-place tasks. Achieving general dexterous manipulation remains
difficult. Robotic hands still lack the strength, sensing, and adaptability of
human hands, and building the “robot brain” needed to control them across
diverse tasks and environments remains an open challenge.

On the hardware side, existing robot hands are often costly, difficult to obtain,
and hard to use reliably. To address this, I introduce a family of LEAP
hands designed for machine learning research. These hands are dexterous,
affordable, easy to use, and simple to build and customize. My joint-driven
design is straightforward to manufacture, modify, and simulate, and has
already influenced many robot hand designs in the field. My tendon-driven
design, inspired by the placement of human muscles in the forearm, uses
3D-printed compliant rigid-soft fingers that make the hands more human-like
in their interactions with the world. This compliance improves robustness
under uncertain contact while preserving useful strength and remaining easy
to fabricate. Together, these robot hands provide practical, accessible, and
open-source hardware for advancing dexterity.

Robot hands must also learn to use their dexterity in a human-like way. For
example, a robot should grasp a knife by the handle rather than the blade. This
is challenging because a humanoid with two hands has over 50 degrees of
freedom, many possible contact points and must behave like humans do. To
address this, the key approach is to teach robot hands similar to how babies learn
by watching others and interacting with the environment. First, since robot
hands share a similar structure with human hands, they can learn by watching
human videos. By retargeting human motion into robot hand motion, this data
can teach robot hands. They can even continue improving through real-world
experience. I also build motion-capture-based teleoperation systems, including
bimanual systems such as BiDex, to collect higher-quality demonstrations for
more difficult tasks. Finally, massively parallel simulation is used to generate
geometrically aware dexterous grasps. Together, this thesis takes a full stack
approach to study how hardware and human data can make dexterous robot
hands more practical and generalizable.
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7.1 Presenting LEAP Hand v2 Adv, a robot hand designed to emulate the
compliance of the human hand. It features a 3D-printed soft exterior skin
complemented by a robust internal bone structure. The foldable palm
incorporates two powered articulations|one spanning the four �ngers and
another across the thumb|facilitating human-like grasping. Additionally,
a dexterous MCP joint enhances overall dexterity, resembling human
hand movements. Its human-like size, straightforward assembly, cost-
e�ectiveness, and open-sourced nature on our website will be useful for
dexterous hand research. . . . . . . . . . . . . . . . . . . . . . . . . . . 99

7.2 To Scale Comparison of Robot Hands: LEAP Hand v2 Adv has a similar size
and kinematic structure to a human hand. Shadow is most similar to LEAP Hand
v2 Adv in kinematic structure and strength but it costs over $150k and uses brittle
metal parts. [5] Inmoov has only 5 DOF. [22] LEAP Hand and Allegro both have
motors in the joints which make them larger. [216, 339] . . . . . . . . . . . . 101

7.3 A cross-section of the 3D printed �nger showing the soft rubber joints, hard PLA
bones, and resilient, dense outer skin. The MCP forward is connected by gears
to a motor, the MCP side rotates using an embedded motor, and the PIP and DIP
joints are actuated together by a tendon connected to a pulley. The range of the
MCP forward joint: 90, the MCP side: 180, PIP/DIP: 90 . . . . . . . . . . . . 105

7.4 Kinematic Tree: From Left to right. 1) The kinematic tree of LEAP Hand v2
Adv is similar to a human hand. 2) The palm skin is removed to reveal structure
with yellow lines for the palm articulations. The blue lines represent the MCP
forward, the green circles represent the MCP side. The PIP and DIP are articulated
together and are represented in red. Total: 22 joints powered by 17 motors. 3)
This human-like palm kinematics allows it to grasp a hammer better than a hand
with a 
at palm. See videos at https://v2-adv.leaphand.com/ . . . . . . 106



7.5 Finger Analysis We show the key dimensions that create our soft-hard hybrid

exure joint as described in Section 8.4.1. The 
exure joint is the light blue soft
material that lies between the hard skeleton. It is governed by the 
exure joint
width, the clearance angle, the hysteresis compensation angle and the size of the
hard skeleton. The darker portions are hard tendon channels and rigid structure. . 106

8.1 Our demonstration will feature four di�erent low-cost, open-source robotic
hand designs, including a new model introduced in this paper, LEAP Hand
V2. (left) These hands are highly dexterous, easy to build, durable, and
a�ordable. We also provide a suite of open-source software tools, including
motion capture teleoperation, human video-based learning, and reinforce-
ment learning capabilities. Building on our successful demonstrations at
RSS 2023 and 2024, we aim to further highlight the potential of low-cost,
open-source robotic hands and strengthen our open-source robot hand com-
munity at RSS 2025. Please visit our website athttps://leaphand.com
for more details. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 115

8.2 In all of our LEAP Hands we introduce a MCP joint that allows for abduction and
adduction in both 
exed and extended positions. In this �gure we show LEAP
Hand v1 on the left, where this dexterous kinematic structure is most apparent. In
a conventional robot hand, LEAP-C Hand, the �nger can move side to side in the
open-palm, but in the 
exed position it only spins in place. In Allegro, there is a
large of motion at 
exed but not in the extended position. [339] . . . . . . . . . 117

8.3 Finger Analysis We show the key dimensions that create our soft-hard hybrid

exure joint as described in Section 8.4.1. The 
exure joint is soft material that lies
between the hard skeleton. It is governed by the 
exure joint width, the clearance
angle, the hysteresis compensation angle and the size of the hard skeleton. The
darker portions in the �nger is the hard tendon channels and rigid structure. The
blue material encompassing that is the soft material of the �nger itself. . . . . . 121

8.4 A cross-section of the 3D printed �nger showing the soft rubber joints, hard PLA
bones, and resilient, dense outer skin. The MCP side rotates using an embedded
motor, and the PIP and DIP joints are actuated together by a tendon connected to a
pulley. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 123

8.5 The multi-material components, shown on the left, are fabricated using a dual-
extrusion 3D printer and are designed for straightforward assembly in only 1
hour. The eight actuators are inserted into designated slots within the palm and
�ngers, followed by basic tendon routing and wiring to complete the setup. To
facilitate widespread adoption, we release all print �les, assembly instructions, and
accompanying software as open-source materials athttps://leaphand.com ,
enabling rapid replication by the research community. Additionally, o�-the-shelf
tactile sensors can be a�xed to the �ngertips to enhance sensing capabilities. (right)125



8.6 We will demonstrate real robot hands doing teleoperation from VR glove and
teleoperation from human video as developed in [49, 339, 352] Attendees
will be able to teleoperate a variety of low-cost robot hands such as LEAP
Hand V1 shown in this �gure or LEAP Hand v2 as discussed in the paper. 126

9.1 Bimanual Dexterity: BiDex can e�ortlessly teleoperate various complex tasks
including pouring, scooping, hammering, chopstick picking, hanger picking,
picking up basket, drilling, plate pickup and pot picking to train high-quality
behavior cloning policies with over 50 degrees of freedom. Our teleoperation
system and two LEAP hands [339] costs around $12k in total and is readily
reproducible by academic labs. . . . . . . . . . . . . . . . . . . . . . . . . 133

9.2 Mobile bimanual teleoperation system Left: An operator strapped into BiDex.
Right: Our bimanual robot setup including two xArm robot arms, two LEAP
Hands [339] and three cameras on an AgileX base. . . . . . . . . . . . . . . . 138

9.3 All Tasks: Teleoperation of the mobile robot systems with BiDex. Top: Picking
up trash from a table and discarding it into a bin. Bottom: Grasping a chair and
moving it to align with a table. . . . . . . . . . . . . . . . . . . . . . . . . 140

9.4 Clearing the Dishes: In this task, we use BiDex to perform a long horizon task to
place bowls and spoons into a drying rack and lift the drying rack away from the table.145

10.1 Bimanual Dexterity: BiDex can e�ortlessly teleoperate various complex tasks
including pouring, scooping, hammering, chopstick picking, hanger picking,
picking up basket, drilling, plate pickup and pot picking to train high-quality
behavior cloning policies with over 50 degrees of freedom. Our teleoperation
system and two LEAP hands [339] costs around $12k in total and is readily
reproducible by academic labs. . . . . . . . . . . . . . . . . . . . . . . . . 147

10.2 Left: DexWild e�ciently capture high-�delity data using an individual's own
hands across various environments. Right: Robot hands are equipped with cameras
aligned with the human cameras. We test DexWild on two distinct robot hands
and robot arms. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150

10.3 DexWild aligns the visual observations between humans and robots to bridge the
embodiment gap. This incentivizes the model to learn a task-centric rather than
embodiment-centric representation. . . . . . . . . . . . . . . . . . . . . . . 155

10.4 Using DexWild-System, humans can e�ortlessly collect accurate data with their
own hands across a wide range of environments. This data is directly used to train
any robot hand to perform dexterous manipulation in a human-like way in any
environment. We validate this approach on �ve representative tasks. Please see
videos of these tasks on our website at https://dexwild.github.io . . . . . 156

10.5 We collect data using a diverse set of objects across categories. Spray Bottle Task
{ 25 Train, 11 Test; Toy Cleanup Task { 64 Train, 9 Test; Pour Task { 35 Train, 5
Test; Florist Task - 6 Train, 2 Test; Clothes Folding Task - 17 Train, 6 Test. . . . 157



10.6 How does co-training help with scaling up in the wild performance? We
evaluate our policy across three scenarios: (a) In-Domain scenes where robot
training data was collected but with novel objects, (b) In-the-Wild scenes present
in DexWild but not in robot data, and (c) In-the-Wild Extreme scenes absent from
both datasets. Displayed ratio is Robot:Human. . . . . . . . . . . . . . . . . 160

10.7 Left: Cross-Task Performance { Evaluating DexWild on the pour task using robot
data exclusively from the spray task. Middle: Cross-Embodiment Performance
{ Testing DexWild policy on the Original LEAP hand and a Franka robot arm.
Right: Scaling Performance { Demonstrating improved DexWild performance as
dataset size increases. Displayed ratio is Robot:Human. . . . . . . . . . . . . 162

10.8 DexWild-System o�ers 4.6� improvement over robot data collection speed and
nearly matches the human bare hands data collection speed. . . . . . . . . . . 164

11.1 Compared to Get a Grip's synthetic grasp generation method, our method produces
more human-like grasps. For instance, Get a Grip often grasp on the bottom of the
bottle, while our method knows to robustly grasp the neck. Please see our website
for 3D visualizations. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 168

11.2 IFG takes an object mesh and a task prompt as input. To incorporate semantic
understanding, it renders the object from multiple viewpoints, applies a VLM-based
segmentation model combining SAM[208] and VLPart[360], and reprojects the
results into 3D space to identify task-relevant regions. For geometric grounding, it
initializes a force closure objective at these regions and optimizes for functional
grasps. The resulting data is then used to train a di�usion model for fast grasp
synthesis from depth. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 170

11.3 To enable real-world deployment, the generated grasp data is distilled into a
di�usion model. This model is conditioned on a Basis Point Set (BPS) computed
from depth camera data, along with a noisy grasp input. Through the denoising
process, the model produces re�ned grasps on the object. The architecture of the
di�usion model follows a similar design to DexDi�user [390]. . . . . . . . . . 172

11.4 Single Object evaluation in the Lift and Pick and Shake Task. Ours
outperforms on the top three segmentation prompts compared to the Get a
Grip baseline generation process due to the guidance that the prompt and
the VLM provide on the grasping generation process. . . . . . . . . . . . 175

11.5 When generating grasps, con�dence-based methods generate most of their
grasps on the easiest-to-grasp object. On the other hand, our method can be
controlled to grasp any speci�c object due to segmentation conditioning.
Therefore the easiest object is grasped less often. . . . . . . . . . . . . . 177

11.6 DexGraspNet2's grasp generation model avoids hard-to-grasp objects. Our
method concentrates more on these objects and achieves a higher success
rate due to functional guidance from VLM-based segmentation. . . . . . 178



B.1 Detailed task images . . . . . . . . . . . . . . . . . . . . . . . . . . . . 200

D.1 Behavior Cloning Policy Architecture . . . . . . . . . . . . . . . . . . . . . 210
D.2 Training autonomous policies with BiDex enables a higher success rate

with less data than an Apple Vision Pro baseline. This is thanks to the
higher quality data. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 211

D.3 We compare BiDex to the GELLO system designed for 1 DOF grippers.
Our system uses a motion capture glove to capture full �ngertip information
and is reinforced to handle the wears and tears of this additional weight. . 214

D.4 Bidex has consistently better user success rates. . . . . . . . . . . . . . . 215
D.5 Bidex is faster as seen in these user mean and standard deviation completion

times. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 215
D.6 Users feedback on accuracy, responsiveness, ease of use, and con�dence in

using each system shows that Bidex is empirically easier to use. . . . . . . 215
D.7 Novice operators were asked to complete the Pringles can handover tasks

for ten trials with BiDex and the Apple Vision Pro. * User 5 found it hard
to control the system with the Apple Vision Pro and broke robot hands
during operation, resulting in zero success rate. . . . . . . . . . . . . . . 215

E.1 DexWild-System features a simple and easy-to-use interface for deployment by
untrained data collectors. . . . . . . . . . . . . . . . . . . . . . . . . . . . 218
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7.1 Strength Test: We push against a curled and open �nger on the front of the �nger
and the side of an open �nger. The force applied when the angle error is more than
15 degrees is recorded. LEAP Hand v2 Adv is very strong in all directions due
to its sti� MCP joints, internal bone structure, and e�cient power transfer from
strong motors. This is tested on the index �nger, but all of the �ngers are produced
identically to simplify fabrication. . . . . . . . . . . . . . . . . . . . . . . . 108
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7.2 We test each robot hand on a variety of objects and grasp types from taxonomy to
see how much perturbation force they can resist (in newtons up to 20). [239] The
dexterous morphology of LEAP Hand v2 Adv as well as its strong motors enables
tight grasps like the hook grasp as well as large grasps like the softball. . . . . . 110

7.3 We teleoperate LEAP Hand v2 Adv and LEAP Hand (another easily obtainable
robot hand) on 10 di�erent tasks and evaluate their success rate over 5 trials. We
�nd that LEAP Hand v2 Adv continuously outperforms it due to the variety of �rm
human-like grasps it can successfully perform. . . . . . . . . . . . . . . . . . 111

7.4 We collect 75 demos of LEAP Hand v2 Adv completing two di�erent tasks. We
then train policies, pre-trained on internet videos, and �ne-tuned on our robot hand
demos, and report our results as a percentage of success. . . . . . . . . . . . . 112

8.1 Strength Test: We apply force to both the curled and open parts of the �nger, as
well as the side of an open �nger. The force is measured when the angle error
exceeds 15 degrees. VideoDex is highly powerful in all directions, thanks to its
rigid MCP side joint, internal rigid bone structure, and e�cient power transfer
from robust servo motors. . . . . . . . . . . . . . . . . . . . . . . . . . . 130
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Chapter 1

Introduction

1.1 Background

Take a moment to think about your hands. Just this morning, you probably brushed your

teeth, cooked breakfast, poured a cup of co�ee, typed on a keyboard, and maybe even did

some pullups. These actions feel easy, but they reveal an extraordinary range of ability. Our

hands can move smoothly from delicate, �ne-grained motions to lifting heavy weights. Our

�ngers can pinch tightly around a tiny object, stretch around a large bottle, gently hold an

egg, and �rmly grip a hammer. They can repeat these actions for years while remaining

strong, 
exible, and remarkably durable. Just as importantly, our hands can feel the world

through our �ngers and palms. This sense of touch helps us use tools, keep objects from

slipping, adjust our grasp, and even identify objects by feel alone.

Human hands are incredible biological "hardware," shaped by millions of years of

evolution [125]. Each hand contains a carefully arranged system of bones, joints, muscles,

tendons, ligaments, nerves, and skin. Our �ngers alone contain 14 phalanges, while the

wrist and palm include 13 additional bones that provide structure, support, and mobility.

These bones are connected by joints such as the MCP, PIP, and DIP joints, which allow

the �ngers to bend, curl, and adapt to objects of many shapes. Muscles in the hand and

forearm pull on tendons attached to the bones to generate motion, while ligaments stabilize

the structure and synovial 
uid helps the joints move smoothly. At the same time, the radial,

median, and ulnar nerves carry signals related to touch, temperature, pain, and pressure

through the �ngers and palm. Together, this intricate combination of structure, actuation,
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sensing, and durability gives the human hand its remarkable capabilities [85, 191, 328].

Of course, this biological hardware is only useful because it is controlled by the human

brain, another marvel of evolution. The brain processes visual and tactile information,

coordinates many muscles at once, and turns raw sensation into purposeful action. In

fact, the development of the hand and the development of human intelligence are deeply

connected: our ability to grasp, manipulate, and explore the world helped shape how we

learn and think [392]. This process begins early in life. As infants, we explore the world

by reaching, touching, and grasping. Within only a few months, babies begin learning

how to coordinate their �ngers and hold onto objects, and they can also learn quickly by

watching demonstrations from parents [88, 156, 229]. Over time, these experiences help

us generalize to new objects, tools, and situations, which is a central part of intelligence

[46, 157, 392]. Through this combination of exploration and demonstration, humans learn a

rich repertoire of everyday hand behaviors, including more than 80 di�erent types of grasps

[239].

Given how central hands are to human action and intelligence, it is natural to imagine

robots with similar dexterity. Science �ction has imagined this future for decades through

humanoid robots that live and work alongside people. C-3PO travels across the galaxy

interacting with humans and their environments, while Rosey from The Jetsons was imagined

in the 1960s as a household robot capable of helping with everyday chores. These robots

are compelling because they suggest that a machine with a human-like body could naturally

perform human tasks.

Real robots, however, have developed very di�erently. Instead of human-like hands,

most deployed robot arms use simple two-�nger grippers, claws, or suction cups. This has

been a practical choice in factories and warehouses, where many tasks involve repeatedly

picking up, placing, or moving known objects in structured and closed environments. In

these settings, simple end-e�ectors are often enough: they are easier to build, easier to

control, and more reliable than complex hands. As a result, robotics has made progress

with tools that are far less dexterous and adaptable than human hands, but well matched to

the constrained tasks in limited settings.

Recently, interest has returned to humanoid robots and prosthetic hands that can operate

in everyday human environments. In these settings, simple grippers are no longer enough.

Homes, workplaces, tools, and everyday objects are designed around human hands, so

robots that assist people must be able to grasp, carry, open, pour, twist, press, and manipulate
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objects in human-like ways. Early humanoids such as Honda ASIMO o�ered a glimpse

of this future, demonstrating behaviors such as walking, climbing stairs, playing soccer,

and pouring a drink with its hands [8]. More recent e�orts, including Tesla Optimus and

other humanoid platforms, show how much progress has been made in locomotion, balance,

and whole-body coordination [29]. Yet the gap remains clear: robots have made striking

progress in moving through the world, but far less progress in dexterously interacting

with it. For robots to become useful manipulators in everyday life, prosthetics, and other

human-centered settings, both the hands themselves and the machine learning systems that

control them must become much more capable.

This thesis is about making robot hands more capable. I approach this problem from

two directions. First, we need better robot hand hardware. How can we emulate the

most important capabilities of the human hand while still building hands that are practical,

robust, a�ordable, and easy for researchers to use? This requires designing hands that

are anthropomorphic enough to perform human-like manipulation, strong enough for real

tasks, and inexpensive enough to support widespread adoption. Second, we need better

methods for controlling these hands. Just as the human brain learns from vision, touch,

exploration, and demonstration, robot hands must learn from rich sources of data, including

human videos, teleoperation, and real-world experience. Finally, this thesis brings these two

directions together. By jointly improving the hands and the learning systems that control

them, we push robot manipulation toward more general, �ne-grained, and human-like

dexterity.

1.2 Designing Dexterous Robot Hands for Machine

Learning

Designing a useful robot hand is di�cult because the human hand is not just a simple gripper.

It has many joints, many possible motions, and a compact structure that allows it to wrap

around, pinch, press, push, and hold objects in many di�erent ways. It is also surprisingly

strong. Human hands can carry heavy objects, �rmly grasp tools, apply large forces, and

withstand repeated contact with the world, while still remaining precise enough to pick up

something small or fragile. Replicating this combination of dexterity, compactness, strength,

and durability in robot hardware has long been considered one of the hardest challenges in
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dexterous robotics. Adding more joints can make a hand more expressive, but also makes it

harder to build, control, and repair. Making a hand stronger can make it bulkier or more

expensive. Making it cheaper can make it weaker or less reliable. Yet if robot hands are

to be broadly useful, they must balance all of these requirements at once. How can we

design anthropomorphic robot hands that are capable enough for rich manipulation, but still

practical enough to build, maintain, and use in real-world research?

Despite decades of work, conventional robot hands have not yet become widely adopted.

For many years, the main commercially available dexterous hands have been the Shadow

Hand [5] and the Allegro Hand [7]. These systems are powerful research platforms, but

they are expensive, costing roughly $150k and $15k respectively, and they remain di�cult

to use without signi�cant expertise. At the same time, many custom robot hands have

shown impressive capabilities within individual labs, but are hard for others to reproduce

because they require complex fabrication, specialized assembly, or are not fully open-source

[91, 204, 397]. Open-source hands such as InMoov [22] and DexHand [13] lower the barrier

to entry, but often make other tradeo�s: they may have too few joints/degrees of freedom,

limited strength, or insu�cient durability for demanding dexterous manipulation. As a

result, researchers have often had to choose between hands that are capable but expensive

and di�cult to use, or hands that are accessible but not capable enough.

I believe that dexterous manipulation should not be limited to a few labs with expensive

hardware and specialized expertise. Instead, robot hands should become as easy to obtain,

repair, and use as the simple two-�nger grippers that are common in robotics today. To

make this possible, a robot hand must be low-cost, robust, repairable, and straightforward to

assemble, while still being strong enough to interact with the real world. At the same time,

accessibility cannot come at the cost of capability. A useful hand must also be dexterous

and anthropomorphic enough to grasp diverse objects, use tools, and support a wide range

of manipulation tasks. The challenge is to build hands that are not merely impressive

demonstrations, but practical platforms that many researchers can actually use.

Following this belief, I introduce LEAP Hand: a dexterous robot hand and learning

platform designed to make capable manipulation more accessible. LEAP Hand costs

under $2k, is 3D printable, straightforward to assemble, and is released with simulation,

teleoperation tools, and software for robot learning. These tools provide the foundations

needed to study learning from demonstrations, human videos, and real-world experience.

Rather than treating the hand as a one-o� hardware prototype, we present it as a complete
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platform for studying dexterous manipulation, with additional details available on the

project website athttps://leaphand.com . The goal is to lower the barrier to dexterous

manipulation research while preserving the strength, dexterity, and human-like structure

needed for real-world tasks.

The impact of LEAP Hand comes not only from the hand itself, but from the community

that has grown around it. Since its release, LEAP Hand has been adopted by students and

researchers around the world for work on teleoperation, learning from human video, and

sim2real on tasks such as tool use, human-like grasping, in-hand reorientation. For many

researchers, it provides a �rst practical entry point into dexterous manipulation: a hand that

is a�ordable enough to obtain, simple enough to assemble, and capable enough to support

meaningful research. Around this platform, we have built an ecosystem of shared tools,

documentation, and experience. LEAP Hand shows that dexterous manipulation can be

accessible to all.

However, accessible hardware is only the �rst step. A robot hand is not dexterous simply

because it has many joints or a human-like shape. It also needs a way to be controlled,

taught, and improved from data. Once a capable hand can be built by many people,

the next question becomes: how can people actually use it to teach dexterous behavior?

Teleoperation provides a natural bridge between hardware and learning because it allows

humans to directly demonstrate how the hand should move, grasp, and interact with objects.

But if teleoperation requires expensive motion-capture systems, specialized gloves, or

careful laboratory setup, then the same accessibility problem reappears in a new form.

This motivates Robotic Telekinesis, a teleoperation system that controls a dexterous

robot hand from a single RGB webcam. The goal is to make teaching a robot hand as

accessible as building one. Instead of relying on specialized sensing hardware, Robotic

Telekinesis uses visual models trained from large-scale human data to interpret hand

motion and guide the robot toward useful behavior. In this way, LEAP Hand provides the

accessible hardware foundation, while Robotic Telekinesis begins to address the learning

and data-collection problem that follows.

More broadly, Robotic Telekinesis points to a central theme of this thesis: dexterous

robots should learn from the everyday behavior that humans already produce. We should

not need to collect robot demonstrations for every task, object, and environment a robot may

encounter. Human hand behavior already exists at enormous scale in the world, especially

in internet video, where people grasp, carry, use, and manipulate objects across diverse

5



1. Introduction

tasks and settings. If robot hands can learn from this data, then human video can become a

scalable source of experience for dexterous manipulation.

Learning from arbitrary human behavior is appealing, but it also introduces a central

challenge: humans and robots do not have the same bodies. This embodiment gap makes

it di�cult to directly convert human motion into robot action. Because our robot hands

are designed to be anthropomorphic, this gap is smaller, but it does not disappear. We still

need retargeting methods that can translate human hand motion into actions that a robot

hand can physically execute. A key insight of this thesis is that this translation can itself be

learned from human videos and internet-scale human experience. This allows robot hands

to bene�t from noisy, diverse, and imperfect human behavior in the wild.

VideoDex builds on this idea by turning internet videos into robot experience. It extracts

robot trajectories from human hand motion and treats them as pseudo-robot demonstrations,

which can be used to pretrain dexterous policies before real-world learning. In this way,

human videos do not replace robot experience, but they provide a powerful prior: they teach

the robot what useful hand behavior should look like before the robot must learn the task

through its own limited data.

1.3 Compliance Enables Robust Real-World Learning

LEAP Hand was my �rst step toward accessible, open-source robot hands. It showed that a

dexterous hand could be low-cost, easy to build, and useful for robot learning. However,

LEAP Hand is still a relatively rigid and bulky mechanism. This is partly because its motors

are placed directly in the �nger joints, which makes the hand simple, strong, and easy to

control, but also makes it di�cult to match the compactness, softness, and adaptability of a

human hand. Human hands are very di�erent. They are not rigid mechanisms �lled with

motors. Their skin, tendons, joints, ligaments, and soft tissue allow them to comply with the

environment: the hand can conform to objects, distribute contact forces, absorb small errors,

and adjust naturally as contact changes. This matters because real-world manipulation is

full of uncertainty. Tools have curved handles, cups shift in the hand, soft objects deform,

and small errors in contact can change the outcome of a task. A rigid hand must often place

each �nger precisely and apply the right force at the right moment, while a compliant hand

can adapt through contact itself. At the same time, human hands are also remarkably strong

and durable. Much of this strength comes from muscles in the forearm, which transmit
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force through tendons into the �ngers, while their compliant joints and soft tissues help

them withstand forces from many directions. The human hand therefore suggests a new

direction for robot hand design: moving beyond rigid, joint-driven mechanisms toward

hands that combine human-like compliance, tendon-driven strength, and actuation placed

outside the �nger joints.

This motivates DASH Hand, a smaller tendon-driven soft hand designed for compliant

dexterous interaction. The goal of DASH is not only to make another accessible robot hand,

but to study how softness and anthropomorphic structure can make a hand more robust in

the physical world. Instead of requiring every contact to be exact, a compliant hand can

bend, settle, and adapt around objects during interaction. DASH remains relatively easy to

fabricate and assemble, but its tendon-driven, compliant �ngers allow the hand to better

adjust to uncertain contact. Rather than designing the hand only through static analysis, we

develop DASH through interaction: building new hand iterations, teleoperating them on real

manipulation tasks, observing where they succeed and fail, and using those observations

to improve the design. In this way, DASH explores how hand morphology, compliance,

tendon actuation, and real-world contact together shape dexterous capability.

Once the hand can physically adapt to objects and comply with the environment, the

next question is how to use that robustness for learning. Real-world �ne-tuning requires

repeated physical interaction: the robot must try grasps, make contact, fail, recover, and try

again. With a rigid or fragile hand, these mistakes can quickly become damaging. The hand

may collide with the table, push too hard against an object, or apply forces in unexpected

directions. A compliant hand makes this process more practical because it can absorb

contact, protect itself and the environment, and continue collecting useful experience.

DEFT builds on this DASH Hand by asking how a compliant dexterous hand can

improve through real-world experience. It starts with an a�ordance prior learned from

freely available human data on the internet, which gives the robot an initial guess about

useful contact: where on the object to grasp, how the hand should approach, and what kind

of grasp is likely to support the task. This human-like prior is especially important for tools,

where success depends not only on reaching the object, but on holding the right part in

the right way. DEFT then re�nes this initial human behavior through autonomous rollouts

in the real world, continually improving the policy through physical interaction. DASH

provides the compliant and durable hand needed to execute these repeated interactions

safely and robustly, while DEFT provides the learning procedure that turns experience into
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better behavior. In this way, compliance is not only useful for manipulation itself; it makes

sustained real-world learning with dexterous hands practical. This process emulates how

babies learn, by learning by watching and then repeatedly interacting with the world.

Together, DASH and DEFT form a single progression. DASH asks how to build a soft

anthropomorphic hand that can adjust to the physical world through compliance. DEFT

then asks how that hand can use human data and repeated real-world interaction to improve

its behavior. The broader lesson is that compliance is not just a hardware detail, it changes

what kind of learning can be done in the real world. A hand that can conform to objects,

tolerate uncertain contact, and avoid brittle failures provides a better substrate for �ne-tuning

policies through physical experience.

1.4 Unlocking Fine-Grained Dexterity

However, even with better hardware, compliance, and human data, something is still missing.

Human dexterity is not just the ability to close a hand around an object. People 
uidly switch

between power grasps, precision grasps, hook grasps, lateral pinches, tripod grasps, and

many other forms of contact depending on the object, the task, and the stage of interaction.

We grasp a hammer di�erently from a cup, a cup di�erently from a credit card, and a credit

card di�erently from chopsticks. Even within a single task, the grasp may change as the

hand reaches for an object, secures it, uses it, adjusts it, and releases it. On the hardware

side, the hand must be both strong, compliant, and human-like enough to realize the required

contacts, while the policy must learn advanced behavior on where to place the �ngers, how

to maintain contact, and how to adapt as the object and task evolve. This motivates the �nal

direction of the thesis: combining the principles of hand design, compliance, teleoperation,

and learning from human data to pursue �ne-grained dexterity.

The chapters in this �nal part follow this combined approach. One lesson from the

human hand is that compliance and rigidity are not opposites; they work together. The hand

is soft enough to conform to objects and absorb contact, but it is built around rigid bones that

provide strength, structure, and force transmission. This hybrid rigid-soft organization is

what allows human hands to be both adaptable and powerful. How can robot hands emulate

this principle? In LEAP Hand v2 Advanced and LEAP Hand v2, we revisit the hand itself

and push the hardware closer to the capabilities needed for �ne-grained manipulation. LEAP

Hand v2 Advanced introduces a high-DOF hybrid rigid-soft hand with improved strength,
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compliance, palm motion, and a more human-like actuation structure. It is designed to

support a rich diversity of grasps. LEAP Hand v2 follows similar hybrid rigid-soft design

principles, but emphasizes accessibility: it is a small, extremely low-cost, and extremely

easy-to-assemble robot hand designed to make dexterous hand research practical for a

wider community. Together, these hands extend the LEAP Hand design philosophy from

accessible dexterous manipulation toward stronger, softer, and more human-like interaction.

However, hands with this many degrees of freedom are di�cult to control from video

alone. To collect high-quality data for complex manipulation, we need data that can capture

the richness of �ne-grained human hand and arm motion. In BiDex, we scale dexterous

data collection through low-cost motion-capture-based bimanual teleoperation, allowing

a human to control two robot hands and arms for complex behaviors such as pouring,

scooping, hammering, drilling, and chopstick manipulation. In DexWild, we move data

collection beyond the lab by collecting 1000s of demonstrations with human hands in

everyday environments and aligning them with robot observations, allowing policies to

generalize across environments and embodiments. Finally, in IFG, we address functional

grasping directly, using internet-scale visual guidance to generate task-aware grasps that

know not only how to hold an object, but where it should be held for a task. Together, these

works bring the thesis full circle: they show that �ne-grained dexterity requires robot hands

that are not only built more like human hands, with strength, compliance, and rich motion,

but also taught more like human hands, through demonstration, interaction and experience

from the human world.
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Chapter 2

LEAP Hand: Low-Cost, E�cient, and

Anthropomorphic Hand for Robot

Learning

2.1 Abstract

Dexterous manipulation has been a long-standing challenge in robotics. While machine

learning techniques have shown some promise, results have largely been currently limited to

simulation. This can be mostly attributed to the lack of suitable hardware. In this paper, we

present LEAP Hand, a low-cost dexterous and anthropomorphic hand for machine learning

research. In contrast to previous hands, LEAP Hand has a novel kinematic structure that

allows maximal dexterity regardless of �nger pose. LEAP Hand is low-cost and can be

assembled in 4 hours at a cost of 2000 USD from readily available parts. It is capable of

consistently exerting large torques over long durations of time. We show that LEAP Hand can

be used to perform several manipulation tasks in the real world|from visual teleoperation

to learning from passive video data and sim2real. LEAP Hand signi�cantly outperforms its

closest competitor Allegro Hand in all our experiments while being 1/8th of the cost. We

release detailed assembly instructions, the Sim2Real pipeline and a development platform

with useful APIs on our website at https://leaphand.com/
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Figure 2.1: Relative size of popular robot hands to scale. Left to right, adult human hand, Allegro
Hand [7], LEAP-C Hand, LEAP Hand, Inmoov [22], D'Manus [75]. LEAP Hand is similar in size to
Allegro and� 30% larger than a human hand. D'Manus is considerably larger than the rest. Because
of the tendon-driven nature, Inmoov is the smallest robotic hand. The hands are accurate to scale.

2.2 Introduction

Hand dexterity has been critically responsible for human cognition through active manipula-

tion, tool use, and governing how humans learn from the world [88, 156, 229]. Replicating

the dexterity of the human hand with a robot hand has been a long-standing challenge

in robotics. Machine learning techniques have recently shown promise in areas such as

learning from humans. However, unlike the learning successes in locomotion [47, 265]

across truly diverse terrains, robotic manipulation results in the real world have mostly been

limited to one degree-of-freedom parallel jaw grippers [72, 129, 364]. In contrast, dexterous

manipulation has largely been limited to simulation [107, 181] with comparatively fewer

real-world results [56, 108, 170, 268, 348].

A major bottleneck in democratizing dexterous manipulation has been the hardware.

Tendon-based hands like Shadow [5], while impressively capable [56], cost over 100K USD

and often require signi�cant maintenance [54] due their complicated nature. While Inmoov

[22] is inexpensive and open source, it only has 5 actuators on weak tendons. Therefore,

direct-driven hands have been the popular alternative for many applications [7, 215]. The

Allegro Hand has been a popular direct-driven hand, but it is often unreliable, di�cult

to repair, and does not have an anthropomorphic kinematic structure, (see Fig 7.2) and is

expensive at over $16K. Please see Section 8.3 for further analysis.

As a result, only a few labs have access to hardware capable of complex dexterous

tasks. This is in stark contrast to 2-�nger grasping or locomotion [6, 19, 20, 43] where

readily available hardware allows results to be easily reproduced and improved upon by the

community. Following this analogy, good hand hardware for machine learning must be

durable, repeatable, low-cost, versatile, and ideally anthropomorphic to enable easy transfer
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learning from humans.

We propose LEAP Hand{ a dexterous, extremely low-cost and robust hand for robot

learning, built from o�-the-shelf or 3D-printed parts. Our hand can be assembled in under

4 hours at a cost of 2000 USD, which is 1/8th the cost of the Allegro Hand and 1/50th to

that of ShadowHand. While we acknowledge this is still not a�ordable for all, we believe

it is a step towards democratizing dexterous manipulation research. We show through a

number of rigorous experiments that LEAP Hand is both robust, durable, and able to exert

large torques over long periods of time. Additionally, our robot hand it is easily repairable

in-house just using a standard $250 3D printer and does not need to be sent out for repair.

Although robustness and low-cost is critical, they should not come at the cost of dexterity

and anthropomorphism. We believe a good versatile hand is the one that is both dexterous

as well as anthropomorphic because much of the world around us, for instance, doors,

kitchens, tools, or instruments, are designed with human hands in mind, making it easier to

learn by watching humans act. In LEAP Hand, we aim to maximize dexterity while being

kinematically similar to a human hand.

Since the ball joint at the human knuckle (Metacarpophalangeal aka MCP) cannot be

replicated with direct-driven hands, it must instead be approximated using two separate

motors. Prior work in direct driven hands has converged primarily to two designs, see

Fig 8.2, one that allows abduction-adduction of �ngers in open hand pose and the other

that only allows with the �nger 
exed upwards. However, both of these lose one degree

of freedom (DoF)|either in the 
exed or extended position of the �nger. In LEAP Hand,

we propose a new kinematic mechanism to facilitate universal abduction-adduction for

direct-driven hands that retain all degrees of freedom in all �nger positions. We demonstrate

that this leads to higher dexterity and for improved grasping and in-hand manipulation.

Finally, we show that LEAP Hand easily integrates with existing results in robot learning.

For instance, YouTube video-based learned teleoperation and behavior cloning. In addition

to the physical robot hardware, we also release an Isaac Gym-compatible simulator for the

LEAP Hand and show sim2real transfer for a contact-rich task of blind in-hand rotation of a

cube [249]. This shows that the hardware and simulation are accurate and that complex

tasks trained in simulation can be transferred to the real hand. We open source the URDF

model, assembly instructions, ROS/Python API, mapping methods from human hands to

LEAP Hand, and an Isaac Gym simulation environment at https://leaphand.com/.
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Figure 2.2: Comparison of MCP joints in di�erent robot hands and their dexterity and two di�erent
positions. (A) In LEAP-C Hand there is a large range of motion at extended but not 
exed position
(B) In LEAP Hand, at 
exed and extended positions, the �ngertip has a large range of motion. (C) In
Allegro, there is a large of motion at 
exed but not extended position.

2.3 Related Work

Robot Hands Shadow [5] and ADROIT [214] hands paved the way to enable complex,

contact-rich dexterous tasks with an anthropomorphic ball joint MCP. [54, 56]. However,

they are costly (100k USD) and require constant maintenance. In contrast, the Inmoov hand

is 3D printable, tendon-driven, and human-like[22]. It has only one DoF per �nger and

is reliant on tendon actuation which is di�cult to calibrate and can be inaccurate. Bauer

et. al. [71] present a soft tendon-driven hand that is very 
exible for many con�gurations.

Unfortunately, it is di�cult to simulate due to its deformable nature [142, 148]. In contrast

to tendon-driven hands, which have motors in the wrist, the Allegro Hand [7] has its

motors in the �nger joints. It is most popular in research labs [58, 169, 353, 361, 371]

because it is relatively cheap (16k USD). However, users �nd the motors in the �ngers to be

weak for many everyday tasks. Moreover, the closed-source components are di�cult to

repair or replace. Additionally, its kinematic structure is not anthropomorphic or dexterous

as we demonstrate. The ROBEL suite (which includes D'Manus) [75] is more robust,

open-sourced, and easy to build. However, it has only two �ngers and a thumb|making

it signi�cantly di�erent from a human hand. Yuan et. al. [406] accomplish within-hand

manipulation using rollers attached to the �ngers. Humans lack this degree of freedom and

manipulate objects in a very di�erent manner. [11, 203, 204] have shown impressive results

and hold a lot of promise by using 
uids and linear actuators to move the �ngers, but these

hands are not readily available and too complicated to quickly produce, use, and maintain
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for robot learning.

Rapid Manufacturing Aluminum machining is traditionally used to create strong

parts but is prohibitively di�cult and expensive. Manufacturing plastic parts includes a

cumbersome process of mold making, casting, curing, and support removal [30]. In contrast,

additive manufacturing can be used to create parts very quickly for prototyping. In our

paper, we leverage recent advancements in extruders, hot-ends, and motors made by the

open-source Reprap Community [34]. This allows us to directly print soft 
exible �laments

like Ninja
ex [ 3]. We use this to create many parts for LEAP Hand like the hard palm and

soft rubber �ngertips.

Learning Dexterity Using a Shadow hand and Sim2real, Andrychowicz et. al. [54, 56,

211] accomplish in-hand rotation for a variety of objects. Policies that scale to thousands of

objects can also be trained in simulation [107, 180]. [273] uses the D'Hand to reposition

a valve. In-hand rotation of Baoding Balls using the Shadow Hand trained purely in the

real-world [271], and pipe insertion using the D'Hand [162] are other notable examples of

dexterous manipulation.

Several recent works focus on supervising policies of robot hands [150, 195, 320, 387].

from MANO [317] parameters which parameterize a human hand. Closely related is the

teleoperation of robot hands from real-time video [169, 352], which can be used to guide

learning and improve sample-e�ciency [304, 311]. Hand poses can be extracted from video

data available on the web to learn manipulation policies [254, 304]. Large-scale pre-training

using internet videos is helpful for e�ciently training robot hands for downstream tasks

using a few task speci�c-demos [338] and also on non-dexterous manipulation [67, 281].

2.4 Kinematic Design and Analysis

The kinematic structure of a hand refers to the arrangement of its joints which determines

the di�erent poses and forces of motion it can apply. First, LEAP Hand should be as

anthropomorphic as possible so that data from humans can be used to learn skills [67, 304,

338] with machine learning. This can be done using methods such as teleoperation with

VR gloves or extracting keypoints from videos of human hands [352]. In addition, LEAP

Hand should be dexterous for tasks such as in-hand manipulation from sim2real. In this

section, we propose a robot hand design that is both anthropomorphic and dexterous.

In the human hand, there are four main degrees of freedom in each �nger (Fig. 2.3).

The knuckle or metacarpophalangeal (MCP) is a ball joint with two degrees of freedom that

allows abduction/adduction and 
exion/extension. The joint closest to the knuckle is called
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the proximal interphalangeal (PIP) joint. The last joint, closest to the �ngertip, is the distal

interphalangeal (DIP). The PIP and DIP are hinge joints, each with one degree of freedom.

The human hand features an opposable thumb which allows the application of force in

opposition to other �ngers. This enables a variety of power and precision grasps [239]. To

easily map motions, a robot hand must have analogous joints to a human hand.

To replicate this structure, it is alluring to use tendons like robot hands such as the

ShadowHand [5]. Such tendon-driven hands can store the large motors needed to drive them

in the wrist, enabling greater 
exibility in joint design and introduce ball joints. However,

they are very expensive (100K USD), complicated or hard to maintain. As a result, cheaper

direct-driven alternatives [7, 215] have been more popular.

2.4.1 Universal Abduction-Adduction Mechanism

Direct-driven hands must store the motors inside the �ngers so they are limited in kinematic

structure and cannot precisely imitate the human hand. Since the PIP and DIP joints are

hinge joints, they are easily modeled, each with a single actuator. A ball joint cannot be

modeled in this way and is typically approximated using two motors (MCP-1, MCP-2)

arranged close together [215]. Prior seminal work has proposed two designs for this

(Fig. 8.2). However, both of these designs, Allegro and LEAP-C Hand, lose one degree of

freedom in either the extended or closed position. As a result, Allegro is less dexterous when

extended whereas LEAP-C Hand (like C-Hand in [215]) is less dexterous when closed.

The reason for the lost dexterity in both LEAP-C Hand and Allegro is that the axis of

Figure 2.3: The human hand kinematics above has ball joints at the MCP and CMC joints. These
are di�cult joints for low-cost hands to include. Left Figure from [100]. Comparison of MCP joints
in di�erent robot hands. (A) In LEAP-C Hand there is a large range of motion at extended but not

exed position (B) In LEAP Hand, at 
exed and extended positions, the �ngertip has a large range
of motion. (C) In Allegro, there is a large of motion at 
exed but not extended position.
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Figure 2.4: We compare the possible positions of opposability of the thumb and each of the other
�ngers on each of the three hands. We �nd that LEAP Hand has the best even spread on top of the
palm and a very large contact area.

the motor responsible for adduction-abduction (MCP-2) is �xed to the palm of the hand. In

LEAP-C Hand, the axis is perpendicular to the plane of the palm, whereas, in Allegro, it

lies in the plane of the palm. Thus, when the �nger becomes parallel to this axis, that DoF

is ine�ective. Please see Figure 8.2 and the kinematic tree in the supplemental.

In LEAP Hand, we propose a new universal abduction-adduction mechanism for the

�ngers such that they can retain all degrees of freedom at all MCP positions. Instead of the

MCP-2 axis being �xed to the palm (i.e., of motor responsible for adduction-abduction), the

key idea is to bring the axis to the frame of reference of the �rst �nger joint and arrange it

such that it is always perpendicular to it. This allows the �nger to have adduction-abduction

in all positions (Fig. 8.2). Thus, LEAP Hand has adduction-abduction in the extended

position (similar to LEAP-C Hand) as well as pronation/supination in the 
exed position

(similar to Allegro).
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2.4.2 Evaluating Manipulability via Thumb Opposability

Chalon et.al. [101] and Lee et.al. [215], have shown that what makes a hand more versatile

is not merely the degree of abduction-adduction but also its thumb opposability volume.

We test our design against Allegro and LEAP-C Hand, a baseline hand we manufacture with

the same motors and parts as LEAP Hand. In Fig. 2.4, we plot the intersection of the thumb

and �nger workspaces for each hand and compute a thumb opposability metric [101]. In

Table 2.2, we show that LEAP Hand combined with the new MCP joints in the secondary

�ngers is better placed and is more dexterous compared to other available hands because of

the increased opposable volume.

Next, manipulability measures the ease with which the �ngertip can be moved in various

directions at a particular joint pose. We use metrics introduced by Yoshikawa et. al. [403].

To evaluate this, many calculate the manipulability ellipsoid from the end-e�ector Jacobian

which models the directions in which the end-e�ector can move. We compute the volume

of this ellipsoid using the following equation:

F =
q

det
�
P¹qºP¹qºT

�

whereq is the joint con�guration andPis the Jacobian of the end-e�ector. Note that

because we are calculating volumes, a hand that can only move in one or two cartesian

directions will have a volume close to zero at that pose. In three key poses, we show that

LEAP Hand has consistently larger ellipsoids of greater volume for both the cartesian and

angular components of the jacobian. This means that LEAP Hand has better movement

at the �ngertips in these few poses and a higher manipulability metric leading to more

dexterity (Table 2.2).

Finally, we show that increased dexterity leads to practical bene�ts as well. In the

grasping test (Sec. 2.7.1), we �nd that LEAP Hand is able to grasp more objects tightly. In

the blind in-hand cube rotation task (Sec. 2.7.4), we �nd that LEAP Hand is able to rotate

the cube much faster than Allegro.

2.5 Hand Design Principles

A good kinematic design must be realized e�ectively in hardware. In particular, the

hardware should be low-cost, easy to repair, and robust.
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Robot/Position Down (m3) Up (m3) Curled (m3)

Allegro Hand
Linear 8•11 � 10�9 3•98 � 10�13 2•39 � 10�5

Angular 0 0 0

LEAP-C Hand
Linear 1•60 � 10�12 1•23 � 10�10 9•28 � 10�5

Angular 1•02 � 10�13 1•02 � 10�9 2•02 � 10�13

LEAP Hand (ours)
Linear 2•02 � 10�6 2•42 � 10�6 4•51 � 10�5

Angular 1•20 � 10�5 1•20 � 10�5 1•20 � 10�5

Table 2.1: We show the manipulability ellipsoid volume for both the linear and angular component
at three di�erent �nger positions, down, all the way up, and then halfway/curled. We �nd that LEAP
Hand has a large manipulability ellipsoid at all three con�gurations.

2.5.1 Low-cost and Easy to Repair

In contrast to locomotion or manipulation with two-�ngered grippers, real-world research

in dexterous manipulation has been limited. This can be attributed in large part to the

lack of suitable dexterous hand hardware. Commonly used dexterous hands such as

ShadowHand [5] and AllegroHand [7] cost 100K and 16K USD, respectively, and must be

sent back to manufacturers for repair in case of damage. This hardware is out-of-budget

or impossible to maintain for many researchers allowing only a small fraction to work on

real-world dexterous manipulation. On the other hand, due to the availability of cheap and

reliable locomotion [6, 20] and manipulation [19, 40, 43] hardware, a large community of

researchers is able to build o� of each others' work and drive progress.

A suitable hand should therefore be as accessible as possible. This implies that it should

be low-cost and easy to repair. In LEAP Hand, we accomplish this by using as many

o�-the-shelf parts as possible and fabricating the rest using only a commodity 3D printer

that costs around 200 USD. It can be assembled in under 4 hours.

LEAP Hand is designed to be modular. This allows key features of the robot hand to

be changed, such as the length or number of �ngers and the distances between each of the

�ngers in the palm for particular learning tasks or for analysis. Additionally, the modularity

makes the hand easily repairable with only a few distinct parts.

19



2. LEAP Hand: Low-Cost, E�cient, and Anthropomorphic Hand for Robot Learning

Opposability Vol. Index (mm3) Middle (mm3) Ring (mm3)

Allegro 409,135 348,809 204,281
LEAP-C Hand 834,516 743,764 638,605
LEAP Hand (ours) 1,125,556 1,056,746 804,618

Table 2.2: We show the �nger-to-thumb opposability volume in<< 3 by randomly sampling 25,000
joint con�gurations and �nding the instances at which both �ngers touch and recording that contact
point. The volume of this area of contact is calculated and reported.

Figure 2.5: Repeatability test. Left: An illustration of LEAP-C Hand performing repeating
grasp-ungrasp on a small plush dice using one joint for an hour. Right: Comparison of LEAP-C
Hand and Allegro [7]. After just 15 minutes, the Allegro Hand cannot maintain movement. In
contrast, LEAP Hand continues to maintain movement with minimal joint error (Ÿ 0•05rad). Videos
at https://leaphand.com/

2.5.2 Robustness

Learning, whether via teleoperation, behavior cloning, or reinforcement learning, on a

robot hand can be notoriously harsh on hardware, especially when it is placed on a robot

arm [169, 353]. Due to the movement of the arm, the hand may repeatedly collide with the

table and objects it is trying to grasp. A robot hand should be robust to such treatment and

continue to function reliably without breaking. In addition, a robot hand must be able to

impart large torques. This is required for lifting heavy objects or using heavy tools like

drills or hammers.

While 3D printing is fast and inexpensive, the resulting parts are often not strong enough.

One alternative is custom metal machined parts. However, we avoid these as they add

signi�cant cost and require specialized skill and equipment to manufacture. We instead
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rely on inexpensive ($10) o�-the-shelf professionally extruded reinforced plastic brackets

from Robotis [35] that are designed to withstand wear and tear. We only print the palm and

smaller wire guide spacers using a commercial 3D printer.

The joints in LEAP Hand are designed to exceed the strength of the human hand. We

choose motors geared to high torque output for their size while still being capable of a

hand-like joint movement velocity of around 8 rad/sec. The amount of motor mass inside

the hand is maximized compared to the size of the hand, and every other component is

minimized. This enables the hand to be as strong as possible for its human-like form factor.

Because these motors are so powerful, we support current- or torque-limiting them as in

Section 2.6 to manipulate fragile objects and increase the durability of the hand.

Figure 2.6: Endurance Test. We balance a heavy 2kg weight on only one �ngertip of LEAP Hand
for one hour. On the left axis, we show that the angle error of commanded vs actual remains small.
The right axis shows that the current use does initially increase with the temperature of the motor.
However, it still withholds the weight and uses less than half of its maximum possible current of
600ma.

Endurance test

To test the strength of the hand over a long period of time, we hang a 2kg weight on one

of the �ngertips. This pose is similar to if a person was holding a half gallon of milk up

with one �nger without using their palm as support. We �nd that LEAP Hand is able to

continuously hold the grasp for an hour with only a small angle error. While the current

usage gradually increases initially, it stabilizes along with the temperature of the motors,

which remain cool. The current usage of the top motor reaches 250mA, which is still less
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Hand Strength ¹#º Power Density # � �$�•¹2< 2)

Bauer et. al [71] 37.4 0.677
Allegro Hand [7] 8.5 0.35
D'Manus [75] 27.8 0.313
Inmoov Hand [22] 5.8 0.116
Adult Human Hand 26.5 2.199

LEAP Hand 19.5 1.045
LEAP-C Hand 21.5 1.15

Table 2.3: Pullout Test. A resistance comparison of each hand to pullout force which correlates to
grasping strength. Power density is the total amount of motor force per square area of the hand.

than half of the maximum possible. The Allegro Hand is not powerful enough to complete

this test. See Figure 2.6 for a plot of the results.

Repeatability test

We test the consistency and accuracy of LEAP Hand against Allegro Hand by running them

continuously for 1 hour in a grasping scenario as in Figure 2.5. We continuously raise and

lower a small (25g) plush dice strapped onto the �nger by commanding one of the base

�nger joints up and down at 5Hz. The error of the desired joint angle compared to the actual

joint angle is graphed through time.

LEAP Hand has a consistent error of 0.025 radians in the up position and 0.005 in the

down position (Fig. 2.5), which is reasonable given the PID controller and the 750mA

current limit. On the other hand, the Allegro hand starts at a much higher error. After 15

minutes, it begins to fail and then completely fails to move on one out of three grasps. This

was not a failure of the position sensor in the motor. The strain of the continuous grasping

on the motor caused overheating such that the motor was not able to apply required torques.

Pull-out force test

This test measures the amount of momentary outward force that can be resisted by a 
exed

�nger from a hooked force gauge before failure. Failure is de�ned as a motor or gear

slipping or a �nger deviating more than 15 degrees from its commanded position (Fig.2.7).

The force returned correlates with the grip strength.

Tab. 2.3 compares force for robot and human hands. D'Manus [75] is the strongest

due to its large motors. Of the anthropomorphic hands, LEAP Hand performs the best,

exceeding the grip strength of a human. The Allegro Hand is weak because of smaller

motors explaining why it struggles in many grasping tasks. The tendon-driven hands, Bauer
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et. al, and Inmoov do not perform that much better in this test even though they can store

large motors in their wrists and arms. We �nd that these tendons often slip and cannot

provide that much force at the end-e�ector.

2.6 Fabrication and Software

Fabrication First, each of the 3D printed components must be fabricated ( Fig. 10.1).

A $200 Ender 3 3D printer [17] was used with PLA plastic over a 2 day period, but any

consumer-grade FDM printer will su�ce. Each of the two palm pieces is printed along with

�ngertips and �nger spacers. We collect the 3D printed parts, plastic extruded brackets, the

Dynamixel motors [15], U2D2 controller, and assorted cabling. The �ngers are assembled

individually using brackets, 3D-printed �nger spacers, and motors. The assembly process

for LEAP Hand takes around 4 hours. Then each of the �ngers is mounted onto the palm,

and their �rmware is 
ashed for control. The hand interfaces with the computer using a

USB cable and ROS, Python, or C++. The 4-�nger LEAP Hand weighs 595g and can be

easily mounted to a variety of robot arms. Full video instructions of the assembly process is

on our website.

Figure 2.7: Pullout Test. A pull-
out force is applied and the maxi-
mum force is recorded before the
hand has a 15 error or slipping.

Software A variety of control modes are supported on

LEAP Hand: position control, current control, current-

based position control, and velocity control. Position

control enables the hand to create torques to match a

desired position on the motors which is typical of many

PID-based controllers. Current control mode enables a

desired torque to be applied to the motors. Current-based

position control mode enables PID-based position control

but also caps the maximum current and torque. This

enables the hand to follow position commands but also

prevents large torques, which can be unsafe for the robot

and the environment around it.

Simulation We construct a detailed 3D assembly of the

hand as used in (Fig. 2.4) on Pybullet. This will enable

anyone to 3D print and design their own version of LEAP

Hand. In addition to hardware, we release an Isaac Gym
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Object Grasp Type [239] LEAP LEAP-C Allegro D'Manus Inmoov

Power:
Mustard Med. Palm+Pad 20 20 13 8 Y
Toy Kick Ball Lrg. Palm+Pad 20 20 9 20 N
Golf Ball Small Pad 16 20 7 0 Y
Softball Large Pad 20 20 10 15 N
Drill Trigger Press 20 20 15 0 N
Pringle Can Power Palm 19 20 20 0 Y
Pan (from rim) Disk Grasp 20 20 20 14 N

Intermediate:

Chopsticks Tripod Grasp 16 13 0 0 N
Wood Cylinder Cigarette Grasp 4 5 0 0 N

Precision:

1" Cube 2 Finger Precision 20 20 20 0 N
M&M Tip Pinch Grasp Y Y Y N N
Wine Glass Flat Hand Cupping 20 20 4 0 N
Credit Card Lateral Pinch 20 20 8 0 N

Table 2.4: We test each robot hand on a variety of objects and grasps types and see how much
perturbation force they can resist (in newtons). The dexterous morphology of LEAP Hand as well as
its strong motors enables the cigarette and 
at-hand cupping grasps.

and Pybullet-based simulator for LEAP Hand. Its faithfulness to the real world is veri�ed

by performing sim2real in Sec. 2.7.4. We release the sim2real platform to jumpstart lab

research with LEAP Hand.

2.7 LEAP Hand Applications

First, we compare all of the hands in a grasping test with various everyday objects. Next,

we compare the two most robust, human-like hands, the 4-�nger LEAP Hand and the

Allegro Hand [7] against each other in a variety of machine learning tasks. Teleoperation

from human video demonstrates grasping capabilities and human-like form factor. Next,

leveraging internet video shows the capability of learning from humans. Finally, we show

LEAP Hand on in-hand manipulation via sim2real, which demonstrates that the simulation

and hardware are precise. In this task, LEAP Hand is able to rotate the cube faster and is

more robust to disturbances. Please see the supplemental and our website for videos of

these results.
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2.7.1 Grasping Test using Teleoperation

We compare each of the hands and their ability to perform di�erent types of grasp when

holding objects. To quickly experiment and �nd these poses, we use the Manus Meta VR

glove [24] to accurately teleoperate the �rst three hands (see appendix for details). Since

D'Manus is not anthropomorphic enough to teleoperate from human motion, we manually

control keyframes for it. We show various types of grasps that each hand can perform, and

the amount of perturbation force they can resist (up to 20N). Once the object is grasped

we push on it with the force gauge until it slips or the force gauge crosses 20N. Because

InMoov is too fragile to teleoperate and apply perturbation forces to, we only test if it can

grasp the object securely and report these results in the table.

Table 7.2 shows LEAP Hand can grasp all objects and can perform both many power and

precision grasps. While LEAP Hand and LEAP-C Hand perform similarly, the latter has

weaker grasps because its MCP side motors cannot be used to adjust the grasp. Allegro's

motors are signi�cantly weaker which leads to objects like the golf ball or the soccer ball

to easily slip out. Additionally, because its kinematics lacks adduction/abduction in an

extended position, it cannot perform the tripod grasp for the chopsticks, the cigarette grasp

for the wooden cylinder, or the 
at hand cupping grasp for the wine glass properly. D'Manus

can complete extremely strong power grasps on larger objects, but its lack of opposability

Success Rate Completion Time (in s)
# Teleoperated Task LEAP Hand Allegro LEAP Hand Allegro

1 Pickup Dice Toy 1.0 0.9 6.5 (1.7) 8.6 (2.65)
2 Pickup Dino Doll 1.0 0.9 6.0 (1.5) 8.2 (3.49)
3 Box Rotation 0.7 0.6 28.2 (15.7) 37.2 (12.6)
4 Scissor Pickup 0.6 0.7 32.4 (7.8) 28.6 (9.4)
5 Cup Stack 0.8 0.6 15.4 (7.0) 21.5 (7.6)
6 Two Cup Stacking 0.6 0.3 18.2 (9.2) 27.3 (11.0)
7 Pour Cubes in Plate 0.8 0.7 30.2 (15.2) 36.8 (17.7)
8 Cup Into Plate 0.8 0.8 6.2 (2.5) 10.6 (4.4)
9 Open Drawer 0.9 0.9 18.2 (11.2) 23.6 (12.3)
10 Open Drawer & Pick 0.7 0.6 37.2 (10.2) 33.7 (8.1)

Outperform rate 9/10 3/10 8/10 2/10

Table 2.5: Teleoperation|comparing LEAP Hand and Allegro. Success rate and average
completion time of a trained operator completing a variety of teleoperated tasks. LEAP Hand
outperforms or matches the Allegro performance on 9/10 tasks.
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Figure 2.8: Teleoperation and Behavior Cloning. Left: We perform dexterous teloperation
using Telekinesis [352] with a single view color camera. Right: We perform behavior cloning from
internet video and teeloperated demonstrations using Videodex [338].

and inability to provide resistive force on all 4 sides of the objects hurts its performance.

Due to its large size, it fails to grasp smaller objects.

2.7.2 Teleoperation from Uncalibrated Human Video

Teleoperation enables control of high DOF robots in real-time via human feedback. This is

also a useful method for collection demonstrations. Because the Allegro Hand's morphology

does not have a human-like MCP joint we must borrow the human-to-robot re-targeting

method from Robotic Telekinesis [352] (Fig. 2.8 (left)), that manually de�nes key vectors

between palms and �ngertips on both robotEA
8 and human handE�

8. These vectors de�ne an

energy function� c which minimizes the distance between human hand poses (parameterized

by the tuple ¹V� – \� º) and the robot hand poses @ scaled by 28:

� c ¹ ¹V� – \� º– @ º =
10Õ

8=1

j jE�
8 � ¹2 8 � EA

8º j j22 (2.1)

[352] trains an MLP� ' ¹•º to implicitly minimize the energy function described in Equation

4.2.
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Pick Rotate Open Cover Uncover Place Push Overall
train test train test train test train test train test train test train test

Allegro Hand 0.81 0.75 0.89 0.69 0.90 0.80 0.78 0.67 1.00 0.90 0.90 0.70 1.00 1.006/14

LEAP Hand 0.92 0.84 0.89 0.72 0.94 0.76 0.80 0.75 0.96 0.90 0.94 0.75 1.00 1.0012/14

Table 2.6: Learning from videos via VideoDex [338]. Hand policies are pretrained on internet
videos of humans and �netuned using minimal (� 100 ) teleoperated demos. On this practical use
case, LEAP Hand performs better on 12 of 14 ftaskg�ftrain, testg pairs.

Because LEAP Hand includes similar joints to a human, we can directly map joint angles

between the human and robot. In table 2.5, we observe that LEAP Hand performs better

than Allegro Hand on 9/10 of these teleoperated tasks. LEAP Hand is easier to control due

to its better morphology, accuracy, and responsiveness to hand input. As users in [352]

mention, it is di�cult to teleoperate a robot hand with an energy function. Additionally,

the better opposability and strength of LEAP Hand allows the operator to reliably grasp

objects that are di�cult to grasp on the Allegro Hand. While Allegro Hand needed to take

breaks to avoid overheating like in [170], LEAP Hand kept running without a degredation

of performance.

2.7.3 Behavior Cloning from Demonstrations

Behavior cloning enables agents to learn a policy for a particular task given demonstrations.

However, collecting demonstrations for behavior cloning is expensive. We utilize video

from Epic-Kitchens [122] as pre-training for our policy using VideoDex [338] along with

NDP [64], see Fig. 2.8 (right). We also only use demonstrations collected from prior work

[338] on Allegro Hand and map those to LEAP Hand. LEAP Hand still outperforms the

Allegro Hand in task performance as in Table 2.6. This is because of its consistency and

strength while completing these tasks.

2.7.4 Sim2Real In-Hand Manipulation

We perform in-hand rotation of a cube along an axis perpendicular to the palm. LEAP

Hand can return current joint position, velocity, and torque and can be controlled from both

torque or position commands. In this case, the robot infers the object pose through the

history of observed joint angles alone. This is a challenging task since it is contact-rich, and

the policy cannot directly observe the pose of the cube. The policy receives joint angles (16
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Figure 2.9: Sim2Real transfer. Left: Simulated LEAP Hand in Isaac Gym [253] completing an
in-Hand manipulation task. Right: LEAP Hand completing the same task in the real world. Please
see our website https://leaphand.com/ for our open source pipeline.

values) from the motors and outputs the target joint angles (16) at 20 Hz which is passed as

position commands to the motors.

We choose a GRU [116] architecture for our policy. We �rst generate a cache

of stable grasps similar to [303]. The policy is then rewarded for turning the cube

Arot = clip¹l I – �0•25– 0•25º, wherel I is the angular velocity along the vertical axis. We

add additional penalties for deviation from the stable grasp pose, mechanical work done,

motor torques, and object linear velocity. The scale for the rotation reward is 1.25. The

scales for the penalties are -0.1, -1, -0.1, -0.3 respectively. We train PPO [327] with BPPT

[391] in IsaacGym [253].

In simulation, we compare the average angular velocity of a cube for di�erent hands and

�nd that LEAP Hand leads to faster rotations (Tab. 2.7) than Allegro. This is because the

joint structure of LEAP Hand allows it to support the cube from the sides, whereas since

Allegro does not have adduction/abduction it must let go of the cube periodically in order to

re-orient it.

Hand Angular velocity (rad/s)

Allegro 0.0828
LEAP-C Hand 0.2205
LEAP Hand (ours) 0.2288

Table 2.7: Comparison of angular velocity for the blind in-hand rotation of a cube in simulation.
Since the Allegro Hand lacks abduction/adduction at its extended position, it has low angular velocity.
However, LEAP Hand and LEAP-C Hand have this ability and have better performance.
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