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Abstract

Hair care is an essential daily activity for many people, yet it remains
inaccessible to individuals with limited mobility and challenging for au-
tonomous robot systems due to the fine-grained physical structure and
complex dynamics of hair. In this work, we present DYMO-HAIR, a
model-based robot hair care system. We introduce a novel dynamics
learning approach suited for volumetric quantities such as hair, built
on an action-conditioned latent state editing mechanism coupled with
a compact 3D latent space of diverse hairstyles. This latent space is
pre-trained at scale using a novel hair physics simulator, enabling gen-
eralization to previously unseen hairstyles. Using the dynamics model
with a Model Predictive Path Integral (MPPI) planner, DYMO-HAIR
performs multimodal goal-conditioned hair styling, supporting both visual
references and natural language instructions as user input. Experiments in
simulation demonstrate that DYMO-Hair’s dynamics model outperforms
baselines at capturing local deformation for diverse, unseen hairstyles.
DYMO-Hair further outperforms baselines in closed-loop visual and lan-
guage goal-conditioned hair styling tasks on unseen hairstyles, evaluated
through quantitative metrics and a user study, respectively. Real-world
experiments exhibit zero-shot transferability of DYMO-Hair to physical
wigs, achieving consistent success across unseen wigs with varying colors,
lengths, and textures. Together, these results build toward a founda-
tion for model-based robot hair care with multi-modal goal conditioning,
advancing toward more generalizable, flexible, and accessible robot hair
styling in unconstrained physical environments.



vi



Acknowledgments

First and foremost, I would like to thank my advisor, Prof. Jean Oh,
for her continuous support, patience, and encouragement throughout my
master’s study. Over the course of this long project, her advising style
gave me great freedom and opportunities to explore the problem from
the perspectives and approaches I found most compelling. I would also
like to thank Prof. Jeffrey Ichnowski for his detailed guidance, careful
reviews, and support throughout this project, and for the time and effort
he devoted to helping me become a better researcher. I am also grateful to
Prof. David Held for serving on my committee. His work has influenced
me since [ first began undergraduate research in 3D vision and robotics,
and it has been a privilege to receive his comments and feedback, which
have been a source of inspiration for this work. Last but not least, I want
to give a special thank you to my mentor, Uksang Yoo, for his continuous
and detailed support, guidance, and help throughout my entire master’s
study, in both my research and my career. I have learned, and continue
to learn, so much from him.

I am privileged to be part of the BIG Lab, where everyone is kind,

supportive, and helpful. T will never forget the memories we made together.

I am also grateful to have met and learned from the Momentum Robotics
Lab, where I had the chance to dive into every detailed aspect of research
and to learn from a wide range of experiences and topics. Additionally,
I would like to thank all my collaborators, from whom I learned about
many different topics and perspectives. Our discussions and their kind
help ultimately shaped this exciting, interdisciplinary research project.

I would also like to thank all my friends who supported me throughout
my master’s study, whether here in Pittsburgh, in other cities across the
US, or far from the other side of the world through the internet. There
were many tough moments during these two years, and I am grateful that
they were always there, willing to listen, relate, and stand by me. I also
want to thank Pittsburgh itself. Though I have complained countless
times about how boring it is and how bad the Chinese food can be, 1
am still grateful for its peace, quiet, safety, and convenience, and for the
beautiful sunsets that accompanied my daily life and offered a welcome
respite from the hard journey of research.

I am extremely grateful to my family. Words cannot express how thankful
I am to my parents, who love and support me unconditionally and selflessly,

vii



encouraging me to pursue my own life and standing behind all my decisions,
both emotionally and materially. They give me peace of mind amid an
uncertain world and the hardships of the journey. I would never be here
without them.

Finally, I want to thank myself, for making it through all the difficult
times, for being knocked down a thousand times and still getting up the
thousand-and-first at the end of the day. It is now the middle of summer,
and the end of this long, unexpected, and precious journey. It is time to
move forward.

viil



Funding

This work was supported by NSF 11S-2112633 and NSF Graduate Research
Fellowship under Grant No. DGE2140739.

X






Contents

1 Introduction

2 Related Work
2.1 Dynamics Modeling for Deformable Object Manipulation . . . . . . .
2.2 Robot System for Hair Manipulation . . . . ... ... .. ... ...
2.3 Hair Dynamics Simulation . . . . . .. ... ... ... ... ... ..

3 Problem Formulation

4 Hair Combing Dynamics Modeling
4.1 State Representation . . . . . . ... ... ... . L.
4.2 State Latent Space Pre-training . . . . . . . ... ... ... ... ..
4.3 Dynamics: Action-conditioned State Editing . . . . . . ... ... ..
4.4 Supervision . . . ...

5 Hair Dynamics Simulation

6 Model-based Robot Hair Styling System
6.1 Visual Goal-conditioned Hair Styling . . . . .. ... ... ... ...
6.2 Language Goal-conditioned Hair Styling . . . ... .. ... ... ..

7 Experiment Setup
7.1 Hairstyles Used . . . . . . . .. ..
7.2 Simulation Setup . . . . . . ...
7.3 Real-world Setup . . . . . . . ...

8 Experiments on Dynamics Learning
8.1 Data . . . . . . . e
8.2 Baselines . . . . . . . ..o
8.3 Evaluation Metrics . . . . . . . . . ...
8.4 Implementation Details . . . . . . . .. ... ... ...
85 Results . . . . . . e
8.6 Ablation on Hierarchical Model Structure . . . . . . . . . . . .. ...

9 Experiments on Closed-loop Hair Styling in Simulation

15

19
20
20

23
23
23
23

27
27
27
28
28
29
30

33

xi



9.1 Visual Goal-conditioned Hair Styling

9.1.1 Baselines. . . .. . . . . .. . ..
Implementation Details . . . . .. ... ........
9.1.3 Results. . . . .. . . . ... .

9.1.2

9.2 Language Goal-conditioned Hair Styling . . . . . ... ...
9.21 Participants . . . . .. ... e
9.22 Procedure . .. .. ... ...
9.2.3 Analysis Protocol . . . . ... ... ..........
9.2.4 Study 1: Semantic Intent Grounding . . .. ... ..
9.2.5 Study 2: Closed-loop Styling . . . . . ... ... ...

10 Experiments on Closed-loop Hair Styling in the Real World
10.1 Generalization across Hair Types
10.2 Visual Goal-conditioned Styling versus Rule-based System
10.3 Language Goal-conditioned Styling versus VLM Baselines

11 Conclusion

A User Study Details
A.1 Procedure
A.2 Questionnaire Design
A.3 Analysis Protocol
A4 Results. . .. ...

B Simulation Details

C Dynamics Learning Details
C.1 Method Implementation
C.2 Data Processing
C.3 Evaluation Metric De nition

D Failure Mode Analysis
D.1 Simulation
D.2 Dynamics Learning
D.3 Closed-loop Hair Styling

Bibliography

When this dissertation is viewed as a PDF, the page header is a link to this Table of Contents.

Xii



List of Figures

11

4.1

4.2

DYMO-Hair Overview. We introduce DYMO-Hair, a modular-

ized, model-based robot hair care system. We propose the rst 3D
volumetric hair-combing dynamics model, featuring a novel learning
approach. It uses an action-conditioned latent state editing mecha-
nism, coupled with a compact 3D latent space of diverse hairstyles,
enabled by our novel hair-combing simulator, for generalizable dynam-
ics modeling. Building on this model, we develop DYMO-Hair with

a MPPI-based planner for closed-loop multimodal goal-conditioned
hair styling, supporting both visual references and natural language
instructions as userinput. . . . . . ... ...

Comparison of Hair State Representations. (a) Individual

hair strands distinguished by colors. (b) A point cloud at 2K-point
resolution, the maximum used for point cloud-based methods in our
experiments. (c) 64 64 128 grids with about 5 mm voxel size, where
colors denote local strand orientations. Red dashed box: a zoomed-in
region. Brown dashed box: the corresponding local strand segments.

DYMO-Hair's Dynamics Model Overview. Left: State latent

space pre-training. A 3D volumetric hierarchical model with vector
guantization enables compact compression while preserving detailed
representation capability. Right: Dynamics learning. The pre-trained
model is adapted to capture hair dynamics in a ControlNet-style
framework, formulating dynamics as action-conditioned editing in the
pre-trained state latent space. zero: zero-convolution; copy: weight
copying for initialization; : element-wise addition; : 3D attention-
based feature fusion. In this phase, only the motion encoding path is
trainable, with all pre-trained components frozen. . . . .. ... ...

Xiii

10



XV

5.1

6.1

7.1

7.2

8.1

Constraints for PBD-based Strand-level, Contact-rich Hair

Combing Simulation. Top: Each constraint's formulation and

intended e ect. Bottom: Simulation results under progressive con-
straint addition. Starting from the initial state (far left), a combing

motion is applied along the white dashed arrow (from red to blue).

The red dashed box marks the contact-rich region, with its simulation
results shown on the right. With all three constraints, the hair main-

tains a realistic shape; the twist constraint, in particular, preserves
curvature and prevents gravity-induced oversmoothing. . . . . . . .. 16

Intent Grounding Module of the Language Goal-conditioned

Styling Branch. To translate a high-level language instruction into a
physically actionable goal image, we introduce two VLM-based media-
tion stages around the image generation model. Mediation stage 1:
pre-generation reasoning (left): the VLM takes the current obser-
vation, the user instruction, and the robot's combing-only constraints,
and translates the instruction into a concrete sequence of actions.
Goal image generation (middle): the image generation model is
conditioned on this action plan rather than the raw instruction, and
queried multiple times for candidate goal images. Mediation stage

2. post-generation selection (right): the VLM is reused as a dis-
criminator, analyzing each candidate on intent alignment, reachability
via combing alone, and preservation of intrinsic hair properties, then
selecting the nal goal image, which is handed to the downstream
MPPI planner. . . . . . . . . e 21

Hairstyles Used in Experiments. Top: 10 synthetic hairstyles used

for dynamics model training. Middle: 7 unseen synthetic hairstyles
used for dynamics model and closed-loop system evaluation in simula-
tion. Bottom: 7 physical wigs used for real-world closed-loop system

evaluation. . . . . ... 24
Experiment Setup. Left: simulation setup. Right: real-world
SEtUP. . . o e e e e e e e 25

Qualitative Evaluation of Dynamics Learning on Unseen

Hairstyles. From left to right: the initial state, the ground-truth end

state, and predicted end states from di erent methods. Local strand
segments are color-mapped by orientation; due to discontinuities in the
mapping, strands with similar orientations may occasionally appear in

di erent colors. As a result, local orientation is best assessed from the
strand segment geometry rather than the color map. . ... .. ... 29



8.2

9.1

9.2

9.3

Qualitative Evaluation of the Hierarchical Model Structure

Ablation in Dynamics Learning. For both seen (left) and unseen

(right) hairstyles, we show the ground-truth state alongside reconstruc-
tions from V-1llayer and our method. . . .. ... ... ... ..... 31

Quantitative Results for Visual Goal-conditioned Hair Styling

in Simulation. Experiments are conducted on 7 unseen hairstyles,
each with 3 cases repeated 5 times. Left: Error curves over planning
steps; solid lines and shaded regions denote the mean and standard
deviation across hairstyles, and faster error reduction with lower nal
error indicates higher e ectiveness. Right: Success rate curves w.r.t.
error thresholds used to determine success, re ecting the distribution of
nal errors; curves closer to the top-left correspond to more low-error
outcomes and thus better performance. In both panels, error is de ned
as relative error: the ratio of the current strand-level distance to the
initial strand-level distance, which provides a uni ed metric across
hairstyles with varying absolute error magnitudes. . . . . ... ... 35

Qualitative Results for Visual Goal-conditioned Hair Styling

in Simulation. We show three hard cases on di erent unseen hairstyles.

For each, columns from left to right show the initial state, the goal
state, a snapshot of the intermediate planning steps, and the styled
end state (annotated with its nal relative error). . . . . .. ... .. 36

Rating Results and Qualitative Examples for Language Goal-
conditioned Styling. Left: per-construct Likert scores (1{7), each
the average of the construct's three items, for every method-construct
cell in each study. Boxes span Q1{Q3 with the median line; whiskers
reach 15 the interquartile range; open circles are outliers; black
dots are LME estimated marginal means. Brackets mark planned
contrasts that are signi cant under the Holm-corrected LME (p < : 05,
p<:01, p<:001);all planned contrasts are reported in Tab. 9.1.
Right: two qualitative cases, each with its own hairstyle and language
goal, shown in the left and right groups. Within each case, the initial
hairstyle and goal are given at the top; the upper block shows two
goal image samples generated by each Study 1 variant, and the lower
block shows each Study 2 method's styling trajectory, with a snapshot
during planning above the nal styled state. . . . . .. .. ... ... 40



10.1 Real-world Hair Styling across Diverse Hair Types. Zero-shot
styling results of DYMO-Hair on 7 physical wigs spanning varied colors,
lengths, and textures, under both visual and language goals, with no
real-world ne-tuning. Left: visual goal-conditioned styling.
Columns show, from left to right, the initial state, the goal state, a
snapshot of the intermediate planning steps, and the styled end state.
Right: language goal-conditioned styling. The language goal is
given above each example, followed by the initial state, a planning
snapshot, and the styled end state. Insets in the top-right corner
show the front view of each hair state, and each planning snapshot is
annotated with the total number of planning steps. . . . ... .. .. 46

10.2 Real-world Visual Goal-conditioned Styling: DYMO-Hair vs.
Rule-based System. For each case, the two methods are shown
row by row from a nearly identical initial hair state. Each row shows
selected keyframes of the styling trajectory, with insets in the top-
right corner giving the front view of the hair after the action in each
keyframe. The shared visual goal and the per-step error curve for both
methods are shown at the bottom of each case; dashed lines connect
each keyframe to its corresponding point on the error curve. Error is
the relative strand-level distance to the goal, normalized by the initial
distance; step 0 is omitted, as this relative error is 1 by de nition at
thestart. . . . . . . . . . e 47

10.3 Real-world Language Goal-conditioned Styling: DYMO-Hair
vs. End-to-End VLM. For each case, the language goal is given at
the top and each method is shown in one row. Within a row, we show
the initial state, selected keyframes from the styling trajectory, and
the nal result; insets in the top-right corner give the front view of the
hair after the action in each keyframe. DYMO-Hair rst grounds the
instruction into a Grounded Goal image, which enables closed-loop
planning against an explicit target, and the rightmost plot reports the
resulting relative error over planning steps. The End-to-End VLM has
no such target and instead predicts actions directly from the language
goal. . . .. e 49

XVi



List of Tables

8.1 Dynamics Model Evaluation on Unseen Hairstyles . . . . . . . 29
8.2 Ablation on Hierarchical Model Structure in Dynamics Learn-
NG . . o e e 31

9.1 Planned Hypothesis Contrasts for Language Goal-conditioned
Styling. Each study is evaluated on two constructs, reported in the
left and right column groups. Method abbreviations: DYMO for
DYMO-Hair, Reasoned for Reasoned Grounding, and Direct for
Direct Grounding. is the LME e ect-size estimate in Likert points
(positive: the rst method rated higher), and p is Holm-corrected
within each study (bold: p<:05). . . .. .. ... ... ........ 41

A.1 Likert Rating Distributions. Mean and standard deviation (SD) of

the averaged three-item Likert score (1{7) for each method-construct

cell, pooled across tasks, random seeds, and participants. . . . . . . . 58
A.2 LME Model- tting Speci cation. For each construct we report the

random-e ect structure selected by the fallback ladderR: participant,

T: task, D: demonstration) and the number of ratings it was t to.

The xed e ect methodis omitted since it is included in every model.

All selected models converged without singularity. . . . . . ... ... 58
A.3 Full Planned-contrast Results for Language Goal-conditioned

Styling. is the LME e ect-size estimate in Likert points (positive:

the rst method rated higher). r is the matched-pairs rank-biserial

correlation from the participant-paired Wilcoxon signed-rank test,

computed over then participants who rated both methods of the

contrast. For each test we report the uncorrecte@-value (p;aw) and

the Holm-corrected value pyom ), corrected across the six planned

contrasts within each study. Signi cant values pyom < :05) are in bold. 59

B.1 Key Simulation Parameters for Hair Combing . . .. ... .. 62

Xvii



Xvili



Chapter 1

Introduction

Hair is often central to personal identity and self-esteemiB, 84], yet routine care is

di cult for individuals with limited mobility due to reduced coordination, strength,

and exibility [ 75). To improve accessibility and autonomy, researchers have explored
robot hair care systems9, 26, 28, 86|, but existing approaches rely on either hand-
crafted trajectories or rule-based controllers, restricting generalization across diverse
hairstyles and goals. These systems also o er limited means for users to exibly
specify what they want, such as through natural language, which constrains their
practicality in real-world assistive scenarios.

To address these limitations, we propose DYMO-Hair, a model-based robot hair
care system. Our system is capable of generalizable and exible goal-conditioned hair
styling across diverse hairstyles and multimodal goal speci cation, including visual
references and natural language instructions, in unconstrained physical environments.
At the core of our system is a dynamics model that captures diverse hair deformations
across various hairstyles and combing motions.

For deformable objects like hair, complex structures and unobservable properties
make accurate dynamics modeling di cult. While analytical physics-based models
exist, they are computationally expensive and impractical for real-time control,
motivating the use of learning-based neural dynamics as proxiégl] 69, 91]. However,
hair poses unique challenges: 1) Representation. Low-resolution point clouds cannot
capture strand-level geometry. 2) Scale. Existing, typically graph-based approaches
scale poorly with point count, as dense message passing becomes prohibitive at the

1



1. Introduction

Figure 1.1: DYMO-Hair Overview. We introduce DYMO-Hair, a modularized,
model-based robot hair care system. We propose the rst 3D volumetric hair-combing
dynamics model, featuring a novel learning approach. It uses an action-conditioned
latent state editing mechanism, coupled with a compact 3D latent space of diverse
hairstyles, enabled by our novel hair-combing simulator, for generalizable dynamics
modeling. Building on this model, we develop DYMO-Hair with a MPPI-based
planner for closed-loop multimodal goal-conditioned hair styling, supporting both
visual references and natural language instructions as user input.

resolution hair requires. 3) Supervision. Global metrics miss ne-scale deformations,
while point-wise correspondence is impractical for strands. 4) Data. Hair entanglement
makes real-world data collection slow, hard to reset across styles, and therefore
expensive.

To address these challenges, we introduce a novel approach for generalizable
volumetric hair dynamics modeling. We present the rst 3D hair-combing dynamics
model that leverages large-scale diverse synthetic data for hair dynamics learning
and generalizes across various hairstyles. We represent hair as a high-resolution
volumetric occupancy grid with a 3D orientation eld that captures both hair position
and local strand ow, o ering more geometric features and structural information of
hair than sparse point clouds. It also allows dense supervision on both occupancy and
orientation, providing su cient local signals for the model to capture ne-grained

2



1. Introduction

deformations during learning. Our key innovation, inspired by ControlNetd3), is

to pre-train a compact 3D latent space for diverse hair states and to introduce a
control branch that models dynamics as action-conditioned state editing, enabling
signi cantly improved generalizability through large-scale pre-training. To avoid time-
consuming real-world data collection required by the pre-training, we further develop
a hair-combing simulator based on Genesid]]. It builds on the position-based
dynamics (PBD) method (4] with constraints adapted for strand-level, contact-
rich hair simulation, enabling e cient large-scale generation of visually-realistic and
physically-plausible synthetic dynamics data across diverse hairstyles. Experiments in
simulation show that our model outperforms baselines on generalizable hair dynamics
modeling for local hair deformation across diverse unseen hairstyles.

Building on our dynamics model, we introduce DYMO-Hair, a modularized, model-
based robot hair care system for multimodal goal-conditioned hair styling. We adopt a
Model Predictive Control (MPC) framework and use a Model Predictive Path Integral
(MPPI)-based planner to optimize an action trajectory that minimizes the geometric
distance between predicted hair states and the objectivéd, 94]. For visual reference
goals, we estimate the target hair state from multi-view observations, and MPPI
plans directly in the 3D volumetric state space. To further support natural language
goals, we leverage an o -the-shelf vision-language model (VLM}4 and image
generation model 13] to ground semantic instructions into concrete goal images that
MPPI then plans toward. This grounding bridges high-level user intent and low-level
physical control, making the system more practical for users. Simulation experiments
on diverse unseen hairstyles show that DYMO-Hair achieves superior e ectiveness
and generalizability for closed-loop visual goal-conditioned hair styling compared to
all system baselines, with an average of 22% lower nal geometric error and 42%
higher absolute success rate than the state-of-the-art system. A user study with 58
participants further shows that DYMO-Hair receives statistically signi cantly higher
ratings than VLM-based system baselines for language goal-conditioned hair styling
in simulation, improving both outcome achievement and styling progress consistency.
Real-world demonstrations exhibit the zero-shot transferability of DYMO-Hair to
physical wigs, achieving consistent success across 7 unseen wigs with varied colors,
lengths, and textures for both visual and language goal-conditioned hair styling.

To summarize, our contributions are:



1. Introduction

" A study of model-based approaches for robot hair manipulation.

DYMO-Hair, a modularized, model-based robot system for multimodal goal-
conditioned hair styling, supporting both visual references and natural language
instructions as user input, evaluated across diverse hairstyles in simulation and
real-world settings.

" A 3D generalizable volumetric dynamics model for hair combing.

A PBD-based hair simulator with adapted constraints for strand-level, contact-
rich hair-combing simulation.



Chapter 2

Related Work

2.1 Dynamics Modeling for Deformable Object
Manipulation

Physics-based modeling o ers a rst-principles dynamics formulation3B, 68, 70], but

is often impractical for deformable objects due to complex internal structures and
unobservable material properties, limiting its real-time use in manipulation settings.
Learning-based methods have gained attention as alternativels @, 7, 19, 27, 35,

36, 55, 56, 57, 59, 60, 66, 69, 72, 78, 79, 80, 92, with graph-based modeling proving

e ective in capturing spatial relationships in deformable dynamicsZ 3, 10, 37, 40,

42, 48, 54, 73] for various object types like plasticine§3, 64, cloth [25, 33, rope (],

and plush toys P4. However, these approaches often assume easily observable
deformations, use low-resolution state representations, and face scalability issues,
which are unsuitable for hair modeling. Recent work$$, 91] explore particle-grid
hybrid or di usion-based modeling to improve scalability, but rely on point-wise
correspondence for dense supervision, which is impractical for hair. We propose a
new dynamics learning approach for hair that preserves geometric and structural
features, avoids the scalability limits of graph-based methods and the point-wise
correspondence requirement for dense supervision, and enables generalizable modeling.

5



2. Related Work

2.2 Robot System for Hair Manipulation

Robot hair manipulation integrates multiple research areas and remains underexplored
due to its inherent complexity. One line of work 6] focuses on mechanical and
human-robot interaction aspects, introducing a soft robot manipulator for a safer and
more user-friendly system design. Another line of work approaches it algorithmically,
often relying on 2D observations and rule-based strategies. Some studigs {9
tackle detangling with sensorized brushes using visual and force feedback, but rely
on constrained settings and speci ¢ initial conditions. Another method9] plans
combing trajectories aligned with hair ow, but lacks goal-driven exibility. Recent
work [28] introduces rule-based, goal-conditioned planning based on 2D orientation
di erences, but is restricted to particular hairstyles and goals. We advance robot hair
manipulation by capturing 3D hair states, explicitly modeling their 3D dynamics,
and developing a model-based system for generalizable exible goal-conditioned hair
manipulation.

2.3 Hair Dynamics Simulation

Hair dynamics simulation is challenging due to hair's ne structure, complex inter-
strand interactions, and large strand count. Physics-based methods have been
explored for both clump-level and strand-level modeling. Clump-level method&q 77)
represent hair as large bundles, achieving computational e ciency suitable for real-
time applications but failing to capture strand-level hair behavior. Strand-based
methods, on the other hand, use physically more accurate representations such
as mass-spring modelss], 58 and Kirchho rod models [5, 3(], enabling more
accurate modeling of strand-level dynamics but remaining computationally expensive
and ine cient. Recently, learning-based methods have been explored to accelerate
simulation [39, 65, reduce the need for detailed physical modeling4], and improve
generalizability [89. While e cient and visually-realistic, they still fall short of
achieving strand-level, physically-accurate modeling. We develop a PBD-based hair-
combing simulator tailored for strand-level, contact-rich dynamics, achieving e cient,
visually realistic, and physically plausible simulation, and supporting synthetic data
generation and closed-loop manipulation experiments.

6



Chapter 3

Problem Formulation

We develop a model-based robot hair manipulation system for hair styling using
a preset combing tool. Given a user-speci ed go8, expressed as either a visual
reference or a natural language instruction, the system operates in closed loop. At
each timestept, it receives the current observationo, from the environment and
estimates the underlying hair states;. It then selects the next-step actiorg; that best
advances towardG, guided by a dynamics modef 4, capturing the hair deformation
behavior under combing, i.e. 81 = fgyn(St;8:). The action space consists of 3D
combing motions, represented as sequences of tool positions and orientations. The
system executesy, receives the updated observation.; , and iterates this process
until G is reached.
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Chapter 4

Hair Combing Dynamics Modeling

4.1 State Representation

Designing an e ective state representation is fundamental to a dynamics model,
as it should not only capture task-relevant information but also ensure robustness
and e ciency for estimation. In the context of hair, a strand is the fundamental
physical structure from which hair is formed, serving as a key geometric cue for
describing hair state. While humans can perceive strand geometry almost instantly,
even the most advanced methods for full 3D strand reconstruction require several
minutes [52, 61, 62, 67, 76], making them unsuitable for a real-time robot manipulation
system.

To achieve both delity and e ciency, we draw inspiration from prior computer
vision work [45] and represent the hair as a set of dense 3D points, each with a
position and a unit direction vector describing the local strand orientation. This
captures both the spatial distribution and the ow direction of hair, and can be
estimated robustly and e ciently from multi-view RGB-D data. Compared with
widely used standard point clouds for dynamics modeling, it encodes richer geometric
and structural information while avoiding the computational cost of strand-level
reconstruction. We further discretize it into a high-resolution volumetric grid as our
nal state representation, following 3. Each voxel stores an occupancy value and

9



4. Hair Combing Dynamics Modeling

Figure 4.1: Comparison of Hair State Representations. (a) Individual hair

strands distinguished by colors. (b) A point cloud at 2K-point resolution, the
maximum used for point cloud-based methods in our experiments. (c) 6464 128
grids with about 5 mm voxel size, where colors denote local strand orientations. Red
dashed box: a zoomed-in region. Brown dashed box: the corresponding local strand
segments.

an orientation:
st = (occi; oriy);  ocg 2 f0;1gYe; orig 2[1;1] Vo3 ;

where V, is the spatial resolution of the grid. This voxelized form allows us to
balance computational e ciency with geometric delity: it enables the use of highly
optimized neural operators and dense voxel-level supervision in the learning process,
while maintaining acceptable accuracy when resolution is su ciently high. An
illustration of our state representation is shown in Fig. 4.1.

4.2 State Latent Space Pre-training

Inspired by recent advances in conditioned image and video generatid2,[34, 93,

we propose a novel ControlNetd93-style two-phase approach for hair dynamics
learning that is compatible with our high-resolution volumetric state representation

and enables more generalizable modeling across diverse hairstyles. Phase 1 learns a
compact latent space of hair states, while Phase 2 learns how robot actions transform
states within this space to capture dynamics.

10



4. Hair Combing Dynamics Modeling

Figure 4.2: DYMO-Hair's Dynamics Model Overview. Left: State latent space
pre-training. A 3D volumetric hierarchical model with vector quantization enables
compact compression while preserving detailed representation capability. Right:
Dynamics learning. The pre-trained model is adapted to capture hair dynamics in a
ControlNet-style framework, formulating dynamics as action-conditioned editing in
the pre-trained state latent space. zero: zero-convolution; copy: weight copying for
initialization; : element-wise addition; : 3D attention-based feature fusion. In this
phase, only the motion encoding path is trainable, with all pre-trained components
frozen.

Speci cally, in Phase 1, we use pre-training to encode diverse hairstyles with various
deformations during combing into a uni ed 3D latent space. As shown in Fig. 4.2,
we adopt a two-level hierarchical model structure, analogous to VQ-VAE-3(], in
the 3D volumetric setting to achieve both compact state compression and detailed
representation capability, as demonstrated in the 2D image domain. The model is
pre-trained for state reconstruction. Given a volumetric state representatios of any
hairstyle with deformation, the model concatenates the occupancy and orientation
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4. Hair Combing Dynamics Modeling

components together and hierarchically encodes it into lower resolutions with two
3D encoders, producing latent embeddingSpoom 2 RY2P * and hyp, 2 RY2P 2,
whereV, >V > V,. The higher-resolution bottom embedding captures ne, local
structure, while the coarser top embedding captures global structure. The top-level
codebook $0, 71] then quantizeshy,, into ﬁmp by replacing each entry with its nearest
codebook vector, which is further decoded into resolutiov; to serve as a prior for
quantizing hpoom . A decoder decodes the quantizeiborom and the up-sampledhio,
into the nal reconstruction s® This hierarchical design allows the two quantized latent
spaces, i.e., the bottom- and top-level codebooks, to capture complementary local and
global information respectively, enabling better state modeling and reconstruction
than single-level quantization 71]. We use exponential moving averages (EMAY[]

to update codebooks progressively during training.

4.3 Dynamics: Action-conditioned State Editing

In Phase 2, we formulate the dynamics as an action-conditioned state editing process,
and adapt the pre-trained model with a ControlNet 3]-style framework to leverage
the pre-trained state latent space for capturing hair dynamics.

The pre-trained state encoding path takes the initial states; as input and encodes
it progressively, as in Phase 1. For dynamics modeling, we introduce an additional
trainable motion encoding path that processes the combing motiaq as a control
signal in parallel with the state, keeping all other pre-trained components, including
the codebooks, frozen.

To enforce ne-grained spatial alignment between the state and the motion, we
convert the motion into a volumetric grid matching the state resolution before feeding
it into the motion encoding path. Speci cally, we sample the motion into up to
K uniformly spaced key tool poses and, for each tool pose, compute the shortest
distance from every voxel center in the grid to the tool's center line. Voxels outside
a central cylindrical region, de ned by the center line and a preset contact radius,
are discarded to form a prior for the local contact region. This yields a time-indexed
volumetric distance map inRY° K2 | with the distance value and a binary validity
ag marking voxels inside the contact region in the last dimension.

The motion encoding path consists of three cascaded encoders that process this
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4. Hair Combing Dynamics Modeling

map: the rst preserves resolution, while the other two, sharing the state encoders'
architecture, progressively compress the map to lower resolutions, producing control
embeddingStyoom 2 RV1P * and ¢, 2 RV2P 2. Following ControlNet [93], the path
employs weight copying, zero-convolution, and cross-path feature fusion mechanisms
to integrate state and motion features at the ne-grained voxel level while stabilizing
early training. The control embeddings are then fused with state embedding$ottom

and hy, to perform edits in the pre-trained state latent space for the dynamics
behavior. The edited embeddings are nally quantized and decoded into the end
state s.1 .

4.4 Supervision

We use the same composite loss for both phases. For occupancy, we combine the focal
loss [32] and the soft Dice loss to address class imbalance and encourage volumetric
overlap with ground truth, as occupied regions typically form a thin shell within

the grid. For orientation, we use the L1 loss on normalized orientation vectors for
each occupied voxel, with symmetry handling for directional equivalence, i.ey,

and v represent the same local strand orientation. For codebook matching, we
adopt the EMA commitment loss from VQ-VAE [71], keeping latent entries close to
their matched codebook vectors. The total loss is a weighted sum of these terms,
jointly enforcing geometric accuracy, directional consistency, and latent representation

quality.
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Chapter 5

Hair Dynamics Simulation

Existing neural dynamics models are often trained directly on real-world data for
each object. However, for hair, ne-grained strand entanglement and deformation
can create messy, hard-to-reset states, making real-world data collection highly time-
consuming. Moreover, our approach requires large-scale data to build an expressive
state latent space that broadly covers diverse hairstyles and deformations during
pre-training, which further increases the impracticality of collecting such data in the
real world. In this paper, we use fully synthetic data for dynamics learning. We
develop a novel GPU-accelerated simulator based on Gene4if fhat enables e cient
strand-level, contact-rich hair-combing simulation, which is both visually realistic
and physically plausible.

At its core, our simulator builds on the PBD method for strand-level hair simula-
tion. We model each hair strand as a 3D particle sequeng®jp:; ;pnl], Wherepg is
the root connected to the scalp and xed. Letl(pi;pj) = kpi p jk denote the Euclidean
distance between particlep, and p;, and (pi;p;;px) = arccos W denote
the angle atp; formed between the vectorg, p ; andpc p ;. The corresponding
rest-state values are denoted®(pi;p;) and °(pi; pj; px). Thousands of strands are
simulated in parallel. We use three physics-informed constraints to model inner-strand
physical properties:

" Stretch: Neighboring particles preserve their rest distances:

Cstretch (pl ; Piv1 ) = d(p i Pir1 ) d O(pi; Pi+1 ); 8i2 [0; n 1]:
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5. Hair Dynamics Simulation

Figure 5.1: Constraints for PBD-based Strand-level, Contact-rich Hair
Combing Simulation. Top: Each constraint's formulation and intended e ect.
Bottom: Simulation results under progressive constraint addition. Starting from
the initial state (far left), a combing motion is applied along the white dashed arrow
(from red to blue). The red dashed box marks the contact-rich region, with its
simulation results shown on the right. With all three constraints, the hair maintains
a realistic shape; the twist constraint, in particular, preserves curvature and prevents
gravity-induced oversmoothing.

" Bending: Local in-plane bending is regulated by constraining consecutive particle
angles:

Chending (Pi1 ;Pi;P1) = (P i1 ;PiPier)
i1 ;piper); 8i2[1;n 1]:

" Twist: The 3D twist constraint of the strand is approximated by multiple skip-
connected 2D bending constraints with a xed index gap k > 1:

Cuist (Pik PPk ) = (P ik ;P Pivk )
%(pik PPk ); 8i2[k;n KI:
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5. Hair Dynamics Simulation

They collectively form multiple 3D-intersecting 2D constraint planes to approximate
the full 3D twist behavior.

The constraints with their e ects are illustrated in Fig. 5.1. During simulation, the
particle positions are iteratively updated toward satisfying allC = 0. We note that
our twist model is a heuristic approximation, as true hair twist arises from the strand's
internal physical microstructure. While more complex techniques like Kirchho rod
models may o er more physically-accurate twist simulation, they typically remain
computationally expensive and ine cient. Here we use the heuristics to balance
accuracy and computation e ciency. We model inter-strand and hair-tool contacts
at the particle level with standard PBD collision and friction handling.

Our simulator enables e cient simulation of visually-realistic and physically-
plausible hair-combing dynamics across diverse hairstyles, supplying abundant data
for model learning and serving as a testbed for closed-loop experiments with our hair
styling system.
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Chapter 6

Model-based Robot Hair Styling
System

Building on our hair-combing dynamics model, we develop DYMO-Hair, a model-
based robot hair care system for hair styling, capable of handling diverse hairstyles and
multimodal goal con gurations speci ed through either visual references or natural
language instructions. As illustrated in Fig. 1.1, the system takes multi-view RGB-D
observations from the environment and estimates the current volumetric hair state,
following [45]. Given the current state and a goal con guration, the MPPI-based
planner samples candidate actions, rolls out the dynamics model to predict possible
future outcomes, and optimizes an action trajectory that minimizes the distance
between the predicted states and the goal, following prior neural dynamics-based
planners B3, 90, 94]. A chunk of actions is then executed, after which the system
updates its observation and repeats the loop until the goal is reached.

A central design choice in DYMO-Hair is to support multimodal goal con gurations
within a single planning framework. Both visual and language branches translate
user input into a spatial goal that the shared MPPI planner consumes; they di er
only in the spatial domain where the planning cost is computed. The visual branch
operates directly in the 3D volumetric state space of the dynamics model, while the
language branch grounds the instruction into a 2D goal image and computes the cost
in the image domain. We describe each branch below.
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6. Model-based Robot Hair Styling System

6.1 Visual Goal-conditioned Hair Styling

In the visual branch, the system takes a physical hair reference as the goal. We apply
the same multi-view RGB-D pipeline used for runtime observation to estimate the
goal 3D hair state, which lies in the same volumetric state space as the dynamics
model's predictions. MPPI planning therefore operates directly in this space, with a
cost de ned as the strand-level distance between strand segments reconstructed from
the predicted and goal states, jointly incorporating positions and local orientations
into a dense planning signal.

6.2 Language Goal-conditioned Hair Styling

To make the system more practical, we introduce a language goal-conditioned styling
branch, in which the user speci es the desired hairstyle through a natural language
instruction like \make my hair neat and tidy." This o ers a convenient alternative
to providing a visual reference, but it introduces a new challenge: grounding the
high-level semantic intent in language into a physically actionable goal for execution.

The proposed approach builds on a key observation: recent image generation
models [L3] have learned rich semantic relationships between hairstyles and natural
language descriptions. We exploit this prior by instantiating the user's instruction as
a concrete goal image conditioned on the current observation, then feeding it to the
downstream planner. This sidesteps the need to build a task-speci ¢ semantic space
that is both generalizable across hairstyles and amenable to language-conditioned
planning, instead inheriting the semantic priors of large-scale pretrained models.

While these models perform well in general, directly conditioning them on the
raw observation and instruction raises two issues. The rst is per-sample quality: a
generated goal does not always achieve both intent alignment (faithfully re ecting
the user's instruction) and physical feasibility (remaining within the robot's combing-
based styling capabilities). The second is cross-sample variation: publicly available
image generation APIs exhibit non-negligible stochasticity, with generated images
varying substantially across samples under identical inputs.

We address both with VLM-based mediation before and after image generation,
as shown in Fig. 6.1. To improve per-sample quality, we prompt a pretrained VLM
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6. Model-based Robot Hair Styling System

Figure 6.1: Intent Grounding Module of the Language Goal-conditioned

Styling Branch. To translate a high-level language instruction into a physically
actionable goal image, we introduce two VLM-based mediation stages around the
image generation model. Mediation stage 1: pre-generation reasoning (left):

the VLM takes the current observation, the user instruction, and the robot's combing-
only constraints, and translates the instruction into a concrete sequence of actions.
Goal image generation (middle): the image generation model is conditioned

on this action plan rather than the raw instruction, and queried multiple times for
candidate goal images. Mediation stage 2: post-generation selection (right):

the VLM is reused as a discriminator, analyzing each candidate on intent alignment,
reachability via combing alone, and preservation of intrinsic hair properties, then
selecting the nal goal image, which is handed to the downstream MPPI planner.

(Gemini 3.1 Pro [14]) to reason about the user's instruction alongside the current
observation and translate the abstract intent into a concrete styling plan, given high-
level constraints on the robot's capabilities, namely that it operates by combing alone
and cannot alter intrinsic hair properties. This plan, rather than the raw instruction,
conditions the image generation model (Gemini 3 Pro Imagé&d]). To handle cross-
sample variation, we sample multiple candidate goal images per instruction and reuse
the VLM as a discriminator that selects the candidate most consistent with both the
user's intent and the robot's capabilities, yielding the nal target for planning.

Since the target now lives in the 2D image domain rather than 3D volumetric
space, MPPI planning in this branch uses a correspondingly modi ed cost. At each
iteration, the predicted 3D hair state from the dynamics rollout is projected onto
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6. Model-based Robot Hair Styling System

the image plane to produce a predicted hair mask, and the cost is the pixel-level
Chamfer Distance between this mask and the goal mask. This preserves the geometric
structure of the visual branch's cost while accommodating the 2D nature of the
generated goal. The language branch thus inherits the semantic priors of pretrained
foundation models for high-level intent grounding while relying on the dynamics
model for low-level physical planning.
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Chapter 7

Experiment Setup

7.1 Hairstyles Used

Fig. 7.1 shows the hairstyles used in our experiments. In simulation, we use 10
hairstyles to collect dynamics data and train the hair dynamics model, and 7 additional
unseen hairstyles for both dynamics model and closed-loop system evaluation in
simulation. For real-world testing, we use 7 physical wigs with varied colors, lengths,
and textures. The synthetic hairstyles and the mannequin head in simulation are
from the USC-HairSalon database [24].

7.2 Simulation Setup

The simulation workspace consists of a mannequin head and a hair model with a
realistic hairstyle, as shown in Fig. 7.2. The tool for manipulation is a thin cylinder.
For simulation stability, we preprocess each strand for an appropriate linear density
while preserving its curvature.

7.3 Real-world Setup

Fig. 7.2 also shows our real-world workspace, consisting of a 25ct9cm 30cm
mannequin head with a physical wig. The head is painted with calibration marks. We
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7. Experiment Setup

Figure 7.1: Hairstyles Used in Experiments. Top: 10 synthetic hairstyles used for
dynamics model training. Middle: 7 unseen synthetic hairstyles used for dynamics
model and closed-loop system evaluation in simulation. Bottom: 7 physical wigs
used for real-world closed-loop system evaluation.

use a xed UFactory 850 6-axis robot arm with a 3D-printed tool of length 16 cm and
tip radius 4 mm, designed to resemble the cylinder tool used in simulation to reduce
the sim-to-real gap. We add a TPU-printed deformable nger tip on it to enable
better contact between the tool and the head. For perception, we use a wrist-mounted
RealSense D405 RGB-D camera to capture multi-view observations of the hair by
varying the robot pose. Both the head and the camera are calibrated to the robot
frame.
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Figure 7.2: Experiment Setup. Left: simulation setup. Right: real-world setup.

25



7. Experiment Setup

26



Chapter 8

Experiments on Dynamics Learning

8.1 Data

We construct a large-scale synthetic hair-combing dynamics dataset using our simula-
tor for generalizable dynamics learning. Speci cally, for each of 10 training hairstyles,
we randomly sample over 1K diverse tool motions, rolling them out in simulation to
alter the hair state, and recording intermediate states and sub-motions. After ltering
low-quality samples, we obtain a dynamics dataset of 10K transitions. For Phase 1
latent space pre-training, we combine the 10 undeformed training hairstyles, their
deformed variants from the simulated transitions, and an existing large-scale rest-state
hairstyle database 17, 83, yielding 47K hair states to build an expressive latent space.
We then train the Phase 2 dynamics model on the 10K-transition dataset above.
For evaluation, we generate a separate dynamics dataset from 7 unseen hairstyles,
producing 800 ltered transitions to test the model's generalizability.

8.2 Baselines

We compare our method against three baselines:

~

PC-GNN: represents hair as point clouds with per-point orientation, applies a
GNN-based structure without pre-training, following the most common approach
for neural deformable object dynamics [63].
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" V-UNet: uses the same volumetric grid representation for hair as ours, but
with a UNet-based architecture, pyramid ne-grained state-action fusion, and no
pre-training; ablates the bene t of our pre-trained latent space.

" V-FiLM: uses the same volumetric representation and pre-trained latent space
as ours, but with a FILM [47]-style state-action fusion mechanism; ablates the
e ectiveness of our ControlNet-style fusion design for ne-grained state-action
fusion.

8.3 Evaluation Metrics

We convert the outputs of all volumetric methods into point clouds with per-point
orientation and down-sample them to the same resolution as PC-GNN for fair
comparison. Three metrics are used: D : Chamfer Distance (CD) between
predicted and ground-truth point clouds, ignoring orientation. 2)Err: point-level
orientation error, computed as the average angular di erence between predicted
orientations and those of the closest ground-truth points, with symmetry tolerated.
Predicted points farther than 2cm from the ground truth are discarded to avoid
invalid matches. 3)CDgyang: Strand-level CD, where predicted point clouds with
orientations are reconstructed into strand segments to evaluate the strand structure
they convey, measuring on average how well each predicted segment aligns with its
closest ground-truth segment and vice versa.

8.4 Implementation Details

For PC-GNN, we use 2K-point resolution, the highest feasible while maintaining
enough message-passing capability under the same computation budget as other
methods. For all volumetric methods, we use 6464 128 grids with a 5mm voxel
size. All models are trained to convergence on 2 NVIDIA RTX 4090 GPUs.
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Table 8.1: Dynamics Model Evaluation on Unseen Hairstyles

CDpoint # Erroni # CDstrand #
mean 90th mean  90th mean 90th
PC-GNN 0.0814 0.1359 13.34 30.16 0.1052 0.1983
V-UNet 0.0792 0.1345 14.25 31.00 0.1047 0.1966
V-FiLM  0.0807 0.1334 13.60 29.59 0.1065 0.2011

Ours 0.0775 0.1240 12.03 26.12 0.1005 0.1878

Method

Figure 8.1: Qualitative Evaluation of Dynamics Learning on Unseen
Hairstyles. From left to right: the initial state, the ground-truth end state, and
predicted end states from di erent methods. Local strand segments are color-mapped
by orientation; due to discontinuities in the mapping, strands with similar orientations
may occasionally appear in di erent colors. As a result, local orientation is best
assessed from the strand segment geometry rather than the color map.

8.5 Results

We evaluate all methods on 7 unseen hairstyles to test generalizability, with results
shown in Tab. 8.1. Since in hair-combing scenarios deformations are highly localized,
occurring mainly near the comb while most of the hair remains remains stable and
unchanged, evaluating the entire hairstyle can obscure local e ects. We therefore focus
on the near-motion region and report both the mean, re ecting overall performance,
and the 90th percentile, which captures sparse but signi cant deformations, e.g.,
deformations that occur in only a few strands, and reduces averaging bias. The results
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show that our method outperforms all baselines in capturing local hair deformation
behavior in the near-motion region for unseen hairstyles. Our model surpasses the
widely used PC-GNN approach, underscoring its suitability for generalizable hair
dynamics. Compared with other voxel-based methods, our model leverages latent
space pre-training for stronger generalization than V-UNet, and ner state-action
fusion for more accurate future state prediction than V-FiLM based on the same
pre-trained state latent space. We provide a qualitative comparison across all methods
in Fig. 8.1. Overall, these results highlight the e ectiveness and generalizability of
our model on hair-combing dynamics, validating our design choices of pre-training
and ne-grained state-action fusion.

8.6 Ablation on Hierarchical Model Structure

We further ablate the hierarchical model structure to evaluate its bene t. We introduce
V-1layer, which is identical to our method in all other aspects (e.g., pre-training and

the ControlNet-style framework) but replaces the hierarchical two-layer structure with

a single-layer architecture. Speci cally, V-1layer removes the bottom-level codebook
and instead encodes the initial state directly into a top-level embedding, quantizes it
with a single codebook whose size equals the combined size of our top- and bottom-
level codebooks, and decodes the result for prediction. Matching the total codebook
capacity in this way ensures the comparison isolates the e ect of the coarse-to- ne
hierarchical factorization rather than di erences in representational capacity. We
compare V-1llayer against our method on both latent space pre-training quality and
dynamics learning performance. For pre-training, we assess reconstruction on 1,000
cases with diverse deformations, covering 10 seen and 7 unseen hairstyles, at the
same 2K-point resolution used previously; higher reconstruction accuracy indicates a
more expressive latent space. For dynamics learning, we evaluate end-state prediction
under the same protocol as before.

As shown in Tab. 8.2, the hierarchical structure yields a stronger latent space,
achieving higher reconstruction accuracy on both seen and unseen hairstyles and in
turn improving dynamics learning performance. We visualize reconstruction examples
for seen and unseen hairstyles in Fig. 8.2, showing that the pre-trained latent space
generalizes well to unseen hairstyles under deformation.
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Table 8.2: Ablation on Hierarchical Model Structure in Dynamics Learning

CDpoint # Errori # CDstrand #
mean 90th mean  90th mean 90th
Latent Space Pre-training - Reconstruction
Seen V-llayer 0.0694 0.1015 8.33 1811 0.0873 0.1485
Ours  0.0612 0.0959 6.83 14.79 0.0844 0.1467
V-llayer 0.0683 0.0992 9,51 19.61 0.0824 0.1398
Ours 0.0598 0.0936 7.49 15.89 0.0787 0.1362
Dynamics Learning - End State Prediction
Seen V-llayer 0.0791 0.1273 9.75 20.54 0.0981 0.1808
Ours 0.0750 0.1183 9.55 20.63 0.0975 0.1802
Unseen V-llayer 0.0818 0.1371 12.84 27.06 0.1022 0.1909
Ours  0.0775 0.1240 12.03 26.12 0.1005 0.1878

Split  Method

Unseen

Figure 8.2: Qualitative Evaluation of the Hierarchical Model Structure
Ablation in Dynamics Learning. For both seen (left) and unseen (right) hairstyles,
we show the ground-truth state alongside reconstructions from V-1layer and our

method.

Overall, compared with the single-layer variant, the hierarchical design builds
a richer latent space that preserves ner geometric detail, providing a stronger

foundation for downstream dynamics learning.
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Chapter 9

Experiments on Closed-loop Hair
Styling in Simulation

9.1 Visual Goal-conditioned Hair Styling

9.1.1 Baselines

We compare DYMO-Hair against four baselines. Rule-based System: the only
existing method for visual goal-conditioned robot hair styling 48], which uses a
single front-view 2D observation and handcrafted rules to derive actions from 2D
orientation di erences between current and goal states. PC-GNN System, V-UNet
System, and V-FiLM System: three model-based systems that replace DYMO-
Hair's dynamics model with the baseline models described in Sec. 8.2, while keeping
all other parts unchanged.

9.1.2 Implementation Details

All systems for visual goal-conditioned hair styling assume geometrically grounded
goal con gurations that are well-aligned with the states, consistent with existing
neural dynamics-based deformable object manipulation method33[ 90, 94]. For all
model-based systems, the MPPI planning cost is de ned as the strand-level distance
between strand segments reconstructed from the predicted future states and the goal
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state, incorporating both point and orientation predictions in a uni ed manner.

9.1.3 Results

We rst evaluate DYMO-Hair's e ectiveness and generalizability for visual goal-
conditioned closed-loop hair styling thoroughly in simulation, using diverse unseen
hairstyles and varying initial states. Speci cally, we test on 7 unseen hairstyles with

3 cases per hairstyle at di erent levels of messiness, and repeat each case 5 times
with di erent random seeds to reduce randomness. All experiments are conducted
with a maximum budget of 15 steps. Quantitative results in Fig. 9.1 show that all
model-based methods outperform Rule-based System. Among them, DYMO-

Hair achieves the best performance, with an average of 22% lower nal geometric
error and 42% higher absolute success rate across three cases (using thresholds of
0.90, 0.70, and 0.70, chosen as reasonable success criteria based on experiments and
visualization), demonstrating both the advantage of incorporating a dynamics model

for improving system capability and generalizability, and the superior e ectiveness of
our advanced dynamics model in boosting closed-loop manipulation at the system
level. Qualitative results are shown in Fig. 9.2.
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Figure 9.1: Quantitative Results for Visual Goal-conditioned Hair Styling

in Simulation. Experiments are conducted on 7 unseen hairstyles, each with 3 cases
repeated 5 times. Left: Error curves over planning steps; solid lines and shaded
regions denote the mean and standard deviation across hairstyles, and faster error
reduction with lower nal error indicates higher e ectiveness. Right: Success rate
curves w.r.t. error thresholds used to determine success, re ecting the distribution
of nal errors; curves closer to the top-left correspond to more low-error outcomes
and thus better performance. In both panels, error is de ned as relative error: the
ratio of the current strand-level distance to the initial strand-level distance, which
provides a uni ed metric across hairstyles with varying absolute error magnitudes.
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